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Bringing together the period elegance of three unique historical eras, the Heritage 

Collection presents a line of accessories with Victorian, Adam and Georgian detailing.  

Distinctive, flawlessly executed pattern work reflects each period: the Victorian range 

is characterised by a stepped edge; beaded edging reflects the Adam era; and a rope 

edge conveys the spirit of the Georgian age. The designs are made with solid brass or 

aluminium for a high-quality, low-profile finish that is the hallmark of Wandsworth. Each 

style is available in a choice of polished brass or hand-crafted antique finishes – bronze, 

copper, silver and brass – adding matchless grace and character to any interior. 
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Victorian

Antique bronze

Adam 

Antique bronze

Georgian 

Polished brass
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For more information please contact our customer services team by email at sales@wandsworthgroup.com or by telephone on 01483 713400

Socket outlets

Socket outlets are based on the same modular principal as the matching grid switch system. They 

can be installed and aligned separately as the socket interiors are mounted on an adjustable grid 

within the box. Switched socket outlets have double insulated rockers. All units will fit metal boxes 

to BS4662 with a minimum depth of 35mm. Available in the range of finishes shown on page 83. 

American socket outlet

Socket outlet 1 gang American type 2 pole, 3 wire grounding 15Amp 125V NEMA line 5-15R. 

Brown (BW) interiors only. Socket outlet 2 gang American type 2 pole, 3 wire grounding 15Amp 

125V NEMA line 5-15R. Brown (BW) interiors only. Available in the range of finishes shown on 

page 83. See page 88 for box details.

Shaver supply unit

Complete unit. Dual Voltage: 115V – 230V output. 

Designed to BSEN61558. Accepts UK, European, 

USA and Australian shaver plugs. 

American socket outlet

Plate:

Georgian	 P2147 	 P2148

Adam	 P2247 	 P2248

Victorian	 P2347 	 P2348

Interior	 A247 	 A248

Box Flush (metal) 	 1702 	 1703

13Amp				    2Amp		  5Amp  

socket outlets				    socket outlets	 socket outlets

Plate:

Georgian	 P2123 	 P2125 	 P2124 		  P2121 		  P2122

Adam	 P2223 	 P2225 	 P2224 		  P2221 		  P2222

Victorian	 P2323 	 P2325 	 P2324 		  P2321 		  P2322

Interior*	 A12123	 A374	 A354/D 		  A2151 		  A205

 

Boxes:

Flush (metal) 	 1702 	 1702	 1703 		  1702 		  1702

To order Plug tops please use part number 40. Plug tops available in White (W), Black (B) or Red (R).  For 2Amp please use part 

number 190 and for 5Amp please use part number 3001.

Twin switchedSingle unswitched Single switched Single unswitched Single unswitched

S O C K E T  O U TL  E T SS O C K E T  O U TL  E T S

USA twin

USA single

Shaver supply complete unit

Plate:		

Georgian		  2139

Adam		  2239

Victorian		  2339

Box Flush (metal) 		  1733

Shaver 
supply unit
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For more information please contact our customer services team by email at sales@wandsworthgroup.com or by telephone on 01483 713400

Switch/modular plates

Heritage Collection plates are available in 6 finishes (for full details refer to the quick 

reference chart on page 83. 

Switch/modular plates

Plate:

Georgian	 P2101 	 P2102 	 P2103 	 P2104

Adam	 P2201 	 P2202 	 P2203 	 P2204

Victorian	 P2301 	 P2302 	 P2303 	 P2304

Grid 	 G201 	 G202 	 G203 	 G204

Box Flush (metal) 	 1702 	 1702 	 1703 	 1703

M O D U LAR    I N T E RI  O R  O U TL  E T SS W ITC   H / M O D U LAR    P LAT   E S   |   I N T E RI  O R S

Modular interiors outlets

The range has been cleverly designed to allow bespoke outlet arrangement without the need 

for a specially designed custom unit. For example Data, Voice and AV outlets can be matched 

together using our existing grids and switch plates.

Switch/Modular interiors

Rocker switches are manufactured from brass, aluminium or plastic, finished to either complement 

or match the cover plates. Neons are available in red with white, black or red trim, or green 

with white or black trim. Key switches are white or black. Red interiors are available for special 

applications such as essential supply, etc. Alternative colour combinations can be supplied to 

order. Due to the grid mounting nature of the product range it is possible to mix any combination 

of plate finish with interior finish. It is recommended that samples are viewed before specifying.   

All switches are rated at 250V 20Amps except cat No. 15 & 17 which are rated at 6Amp.

BT Telecom Master

3706011	 White	

3706012 	 Black	

 

 

BT Telecom Secondary

3706013	 White	

3706014 	 Black	

 

 

ADSL filtered BT Tel Master

3706015	 White	

3706016	 Black	

 

 

Cat 6 STP RJ45

3706029	 White	

3706030	 Black	

 

 

Cat 5E RJ45

3706033	 White	

3706034	 Black	

 

 

Cat 6 RJ45

3706035	 White	

3706036	 Black	

 

 

Cat 6 UTP RJ45

3706037	 White	

3706038	 Black	

 

Audio Phono Outlet	

3706061	 White	

3706062 	 Black	

 

 

SVGA Outlet	

3706065	 White	

3706066	 Black	

 

 

3.5mm Audio Jack

3706073	 White	

3706074	 Black	

 

 

Twin “F” Type Connector

3706081	 White	

3706082	 Black	

 

 

USB Charger*

3890005	 White	

3890006	 Black	

CAT 6A STP RJ45

3706039	 White	

3706040	 Black	

 

 

RJ12

3706043	 White	

3706044	 Black	

 

 

I.E.C Female	

3706051	 White	

3706052 	 Black	

 

 

Single “F” Type Connector

3706053	 White	

3706054	 Black	

 

 

Blank Plate	

3706055 	 White	

3706056 	 Black	

 

 

HDMI Outlet	

3706057 	 White	

3706058	 Black	

 

 

Speaker Outlet

3706059	 White	

3706060 	 Black	

* Due to the design, it is not possible to fit 

these two units adjacent to each other in 

the following plates/grids: P402, G402.

Rocker  

switches

Unit	 Switch 	 Switch 	 Switch 	 Switch 	 Switch 	 Switch 	 Switch	 Wireless 	

								        Switch**

Type 	 1 way 	 2 way 	 Double pole 	 Intermediate 	 2 way & off 	 6Amp	 6Amp 	 RF switch 

						      retractive	 retractive  

 	  	  	  	  		  push-to-make/	 2 way & off			 

						      push-to-break 	

Reference 	 10 	 11 	 12 	 13 	 14 	 15 	 17	 Pulse10

 

 

 

 

Modular 

interior

Unit	 Blank 	 Neon 	 Neon 	 Key switch 	 Key switch 	 Key switch 	 Key switch 	 Spare key*

Type 	 Dummy 	 Red 	 Green 	 1 way 	 2 way 	 Double pole 	 Intermediate 	 –

Reference 	 18 	 19/R 	 19/GR/B 	 20 	 21 	 22 	 23 	 24

*Key switches are supplied with one key. **For further information on Pulse wireless switch please see page 78.
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For more information please contact our customer services team by email at sales@wandsworthgroup.com or by telephone on 01483 713400

Dimmers

Rotary dimmers, suitable for use with tungsten lighting are push on/push off switch dimmers 

which act at any pre-selected brightness setting. They have 2 way switching that may be used 

with a normal 2 way switch elsewhere.

Note: Single section plates should not exceed 500 watts tungsten dimming load. Twin section 

plates should not exceed 1000 watts tungsten dimming load. Failure to comply with this may 

result in overheating of dimmer modules. Note that transformers supplying low voltage lamps 

should be dimmable electronic transformers such as those manufactured by Mode. 

Dimmers

Plate Assembly & Knob:

Georgian	 P2131 	 P2132 

Adam	 P2231 	 P2232 

Victorian	 P2331 	 P2332 

Module – 240V lamps 	 324 	 2 x 324 

 	 325 	 2 x 325 

Box Flush (metal) 	 1702 	 1703

Dimmers

Plate Assembly & Knob:

Georgian	 P2134 	 P2135 	 P2136

Adam	 P2234 	 P2235 	 P2236

Victorian	 P2334 	 P2335 	 P2336

Module – 240V lamps 	 2 x 324 	 3 x 324 	 4 x 324

Box Flush (metal) 	 1702 	 1703 	 1703

DIMM    E R ST O G G L E / B E LL   P U S H

Toggle/Bell push 

Flush cover plates are of aluminium, brass and have a 7mm overlap. They are 2.0mm thick  

with gently bevelled edges and rounded corners. Earthing of the front plate is by means of a 

scraping earth fitted to the adjustable grid. All have flying earth leads or terminal. Available in 

the range of finishes shown on page 83. See page 88 for box details.

Toggle/Bell push plates

Plate:

Georgian	 P2191 	 P2192 	 P2193 	 P2194

Adam	 P2291 	 P2292 	 P2293 	 P2294

Victorian	 P2391 	 P2392 	 P2393 	 P2394

Grid 	 G491 	 G492 	 G493 	 G494

Box Flush (metal) 	 1702 	 1702 	 1703 	 1703

Toggle switches

Unit		  Switch 	 Switch 	 Switch 	 Switch 	 Switch 	 Bell push* 	 Spare ring

Type 		  1 way 	 2 way 	 Double pole 	 Intermediate 	 2 way & off 	 Push to make 	–

Reference 		  90 	 91 	 92 	 93 	 94 	 95 	 E32

Note: Toggle switches are not available to match the following Classic plate finishes: PDB (suggest PB toggles are used for matching).

LB (suggest AB toggles are used for contrast). QS, W, CW (suggest SBC toggles are used for contrast).

*Bell push rated at 4Amp.

Dimmer module

Module – 240V lamps 	 324	 325 

Rating 	 40-250 Watt Tungsten	 60-400 Watt Tungsten

Description 	 Interior	 Interior

Note: Transformers supplying low voltage should be dimmable electronic transformers 

such as those manufactured by Mode.
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For more information please contact our customer services team by email at sales@wandsworthgroup.com or by telephone on 01483 713400

45Amp double pole switch

45Amp double pole cooker switches are available as twin gang units only complete with 

amber neon indicator. For plate/switch finish combinations, please see page 83.

45Amp double pole switch 

Plate:

Georgian		  P2137

Adam		  P2237

Victorian		  P2337

Interior		  A237

Box Flush (metal) 		  1733

Blank plates

Blank plates

Plate:

Georgian	 P2115 	 P2116

Adam	 P2215 	 P2216

Victorian	 P2315 	 P2316

Box Flush (metal) 	 1702 	 1703

Single blank Twin blank

Fan isolator unit

The 3 pole 10Amp Fan isolator units complies to BSEN60947-2. 

For plate/switch finish combinations, please see page 83.

Fan isolator unit (complete assembly)

Plate:

Georgian		  2190*

Adam		  2290*

Victorian		  2390*

Box Flush (metal) 		  1702

* Unit supplied as complete assembly (back box to be ordered separately)

Illuminated

Plate:

Georgian		  P2101	 P2155	 P2166 	 P2166

Adam	 	 P2201	 P2255	 P2266 	 P2266

Victorian	 	 P2301	 P2355	 P2366 	 P2366

Interior	 	 A254	 A256	 A668 	 A669

Box Flush (metal) 		  1702 	 1702	 1702 	 1702

Non-illuminated

Plate:

Georgian	 P2101	 P2155	 P2166 	 P2166	 P2178

Adam	 P2201	 P2255	 P2266	 P2266	 P2278

Victorian	 P2301	 P2355	 P2366	 P2366	 P2378

Interior	 A253	 A255	 A666	 A667	 A1978

Box Flush (metal) 	 1702 	 1702 	 1702 	 1702	 1702 

Fused connection units & cable outlets

Fused connection units are grid mounted offering alignment and depth adjustment which 

enables the fused connector unit to be installed and the cover plate fixed after decoration work 

has been completed. The units have a retained fuse carrier that is not removed during fuse 

replacement. On switched versions, the double pole switch has 3mm contact gaps for isolation.

 
Fused connection  
– illuminated

Fused connection  
– illuminated  
& cable outlet

Switched fuse  
connection  
& neon

Switched fuse 
connection & neon 
& C/O

Fused connection  
& cable outlet

Fused 
connection

Switched fuse  
connection

Switched fuse  
connection & C/O

Unfused cable 
outlet only

F U S E D  C O N N E CTI   O N  U N IT  SD O U B L E  P O L E  S W ITC   H   |   B LA  N K  P LAT   E   |   FA  N  I S O LAT   O R  U N IT
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For more information please contact our customer services team by email at sales@wandsworthgroup.com or by telephone on 01483 713400

TV/FM outlets

Plate:

Georgian	 P2141 	 P2142

Adam	 P2241 	 P2242

Victorian	 P2341 	 P2342

Interior	 A2955 	 A2949

Box Flush (metal) 	 1702 	 1702

TV/FM/Satellite outlets

TV/FM outlets A2955 and A2949 are for use on existing systems. They are safety isolated 

for use on multi outlet communal systems. Interiors are available in black (B) or white (W). 

FM/TV outlet and RAD/TV/Satellite outlet are fully screened to BS EN 50083-2 for new multi 

outlet installations. Socket connector to IEC 169-2 for FM. Pin connector to IEC 169-2 for TV. 

Type F connector for satellite with through line powering capacity. For technical details and 

typical applications refer to page 99.

TV/FM Co-axial 
standard single

TV/FM Co-axial  
double duplexed

TV/FM/Satellite/Telephone outlets 

Complete assembly:

Georgian	 2181*	 2183*	 2184*	 2186*

Adam	 2281* 	 2283*	 2284*	 2286*

Victorian	 2381* 	 2383*	 2384*	 2386*

Box Flush (metal) 	 1702	 1702	 1703	 1703

*Unit supplied as complete assembly (back box to be ordered separately)

Fully screened 2 x F.TV/RAD 
Return and BT telephone 
secondary

Fully screened TV/RAD/SAT  
triplexed with return and  
and BT telephone secondary

Fully screened 
RAD/TV/Satellite 
outlet

Fully screened 
single ‘F’ type 
connector

TV  / FM  / S AT  E LLIT    E  O U TL  E T S




