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Product BEEM-195

Lamp Way Mixing chamber LED

Lamp Wattage 1100 lumens

CW Cool white

NW Neutral white

WW Warm white

2000 lumens

CW Cool white

NW Neutral white

WW Warm white

Control Gear ND
Non dimming

HFDI
DALI digital dimmable

Bezel Finish WH
White bezel finish

CH
Chrome bezel finish

BR
Brushed aluminium bezel 
finish

Reflector Options SA
Satin reflector

PR
Polished reflector

IP Option IP
Optional IP65 rated with clear glass lens. (IP54 with square bezel option)

Emergency Options E
3 hour integrated self 
contained conversion kit 
with green LED indicator

EM-PRO
3 hour integrated self 
contained EM-PRO 
conversion kit with 
green LED indicator

AT
3 hour integrated self 
contained Auto-test 
conversion kit with green 
LED indicator

To Specify: LED circular downlighter with satin reflector in cool white with non-dimming 
control gear: BEEM-195/CW/ND/SA.

84 85

BEEM-195

Recessed downlighter with die cast aluminium bezel powder 
coated white supplied with Miro reflectors. Supplied with a 
mixing chamber LED at either 1100 or 2000 lumens with a 
choice of 3000k or 4000k colour temperatures. BEEM-195 is 
also available with a variety of attachments.

• Twist & lock bezel
• Energy saving and maintenance free
• Constructed from die cast aluminium
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Polar Curve Dimensions & Variations
Dimension show both the circular and square versions

BEEM is available as a circular or square downlight with either a satin or 
polished reflector.

BEEM - 195 Body Variations

LOR

96%
PART

L2B 2010
ECA

COMPLIANTRECESS
DEPTH
160mm

LED Bezel Size
Ø195mm

Bezel Size
170mm x 
170mm

APERTURE

140mm x 
140mm

APERTURE

Ø176mm

Square

RECESS 

DEPTH

145mm

Circular (shiny 
reflector)

RECESS

DEPTH

160mm

Circular (satin 
reflector)

Square Circular Square Circular 

Please contact us if you require an alternative bezel colour as this may be accommodated.
Please note: As energy efficacy advances in LEDs are made and new bins become available, these are incorporated into the mixing chamber modules, offering continuously higher efficacies, 
without changing the dimensions, shape or lumen output of the system. 
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