
BEEM/SQ 
How to read catalogue numbers: SAMPLE 28/ /HF/ /WB2/ /E1 T5 UL WS
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The BEEM-SQ-100 and BEEM-SQ-80 are a series of recessed 
square downlighters featuring a highly reflective white powder  
coated housing. The range is supplied with the most efficient future-
proof LED light engine available so we always able to offer the best 
LED solution. 
The luminaire is supplied with a 1500 lumen LED as standard which 
is available in a range of colour temperatures and can be dimmed 
using all standard dimming protocols. Other lumen outputs are 
available on request. 

Photometry  

Product BEEM/SQ/100 & BEEM/SQ/80 

Lamp Way 

BEEM/SQ/100

1No. 2000lumen LED light engine 
100mm x 100m  m x 90mm Depth 
95mm x 95mm cutout 

BEEM/SQ/80 80mm x 80mm x 90mm Depth 
75mm x 75mm cutout 

Lamp Power 11.6w LED light engine - other options are available on request 

Control Gear HF  
High frequency 

HFDI  
Dali digital dimming 

HFDX  
DSI digital dimming 

HFSD 
Switch DIM 

Diffuser Satin etched optic

Emergency Option E 
3 hour self contained kit with 
green LED indicator  

ED 
3 hour self contained DALI/
Auto-test conversion kit 
with green LED indicator  

EM-PRO 
3 hour self contained EM-PRO 
conversion kit with green LED 
indicator  

To Specify: BEEM square downlighter with DALI dimmable control gear: 
Catalogue No: BEEM/SQ/100/HFDI 


