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ABOUT ARMSTRONG CEILING SOLUTIONS

At work, in healthcare facilities, But did you know our ceilings have acoustical
classrooms, stores, or restaurants, Armstrong properties and that means they can help control sound
Ceiling Solutions offers interior solutions that help to enhance and noise within a room and room to room? They can, and the
comfort, save time, improve building efficiency and overall implications are life-changing.

performance and create beautiful spaces. . ] .
We are committed to developing new and sustainable

ceiling solutions, with design and

performance possibilities that empower our
customers to create beautiful, high-performance buildings.

It's easy to see how our ceilings finish a room beautifully, adding
drama, character and dynamism to any space.

_al Quality for every aspect of your life. O - We have a responsible role ca
S to play in the environment. cradietocradie

_af More than 150 years of evolution _f The widest choice to
and innovation. unleash your creativity!
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® Metal ceiling plants

® Mineral ceiling plants
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DISCOVER OUR NEW WEBSITE

BECAD PORTROLIO, INDUETEY
LEADTREMIF. DESIGNS THAT WS

Www.armstrongﬁeilings.co.uk

_ Armstrong Ceiling Solutions’ new website makes _ Browse products by material and application type,
inspiration, specification and installation resources faster scan product performance features at a glance,
and easier to find than ever before. and compare product lines.

_ The intuitive website seamlessly adapts to mobile phones _ Related case studies, project photos, videos and
and tablets while maintaining a user-friendly experience. installation details are easily accessible throughout the site.

ARMSTRONG CEILINGS EMEA BIM FILES
NOW AVAILABLE ON “BIMOBJECT”

_f Armstrong Ceilings EMEA’s BIM files are available to download from
BIMobject portal or from Armstrong websites.

_l The Armstrong Ceilings EMEA portfolio is available in both REVIT and
ArchiCAD format.

READY Www.bimobjekct.com
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Recycled Light o
content (%) Reflectance (%) W

_a Metal Solutions

Unperforated <30 85 0.10(L)

Ultra Microperforation Rg 0501 <30 83 0.45(L)

Extra Microperforation Rg 0701 + Fleece <30 80 0.55(L)
Extra Microperforation Rg 0701 + B15 <30 80 0.70
Extra Microperforation Rg 0701 + OP19 <30 80 0.65
Microperforation Rd 1522 <30 65 0.15
Microperforation Rd 1522 + Fleece <30 65 0.70

Microperforation Rd 1522 + B15 <30 65 0.60(H)
Microperforation Rd 1522 + OP19 <30 65 1.00
Standard Perforation Rg 2516 <30 70 0.15

Standard Perforation Rg 2516 + Fleece <30 70 0.75(L)

Standard Perforation Rg 2516 + B15 <30 70 0.60(H)
Standard Perforation Rg 2516 + OP19 <30 70 0.95

_a Mesh Solutions

KD100 <30 <85
RB25 <30 <85
RB35 <30 <85
RB55 <30 <85

Wood Solutions

Unperforated - - 0.10(L)
Rg 3003 - - 0.30(L)
Rg 7075 - - 0.65(L)
Lg 8003 - - 0.40(L)

SUSPENSION SYSTEMS

GENERAL APPLICATIONS: Prelude 15 TL & XL2,
Prelude 24 TLS & XL2, Prelude 24 Sixty?, Prelude 24
Sixty? Corridor, Prelude 35 XL?, Prelude 35 Sixty? XL?,
Bandraster, System Z Prelude 24 / Bandraster /
Corridor, U-Profile Systems (U-Profile + DP12 A-Bar,
U-Profile + J-Bar, U-Profile + C-Profile, U-Profile +
H-Profile, U-Profile + L-Profile), C-Channel + Spring-T
DESIGN OPTIONS: Silhouette XL2, Interlude HRC XL2
C2C SUSTAINABLE PERFORMANCE: Prelude 15 TL
& XL2, Prelude 24 TLS & XL, Prelude 24 Sixty?,
Prelude 24 Sixty? Corridor, Prelude 35 XL?, Prelude 35
Sixty? XL2, Bandraster, System Z (Prelude 24 /
Bandraster / Corridor), DGS, Spring-T

HIGH RECYCLED CONTENT: Interlude HRC XL2

PRODUCT SELECTOR Dby performance

Class Dncw / Dnfw (dB)  Fire reaction % RH
NC 44 Al 9
D 18 Al 95
D 21 A2-s2, d0 95
C 40 A2-s1, d0 95
C 31 A2-s2, d0 9
E 13 A 9%
C 16 A2-s2,d0 9
C 4 A2-s1, d0 9%
A 27 A2-s2,d0 9
E 13 Al 9
C 18 A2-s2, d0 95
C 4 A2-s1, d0 9%
A 28 A2-s2, d0 95
A2-s1,d0 95
A2-s1, d0 95
A2-s1, d0 95
A2-s1, d0 95
n/a 4
D 35
C 22
D 29

Open Area

0.64%
1.5%
1.5%
1.5%
22%
2%
2%
22%
16%
16%
16%
16%

35%
50%
58%
62%

3%
15%
3%

HIGH LOADING PERFORMANCE: Prelude 24 Sixty?,

Prelude 24 Sixty? Corridor

PLASTERBOARD SOLUTIONS: DGS, DGS Shortspan,
DGS Facetted, AXIOM Transitions, AXIOM Profiles,

AXIOM Blind Boxes, AXIOM Perimeter Trims

PERIMETER SOLUTIONS: AXIOM Transitions, AXIOM
Profiles, AXIOM Blind Boxes, AXIOM Perimeter Trims

SEISMIC PERFORMANCE: Seismic Rx

CLEAN ROOM PERFORMANCE: Clean Room 24
HIGH HUMIDITY PERFORMANCE: Prelude 24

Corrosive Resistant

LONG SPAN SOLUTIONS: Longspan, Prelude 24 Sixty?



Recycled Light
content (%)  Reflectance (%)

_ Floating Ceiling Solutions

Optima Canopy 80 87
Optima L Canopy 80 87
Optima Curved Canopy 80 87
Metal Easy Canopy 30 65-85
Metal D-Clip / Metal D-H 700
Mesh D-H 700 MT / Mesh Canopy MT 30 -
Metal Canopy 30 80-85
Axiom Canopy C, L, KE, Circle & Curved 25 <90
Optima Baffles & Optima Baffles Curves 80 87
Metal Baffles / MﬁﬁLYvF-) ’fgg é 30 65
_a Mineral Solutions
r Ultima+ 33-37 87
Ultima+ OP 17-20 87
o Ultima+ dB 36-43 87
ca H Perla 23-37 86
cradiefocradie Perla OP 0.95 16-79 85
Perla OP 1.00 20 85
L Perla dB 64 86
— Perla OP dB 36 85
cerTiFiED Dune eVo 44 85
cradetocradie __ Dune eVo Max 46 85
Dune eVo dB 37 85
Sierra OP 14-79 84
Optima 7 87
Neeva 20 82
Plain 33-40 87
Fine Fissured 39-51 85
Graphis 52 92
Colortone Dune eVo 44 -
Colortone Neeva 20 -
Colortone Fine Fissured 51 -
Specific Solutions
Bioguard Plain 37-40 87
Bioguard Acoustic 42 85
Parafon Hygien 20 82
Clean Room FL 39 78
Hydroboard 20 82
Ceramaguard 37 79
Newtone - 84
Metal Bioguard Rg 0701 30 80

Extra Microperforated

1.23 - 3.57 sabines (m?)
1.38 - 5.22 sabines (m?)
2.93 sabines (m?)
2.18 sabines (m?

Dncw / Dnfw (dB)

N/A
N/A
N/A
N/A

Fire reaction

B-s1, d0

B-s1,d0

B-s1, d0
A

Performances will depend on acoustic infill, perforation and colour.

3.15 sabines (m?)
2.50 sabines (m?
0.60 (MH) C

055 H) D

0.65(H) - 0.75(H)
1.00
0.60(H)
0.65(H)
0.95
1.00
050H)-060H)  C
0.90
0.60
0.65
0.60
0.90
0.90- 1.00
0.90-1.00
0.200)
0.60(H)
0.15()
0.55

DI

o m O m »>» > > O O O > = @ > O O > O

1.00 A

0.60(H) C

0.200)
0.60(H)
095
0.15
095
0.55(MH)
0.100)

m O > m >» O m

0.65

o

N/A
N/A
N/A

N/A

33-40
25
4-43
35
25-27
25
41-43
40
34
35
39
25-29
24 (25mm)
24-27
35
34
36
35

24 (18mm)

36

35
36

36
22
39
37

40

A2-s1, d
B-s2, d0
A2-s1,d0
B-st, d0
A2-s1,d0

A2-s1,d0
A2-s1,d0
A2-s1, d0
A2-s1,d0
A2-s1,d0
A2-s1,d0
A2-s1,d0
A2-s1, d0
A2-s1, d0
A2-s1,d0
A2-s1,d0
A2-s1,d0
A2-s1,d0
A1
A2-s1,d0
A2-s1,d0
A2-s2, d0
A2-s1,d0

A1/A2-s1,
d0/A2-s2,d0

A2-s1,d0

A2-s1, d0
A2-s1, d0
A2-s1,d0
A2-s1,d0

At

Al
A2-s1, d0
A2-s1, d0

% RH

90
20
90
9%

9
90
N/A
90

90

Air Quality

Sabines: average 250-4000 Hz.

95
9
95
9
95
9
95
9%
99
9
95
9
95
9%
95
9
70
9

9

95
9
9
95
100
100
100

95

IS0 5/ A+
IS0 5/A+
1ISO5/A+
ISO5/A+
1ISO5/A+
IS0 5/A+
IS0 5/ A+
IS0 5/ A+
IS05/A
ISO5/A
1ISO5/A+
IS0 5/A+

" Planks only.
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30YEAR SYSTEM GUARANTEE

Products which, when installed with the compatible
Armstrong tile/grid/accessories, have the Armstrong 30 year
System Warranty.

SOUND ABSORPTION

A single-number rating for random incidence sound
absorption coefficients as calculated by reference to

EN ISO 11654 () or, as calculated by reference to ASTM
C423 (NRC).

SOUND ABSORPTION CLASS
A classification for sound absorption (A - E) based upon the
sound absorption Qiyy value.

SOUND REDUCTION
A single-number rating for airborne sound transmission
(single pass) as calculated by reference to EN ISO 717-1.

SOUND ATTENUATION

A single-number rating for flanking sound transmission
between adjacent rooms, as calculated by reference to
EN ISO 717-1.

FIRE REACTION
Reaction to fire classification in accordance with EN 13501-1
expressed as Euroclass (A1 - F).

HUMIDITY RESISTANCE
Maximum relative humidity conditions for installation and
lifetime of ceiling.

DEFINITION OF TECHNICAL
PERFORMANCE ICONS

LIGHT REFLECTANCE

Light reflection is the proportion of incident light that is
reflected back off the product, when tested in accordance
with EN ISO 7724-2 and 3.

LIGHT DIFFUSION
The percentage of reflected light which is diffused.

AIR QUALITY

Armstrong solutions designed to limit the number of airborne
particles in a clean room environment are tested against

ISO 14644-1 and classified with an ISO class.

THERMAL CONDUCTIVITY

Tested in accordance with EN 12667, the thermal
conductivity rating measures the rate of heat flow through a
material.

SCRATCH RESISTANCE
Products with this icon offer a superior level of surface
scratch resistance, evaluated with the Hess Rake test.

PRODUCT HANDLING & DURABILITY
Solutions with enhanced durability for improved handling and
resistance to damage.

»»»»»»»»»»

cradlefocradle

CERTIFIED CRADLE TO CRADLE

Products with this icon are C2C certified, providing a
transparent mechanism to compare the sustainability
performance of products, showing that they are designed for
recycling and can help protect and sustain our environment
for future generations by keeping resources in the economy
for longer.

RECYCLED CONTENT
The recycled content of the product, as calculated in
accordance with ISO 14021:2016.

RECYCLING PROGRAMME
Products with this icon can be recycled through the
Armstrong Ceiling Recycling Programme.

EN 13964

BIM

READY

voC
The VOC emission performance in accordance with the
French labelling requirements.

FORMALDEHYDE (E1)
Formaldehyde emission level (E1 = lowest test result
possible).

BIM
BIM objects available for products with this icon.



WEIGHT
Weight per unit area of the product (kg/m?).

COLOURS
Custom colours available for products with this icon.

DIMENSIONS
Custom sizes available for products with this icon.

GRID SYSTEMS
Additional compatible grid systems for TechZone available
upon request.

SHAPES
Custom shapes available for products with this icon.

PERFORATIONS / PATTERNS
Custom perforations/patterns available for products
with this icon.

BIOGUARD / ANTIMICROBIAL

Bioguard antimicrobial finish as standard on Bioguard Plain
and Bioguard Acoustic mineral tiles, and available as a
custom option for metal products with this icon.

TRIOGUARD
TrioGuard dirt resistant coating available for products with
this icon.

CLEANING AND DISINFECTION

The frequency and cleaning method of a ceiling varies from one
application to another.

All products can at least be cleaned with a dry cloth or vacuum cleaner.

Wipeable with a dry cloth / soft brush.

Wipeable with a moist cloth.

Washable with a sponge dampened in water containing mild
soap or diluted detergent.

Scrubbable with water containing mild soap or diluted
detergent.

Can be cleaned using a high pressure water spray.

Can be cleaned with disinfectants commonly used in
healthcare premises.

ACOUSTIC INFILLS
Custom acoustic infills available for products with this icon.

SECURITY
Secure solutions using specifically designed components
and assemblies available for systems with this icon.

EFFECTS
Effects on Metal finishes available on request for product
with this icon.

VENEERS
Additional custom wood veneer effects possible for products
with this icon.

SEISMIC
Seismic resistance using specifically designed components
and assemblies available for systems with this icon.

SWING-DOWN FUNCTION
Swing-down functionality available for systems with this icon.

SERVICE INTEGRATION
Custom factory cut-outs for service integration available for
products with this icon.

EXTERIOR SOLUTIONS
Exterior ceiling tiles available for products with this icon.

IMPACT SOLUTIONS
Impact solutions ceiling tiles available for products with this
icon.

CE Marking

In Europe, the Construction Products Regulations (305/2011/

EU) defines essential requirements for products (and projects)
such that they are safe and fit for their intended use. Harmonized
Product Standards respond to these essential requirements and
set out what tests must be conducted and how the performance
must be communicated. For suspended ceilings the applicable
product standard is EN 13964 Suspended Ceilings - Requirements
&Test Methods.

The essential requirements identified for suspended ceiling
membranes (tiles & baffles) include:

¢ Reaction to Fire (mandatory)

¢ Formaldehyde Emissions (mandatory)

¢ Sound Absorption

¢ Flexural Tensile Strength / Durability

¢ Thermal conductivity

It is mandatory to CE Mark products within the scope of EN 13964
and provide a Declaration of Performance in order to place the
product on the market.

All Armstrong Declarations of Performance can be found on
Armstrong’s website.



) CRADLETO CRADLE®

cradletocradle - THE \/\/AY FOR\/\/ARD

Armstrong is the first ceiling supplier in Europe to achieve Cradle to Cradle certification.
We can provide full systems - tile and grid - Cradle to Cradle ® certified.

The Cradle to Cradle® programme has been developed G2C Product Certification:

to meet growing customer demand for sustainable ¢ Helps customers choose good-quality and healthy materials
products, with C2C certification already becoming a without paying more.

requirement for building projects in Europe. ¢ Provides transparency regarding material safety and a safer

environment for building users.

¢ Adds value to a project and is part of the Armstrong ceiling
recycling programme.

GREEN BUILDING

ARMSTRONG ENVIRONMENTAL COMMITMENT

ENERGY SAVING HEALTH & WELLBEING

o

SAVE energy: A light reflectance of 85%

and more allows 15% of cost savings. NHANCE indoor environment quality.
) <
RECYCLING CRADLE TO CRADLE®
PROGRAMMES EVERYTHING > -
- YOU NEED
' c@ TR CERTIFIED
- » for a greener building,
4 B all in one place. cradletocradie
© S
‘ v F / REDUCE your environmental impact:
RECYCLE your celings: 15 million m? E':ijl"eet"(')”g;‘éfepgzrrt'ff‘lfa“tfgﬁe to achieve
already recycled into new ceilings. '

“y. MATERIALS & PRODUCT &
N STEWARDSHP 7

il

CHOOSE low impact products with high
recycled content.



' oD ARMSTRONG
RECYCLING PROGRAMME

cradletocradle

SAVING

contractors
more than

£510 000

SIMPLIFY WASTE MANAGEMENT

Recycling can be as good for you as it is for the environment. It reduces waste, saves money and is a
smart alternative to our dwindling landfill capacity.

_a End-of-Life recycling (EOL) - _a Off-Cut recycling (OCR)

We are currently the only mineral-wool ceiling tile producer to offer As part of our post-consumer recycling programme we have
a comprehensive post-consumgr recycling spheme. W_e offer a : developed an offcut recycling scheme. This diverts waste
collection programme for refurbishment / strip-out projects of used - generated during the installation process from landfill and this
tiles whenever it is environmentally and economically viable to do g material can be fully recycled into our manufacturing process.

so. The ceiling tiles are recycled into the mix and are processed
into new ceiling tiles.
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FLOATING CEILING SOLUTIONS

METAL CANOPIES AXIOM CANOPIES
METAL CANOPY AXIOM G CANOPY
METAL EASY CANOPY AXIOM C CANOPY SL2 PLANKS
METAL D-CLIP / METAL D-H 700 AXIOM KE CANOPY

i TN A AXIOM CIRCLE & CURVED CANOPY
MESH D-H 700 MT / AAORIL © gl
MESH CANOPY MT BAFFLES

MINERAL CANOPIES ORTIM g Sl
PITAT o or & OPTIMA BAFFLES CURVES
OPTIMA GANOPY M =

OPTIMA L CANOPY METAL V-P 500 / METAL V-K 500



Flexible

Open up an almost endless range of dramatic design possibilities with
baffles, canopies and accessories that can be suspended from any
soffit. Get quick and simple ‘Go where you need, do what you want’
ceilings that can be easily relocated when needs change.

Great acoustics
Because all faces and edges are exposed, baffles and canopies can
provide a greater sound absorption surface than continuous ceilings.

Light and bright

Specially engineered surfaces reflect up to 87% of light back to improve
illumination, making spaces more bright and comfortable and cutting
energy bills.

OPTIMA Baffles Curves

L‘“ - ."A

METAL V-P 500

BENEFITS OF FLOATING CEILINGS

Modern

Floating ceilings introduce new shapes, add depth, scale and rhythm
to internal spaces, creating a new, trendy aesthetic for modern building
designers.

Green

Our canopies and baffles help create a more sustainable interior,
contributing to a better indoor air quality, acoustical comfort and
supporting high mass low energy construction. By improving light
reflection they can also cut lighting energy use.

FLOATING CEILING SOLUTIONS .

OPTIMA CURVED Canopy

—a MEET YOUR ACOUSTICAL
REQUIREMENTS

Floating Ceilings can provide greater sound absorption than a traditional
wall to wall ceiling of the same visible surface area because the sound
is absorbed from both the front and back surfaces of the canopy.
Floating Ceilings installed in a typical “lively” space will help reduce the
reverberation time.

Sabine per unit is preferred to characterise the absorption provided by an
individual space absorber, such as canopies in:

= Open spaces, open plan offices, retail outlets
= Corridors / lobbies

Individual Baffles - vertically hung Canopies - can also be measured in
sabines, however an array of Baffles will have an a,.

Factors that may affect the installed acoustical performance relative
to the published results are:

= Sizes of Canopies

= Number of Canopies and their layout

= Suspension distance below a finished ceiling

= Location and horizontal overlap of Canopy

= Ceiling tile selection (for AXIOM Canopies)
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METAL CANOPY

Metal Canopy is a range of 3 curved and flat metal canopies - Concave, Convex and Flat.
Easily suspended direct from the building structure they can define spaces, accentuate an area,
provide a focus or create ceiling sculptures, as well as controlling reverberation within the space.

Key features Application areas
* Define and accentuate spaces Showrooms, entrance halls, transport hubs, mee-
¢ Easy installation ting rooms, retail, waiting areas.

¢ Adjustable to special heights and angles

* Powder-coated steel panels

* Three panel types - flat, concave and convex
¢ Durable, easy to clean and maintain

* No visible frame, no visible grid

TRANSPORT - Nice Airport (F)
METAL Canopy Concave




METAL CANOPY I

THICKNESS (mm) 40 @
SHAPES & SIZES Flat 18901180, ............. CS 7010M %
(mm) Concave 1890 1180......veunn CS7011M =
Convex 1890x 1180.............. CS7012M Available in 1 piece / carton. =
O
SUSPENSION Hanging Wire KitMB. ...+ ...eeeeeeeeeeeeenn. CS 5550 )
SYSTEMS <
" Suspension System included in the canopy carton.  |—
L
PERFORATIONS Extra Microperforation Standard Perforation =
Rg 0701 Rg 2516
Lol sesseese Front side: Rg 0701 Extra Microperforation 0.7mm, 1% open area, for a clean visual !
Rear side: Rg 2516 Standard Perforation 2.5mm, 16% open area, for additional acoustical (dp]
: et performance. Enclosed acoustical pad 20mm, 25 kg/m? =
— = ©)
COLOURS |5
—
©)
RAL 9010 wn
SUSTAINABILITY o
l/\‘ =
Dn —
'- - —
30 L
(®)
ACOUSTICS Sabines (m?? 1/3 Octave band value (o) (O]
Py o2 P op o2 opoRopop £oEE PR Z
o o o o o o o o
Metal Canopy g & 8 § % E <8r § % § .8_ & 8 § § ﬁ <8r § l::
« Flat @)
e Concave 2.50 0.49:1.00 091 1.03 1.38 1.96 2.14 254 2.72 2.76 2.76 2.76 2.67 2.74 2.41 227 196 230 __1
* Convex L
2 Average 250-4000 Hz
FIRE REACTION EEA  Euroclass B-s2, d0
EN 13501-1
W
OTHER 90 % RH 2 Flat: 27 kg/pc — VEAR
PERFORMANCES ‘ Concave/Convex: 33 kg/pc y - -
& FEATURES [Ka\ - S,
CUSTOM OPTIONS
Colours
INSTALLATION Flat installation Concave installation Convex installation
X X X X X X
3 P b
X X X X X X
| 1890 | | 1890 | | 1890
Edge detail

- Curved (concave/convex) : Short sides: 47° / Long sides: 90°
- Flat: all sides 47°

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 14



I\/l E | AL EASY C AN O PY OFFICE - Community Room City of Penzlin (DE)
METAL EASY Canopy

The METAL EASY Canopy is a flat metal canopy, available in both square and rectangular shapes.
It is supplied as a complete kit and is quick and easy to install.

Key features Application areas
* Metal provides a high value appearance Showrooms, entrance halls, transport hubs,
¢ Resistant and durable meeting rooms, retail, waiting areas.

* Cost effective design solution
* High levels of sound absorption performance

15



METAL EASY CANOPY |

THICKNESS (mm) 51
MODULES (mm) 1200X1200. ..o 0S 2169 M
1800X 1200, . .o v e CS5170M Available in 1 piece / carton.
SUSPENSION Hanging Wite KItMB. ..+ vveeeeeeeeeeeeeee, CS 5550 A
SYSTEMS
PERFORATIONS Micrperforaton
Rd 1522

COLOURS
RAL 9010
SUSTAINABILITY
LA
X
- o
30
ACOUSTICS Sabines (m?)' 1/3 Octave band value (o)
FoF O K o NNy FEE 2 £ I
o o o o o o o o
Metal Easy Canopy ggg%ﬁﬁ:%%%&&@%ﬁg‘é%
¢ Square 2.18 0.90 0.80 0.80 1.00 1.10 1.50 1.80 1.90 2.10 2.20 2.30 2.40 2.30 2.30 2.30 2.30 2.30 2.20
¢ Rectangular 3.15 0.80 1.20 1.10 1.60 1.70 2.20 2.50 2.60 2.90 3.10 3.50 3.70 3.30 3.40 3.30 3.40 3.10 3.00
"Average 250-4000 Hz

FLOATING CEILING SOLUTIONS - METAL CANOPIES

FIRE REACTION EEA  Euroclass A
&’ EN 13501-1

OTHER 95 % RH @I 1200 x 1200 mm: 13 kg/pc 30VEAR
PERFORMANCES m‘ 1200 x 1800 mm: 21 kg/pc o
& FEATURES guarantee
INSTALLATION I |
OPTIONS ; y

1 1

1200 ! 1800
Module 1200 x 1200 Module 1800 x 1200

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 16



METAL D-CLIP / METAL D-H 700 ars-samaen

METAL D-H 700

Armstrong’s METAL D-CLIP and METAL D-H 700 systems are floating modular solutions for optimum
flexibility. The product range features Clip-In and Hook-On rectangular panels that can be arranged to
create distinctive design elements. In combination with Armstrong’s suspension system it allows

a minimal-height installation without any extra engineering required.

Key features Application areas
* Modular concept for optimum flexibility Offices, meeting rooms, retail, auditoriums,
¢ Low system height multi-purpose halls, cafeterias. - i -
* Modern absorber solution for exposed B
concrete soffits P - & “

¢ Customisation in size, colours and perforations m
available on request

o BEEEEATERL T s g L T . S T



METAL D-CLIP / METAL D-H 700 Il

SYSTEM METAL D-CLIP METAL D-H 700
DIMENSIONS (mm) Panel Length: 600 - 2500 Panel Length: 600 - 2750 (in steps of 25 mm)

Panel Width: 247 -600 Panel Width: 250 - 600 (in steps of 25 mm)

Max size (m?¥): 1.5 Max size (m?): 1.65
SUSPENSION ' )
SYSTEMS U-Profile + DP12 A-Bar U-Profile (cross connected)
CUSTOM OPTIONS —

|-+ =0
Colours Dimensions  Perforations  Acoustic Service  Swing-Down  Security’
infills Integration ~ Function’

'METAL D-Clip standard panel only.

INSTALLATION
OPTIONS
End | Standard | Standard | Standard | End Single
Modular Option Single Panel
METAL D-CLIP

FLOATING CEILING SOLUTIONS - METAL CANOPIES

Standard Panel End Panel Single Panel

METAL D-H 700

Standard Panel End Panel Single Panel

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 18



MESH D-H 700 MT /
MESH CANOPY MT

MESH D-H 700 MT MESH CANOPY MT

Armstrong offers custom Mesh metal options with Floating Ceilings. Breathe new life into your
ceiling architecture - with a creative design, impressive simplicity and high performance.

Key features
* MT version with solid edge framing
¢ Custom patterns and colours available

Application areas
Large rooms and flexible partitioning.

RETAIL - MESH CANOPY MT, RB25, RAL 9010



MESH D-H 700 MT / MESH CANOPY MT I

EDGE DETAIL MESH D-H 700 MT MESH CANOPY MT Cufj
o
O
q =
<C
O
DIMENSIONS (mm) T
& PATTERNS Panel length: 585 - 2485 (in steps of 25 mm) Panel length: 800 - 1200 oD
Panel with: RB25 298 - 602 (in steps of 8 mm) Panel width: RB25 800 - 1202 (in steps of 8 mm) L1
RB35 / RB55 247 - 700 RB35 / RB55: 800-1200 >
1
SUSPENSION ) . . o
SYSTEMS U-Profile (cross-connected) Direct suspended (by threaded rod or wires) =
PATTERNS o
—
: D
RB25 RB35 RB55 O
COLOURS @
(O]
=
RAL 9010 RAL 9006 RAL 9007 RAL 9005 :l
Ll
SUSTAINABILITY 0n (@)
% 4
'- - 53984 cZD
30 E1 p—
—
FIRE REACTION EEA A2sido <<
o
Vi o
L
OTHER 95% RH 30YEAR
PERFORMANCES system
& FEATURES ¢ (LRt
CUSTOM OPTIONS N Wawi
|+ iy Yl
/ /|
Colours Dimensions  Patterns Service Megapanel
Integration
INSTALLATION MESH D-H 700 MT
MESH D-H 700 MT
OPTIONS Single panel

Single panel island solution

Multiple panel island solution

MESH D-H 700 MT
Left end panel
MESH D-H 700 MT

Standard panel

MESH D-H 700 MT
Right end panel

MESH CANOPY MT

Single panel island solution

MESH CANOPY MT
Panel

All dimensions in millimeters. All sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 20
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OPTIMA CURVED CANOPY g smsmmawmar

OPTIMA Curved Canopy is a curved floating ceiling canopy which can be installed in either a convex
or concave format, creating various design options from a single canopy.

Key features

¢ Enhance the acoustics of your office, atrium * Exclusive finish with high light reflectance
or any large open space with OPTIMA Curved * OPTIMA Curved Canopy enables you to
Canopy accentuate an area and express your creativity

*\lery easy and quick to install under
plasterboard ceilings, existing grid systems
or exposed concrete soffits



OPTIMA CURVED CANOPY |

B8]
THICKNESS (mm) 30 Ll
MODULES (mm) 870X 181 C5 2810 (oo e O
=
SUSPENSION Premium Spiral Anchor Hanging Kit..................... CS 6636 ' Suspension System included <
SYSTEMS in the canopy carton. ()
SUSTAINABILITY <_EI
=
E13954 |_I—|
3] =
=
ACOUSTICS  Sabines (m?? 1/3 Octave band value (o) 1
PeegRes588 88888888 =
OPTIMA Curved Canopy 2.93 0.60 0.70:0.70 1.00 1.30:1.70 2.20 2.40 2.70 2.70 3.40 3.40 3.40 3.40 3.10 3.10 2.80 2.60 |:
2 Average 250-4000 Hz 3
(@)
FIRE REACTION EEA  Eurockass B-si, d0 w
EN 13501-1 o
=
—
OTHER 90 % RH W 20kg/pc L
PERFORMANCES ‘ sg!tiﬁ]n &)
& FEATURES m guarantee 1]
=
INSTALLATION Concave installation |<_E
OPTIONS
[ - S
< —
A} L
X X
X X
| 1870 |

Convex installation

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 22



OPTIMA CANOPY

Optima Canopy is a range floating ceiling canopies providing high levels of sound absorption and is
available in 10 standard shapes and sizes. Optima Canopies feature an embedded frame in the back
to allow precise alignment and quick, easy to group installations.

Key features

¢ Install individually or in groups to create ¢ Custom shapes and colours available
your own unique design ¢ Adjustable to various heights and angles

¢ Enhance acoustics in open areas * Quick and easy to install from the soffit,

¢ Aesthetically define spaces through a ceiling, directly attached to

*Ten standard flat panels in multiple sizes plasterboard, on a standard suspension
and shapes system or on a wall

o T —— | 1] L

North Carolina Dance Theatre (US)
OPTIMA Canopy Trapezoid




OPTIMA CANOPY IR

[@p]
THICKNESS (mm) 30 L
SHAPES & SIZES Square 170x170........... CS 5440 Trapezoid 1170x 860 ........ CS 5445 0
(mm) Convex 1170 x 1040........... CS 5441 Left Parallelogram 1170x 1020........ CS 5446 O
Concave 1170x 1040........... CS 5442 Right Parallelogram 1170x1020........ CS 5447 =
Circle QN0 CS 5443 Small Rectangle 1780x 1170........ CS 5448 <<_E>
Hexagon 1170x1010........... CS 5444 Large Rectangle 2390x 1170 ...... CS 5449
Available with either 1 or 2 pieces / carton. —!
Suspension systems not included in the carton. &E
SUSPENSION Deck Hanging Kit . .. .....oooovviii i CS 5450 L
SYSTEMS Grouping Frame . . ..o v et CS 5451 o =
Drywall Hanging Kit . ..., CS 5455 N "Frame avm!able mlblackand white. —
Wall Hanging Kit. . . ..o CS 5588 Additional accessories available on request. =
1
SUSTAINABILITY
LA wn
' AR Y =
el o
80 —_
—
-
ACOUSTICS Sabines (m?? 1/3 Octave band value (o) —1
N N N A IS SIS
3 8§ 8 2§ 83 2 3 83 3 $ 8 3 88 38 3 8 8 W
OPTIMA Canopy 2 F F 8«8 5 % B 8 8. 2 & 3 8 5 2 3
* Square 1.83 0.40 0.50 0.40 0.50 0.70:0.90 1.20 1.30 1.70 :1.90 2.20 2.10 2.10 2.10 1.90 1.90:1.80 1.70 (2'3
* Convex 1.47 0.00:0.48 0.36 0.48 0.60 0.72:0.96 1.08 1.32:1.44 1.68 1.68 1.80 1.68 1.56 1.56 1.44 144 —
* Concave 1.73 0.00 0.57 0.42 0.57 0.71.0.85 1.13 1.27 1.56 1.70 1.98 1.98 2.12 1.98 1.84 1.84 1.70 1.70 :I
* Circle 1.61 0.00 0.53 0.39 053 0.66 0.79 1.05 1.18 1.45 1.58 1.84 1.84 197 1.84 1.71 1.71 158 158 LU
* Hexagon 1.23 0.00:0.40 0.30 0.40 0.50:0.60:0.80 0.90 1.10:1.20 1.40 1.40 1.50 1.40:1.30 1.30 1.20:1.20 o
* Trapezoid 1.64 0.00 0.53 0.40 0.53 0.67 0.80 1.07 1.20 1.47 1.60 1.87 1.87 2.01 1.87 1.74 1.74 160 160 (D
o | eft Parallelogram 1.64 0.00 0.53 0.40 0.53.0.67 0.80 1.07 1.20 1.47 1.60 1.87 1.87 2.01 1.87 1.74 1.74 160 1.60 ==
* Right Parallelogram 1.64 0.00:0.53 0.40 0.53 0.67 0.80 1.07 1.20 1.47 1.60 1.87 1.87 2.01 :1.87 1.74 1.74 1.60 1.60 |:
* Small Rectangle 2.70 0.61 0.76 0.61 0.76 1.06 1.37 1.82 1.97 2.58 2.88 3.34 3.19 3.19 3.19 2.88 2.88 2.73 258 <[
* L arge Rectangle 3.57 050 0.60 0.80 1.30 1.70 1.80 2.40 2.80 3.10 3.70 4.10 4.10 4.00 4.00 3.80 3.60 3.60 360 O
2 Average 250-4000 Hz i
FIRE REACTION EEA  Euroclass B-s1, d0
EN 13501-1
Y
OTHER 90 % RH @1 Saquare: 4.9 kg/pc VEAR
PERFORMANCES Comexc 45 kofpe st
& FEATURES oncave, Circle: 3.9 kg/pc quirantee

Hexagon: 3.2 kg/pc
Trapezoid, Left Parallelogram,
Right Parallelogram: 4.3 kg/pc
Small Rectangle: 7.5 kg/pc
Large Rectangle: 10.1 kg/pc

CUSTOM OPTIONS E . :

Colours Dimensions

Shapes

INSTALLATION
OPTIONS

Deck Hanging Kit

Standard shapes (mm)
0/ (Ol

Square Convex

i

Grouping frame

L]

a1 enm e

Concave Circle Hexagon

Wall Hanging Kit

Drywall Hanging Kit

CTH
L wm |
um

Trapezoid  Left Right Small rectangle
parallelogram  parallelogram

Large rectangle

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. ~ 24
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RETAIL - Galeria Modo Fashion House (PL)

OPTIMA L CANOPY

Optima L Canopy is a range of floating ceilings providing high levels of sound absorption
and available in three shapes - square, rectangle and circle - and seven sizes.

B
e |

.-Eﬂ-‘ =

Key features
* A cost effective design solution for open areas ¢ Very easy and quick to install under
providing excellent sound absorption and light plasterboard ceilings, existing grid systems

reflectance or exposed concrete soffits
*7To be used in new spaces or to rejuvenate or * White on all surfaces giving a high quality
renovate an existing area appearance

25



OPTIMA L CANOPY IR

(@8]
THICKNESS (mm) 40 L
an
SHAPES & SIZES Small Rectangle 1200x600............. CS5045 @)
(mm) Square 1200x1200. .. ......... (CS4976 =
Medium Rectangle A 1800x900............. CS4977 <C
Medium Rectangle B 1800x1200............ (CS5046 &)
Large Rectangle 2400x1200............ (S4978 ]
Small Circle @800.......ceennnnn (CS5137 =
Circle @1200................ (CS5138 Available in 2 pieces / carton. (Y~
L
SUSPENSION o o =
SYSTEMS Basic Spiral Anchor Hanging Kit . ...................... CS 4979 =
1
SUSTAINABILITY (9]
LA =
' % ‘ Il
- o EN 13964 O
80 Ef —
D
ACOUSTICS Sabines (m?' 1/3 Octave band value (o) C_DI
2Ry f o poa poy 8 pE gy E 2R T E 5
S 8 8 S 83 2 3 8 3 88 83 8 38 8 8.3 8
OPTIMA L Canopy Qﬁﬁgwmvmowggegg@gggo
¢ Small Rectangle 1.38 0.25 0.35 0.30 0.45 0.60 0.75 0.80 1.05 1.25 1.65 1.60 1.55 1.50 1.45 1.45 1.35 150 140 Z
* Square 2.76 0.50 0.70 0.60 0.90 1.20 1.50 1.60 2.10 2.50 3.30 3.20 3.10 3.00 2.90 2.90 2.70 3.00 2.80 :|
* Medium Rectangle A 3.05 050 0.80 0.80 1.00 1.30 1.60 1.80 2.20 2.90 3.30 3.50 3.30 3.40 3.40 340 3.10 3.10 330 LU
¢ Medium Rectangle B 4.07 0.67 1.07 1.07 1.33 1.73 2.13 2.40 2.93 3.87 4.40 4.67 4.40 4.53 4.53 4.53 4.13 413 4.40 o
¢ Large Rectangle 5.22 0.70 11.30 1.30 1.70 2.50 2.60 3.30 4.00 5.10 5.80 5.70 5.90 5.70 5.70 5.70 5.40 550 5.40 CZD
* Small Circle 0.96 0.17 0.24 0.21 0.31 0.42 0.52 0.56 0.73:0.87 1.15 1.12 1.08 1.05 1.01 1.01 0.94 1.05 0.98 |:
¢ Circle 217 0.39 0.55 0.47 0.71 0.94 1.18 1.26 1.65 1.96 2.59 2.51 2.43 2.36 2.28 2.28 2.12 2.36 220 <[
A 250-4000 H O
verage 2
L
FIRE REACTION EEA  Eurockass B-si, d0
EN 13501-1
@z
OTHER 90 % RH 0 Square: 6.9 kg/pc 0YEAR
PERFORMANCES ;mjll Re;tanglerls-z\k%pf/ st
edium Rectangle A: 7.8 kg/pc Uirantee
& FEATURES Medium Rectangle B: 11 kg/pc .
Large Rectangle: 13.8 kg/pc
Small Circle: 2.4 kg/pc
Circle: 5.4 kg/pc
T G . :
Colours Dimensions Shapes
INSTALLATION Small Medium Medium Large Square Small Circle
OPTIONS Rectangle Rectangle A Rectangle B Rectangle Circle
= X : X = X 1
» . 2 § X X X ) X X X o X X B
120 | x x x 8 8 g
1800 ‘ X X X X X X X X
1800 - 2400 - 1200 - 21200

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 26
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AXIOM G CANOPY

Floating ceiling suspension kits using 112mm AXIOM Profile frame to create ceiling clouds.

Key features Application areas
* Made-to-measure components and Reception areas, meeting areas, circulation
accessories all in a single box, ready-to-install spaces, retail.
for quick and easy installation
¢ Available in 10 standard modules with Prelude 24
or Prelude 15 grid for installation with full size
ceiling tiles. Custom dimensions available on
request
¢ Corner posts for high quality corner detailing

e ]

RETAIL - Kings Church (UK)
AXIOM C Canopy




AXIOM C CANOPY IR

(@8]
SUSPENSION AXIOM C Canopy - 15mm XL AXIOM C Canopy - 24mm XL2 LL]
SYSTEMS o
MODULES (mm) 1200x1200............... AX 22 G15 1200x1200............... AX 22 Go4 O
1800%1200. ........eee . AX 32 G15 800X 1200 .. ..vvnn AX 32 G24 =
1800x 1800 .............. AX 33 G15 1800x1800..........vtn AX 33 G24 <C
2400x1200............... AX 42 G15 2400%x1200.........vnne AX 42 G24 O
2400x1800............... AX 43 G15 24001800, ........vvnn AX 43 G24 =
24002400 .............. AX 44 G15 2400%x2400............... AX 44 G24 S
3000x1200 .............. AX52 G15 3000x1200............n AX 52 G24 =~
3000x1800 .............. AX 53 G15 3000x1800............... AX 53 G24 >
30002400 .............. AX 54 G15 3000%x2400............... AX 54 G24 <
3000x3000 .............. AX 55 G15 3000x3000............... AX 55 G24 !
Ceiling tiles are NOT included in the kits. @]
=
SUSPENSION (@)
SYSTEMS WIDTH 15 24 |:
(mm) oD
) —
TILE MicroLook Board Metal Axal Vector I®)
COMPATIBILITY MicroLook 90 Tegular Metal Tegular 8
Metal MicroLook 8 Tegular 90 Metal Tegular 11 F n
Metal MicroLook 16 Vector Metal Tegular 16 (O]
MicroLook BE Mesh Tegular 8 =
Mesh MicroLook 8 —
—
L
SUSTAINABILITY o
EN13964 CZD
E1 —_
—
FIRE REACTION! EEA  Euroclass A2-s1, d0 RUS  KM1(G1,V1,D1,T1) g
EN 13501-1 FZ 123
Y o
" For the Canopy kit.  LL_
OTHER P J0YEAR , o
PERFORMANCES system Other performances values will depend upon the infill tile used
& FEATURES - Quarantee with the AXIOM C Canopy.
CUSTOM OPTIONS .
f-] /N
Colours ~ Dimensions Shapes Service
Integration
INSTALLATION —— o 3000 2400 1800 1200
LAYOUT 100 | 10ftes atiles sfiles altites
; ] . g .
12 15|tiles 12tiles 9ltiles
9 | 1800
§={ ;ﬁJ ) 20tles 16 files
Vector Tegular / MicroLook 2400
25tiles
3000

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 28
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AXIOM C CANOPY SL2 PLANKS s
AXIOM C Canopy SL2 Planks with ULTIMA*
Floating ceiling suspension kits using 112mm AXIOM Profile frame to create concealed ceiling clouds.

Key features Application areas
* Made-to-measure components and Reception areas, meeting areas, circulation
accessories all in a single box, ready-to-install spaces, retail.
for quick and easy installation
¢ Available in 6 standard modules with Z-Bars
for installation with full size SL2 ceiling planks
Custom dimensions available on request
¢ Corner posts for high quality corner detailing




AXIOM C CANOPY SL2 PLANKS Il

(@8]
SUSPENSION
SYSTEMS AXIOM C Canopy SL2 %
MODULES (mm) 1800x1500.........cettn AX 36G SL2 O
2400x1500. ... ... AX 46G SL2 =
30001500 .............. AX 56G SL2 <C
1800x1800............... AX 33G SL2 O
2400x1800..........vne AX 43G SL2
30001800 .............. AX 53G SL2 =
Ceiling tiles are NOT included in the kit. C_>
>
TILE oW <
COMPATIBILITY !
wn
SUSTAINABILITY =
o
i —_—
EN 13964 —
Ef D
—
FIRE REACTION' EEA  Euroclass A2-s1, d0 RUS KM (G1,V4,D1,T1) ©)
&t EN 13501-1 FZ123 D
" For the Canopy kit. g
OTHER J0YEAR —
PERFORMANCES 453 SISt Other performances values will depend upon the infill tile used with | ]
& FEATURES - guarantee the AXIOM G Canopy SL2 Planks. ¢
O
CUSTOM OPTIONS e =
_— 7N —
——r . <
Colours  Dimensions Shapes Service o
Integration —l
L
INSTALLATION 1800 1500
LAYOUT 6 planks
1800
L 112
o
8 planks
=/ N I
AXIOM Profile Vector/Tegular 55 14 11 G
2400
10 planks
3000

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 30
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AXIOM KE CANOPY

Floating ceiling suspension kits with AXIOM Knife Edge Profile for ceiling clouds with a sleek,
minimalist appearance.

Key features Application areas
* Made-to-measure components and Reception areas, meeting areas, circulation
accessories all in a single box, ready-to-install ~ spaces, retail.
for quick and easy installation
¢ Available in 10 standard modules with
Prelude 15 or 24 grid for installation with full
size ceiling tiles. Custom dimensions available
on request
* Pre-fabricated corner sections for high quality
corner detailing

RETAIL - Landesartze Kammer BW Stuttgart (DE)
AXIOM KE Canopy

PR
==




AXIOM KE CANOPY Il

[@p]
SUSPENSION AXIOM KE Canopy - 15mm XL? AXIOM KE Canopy - 24mm XL L1
SYSTEMS o
MODULES (mm) 1200%1200..... ... AX 22 G15 1200%1200. ... AX 22 G24 O
1800x1200............... AX 32 G15 1800x1200............... AX 32 G24 =
1800x 1800 .............. AX 33 G15 1800x1800.............t. AX 33 G24 <C
2400x1200............... AX 42 G15 2400x1200............... AX 42 G24 O
2400x1800............... AX 43 G15 2400x1800............tn AX 43 G24 =
2400x2400 .............. AX 44 G15 2400%x2400..........vunn AX 44 G24
30001200 .............. AX 52 G15 3000%x1200............... AX 52 G24 C_>
30001800 .............. AX 53 G15 3000x1800..........vnns AX 53 G24 >
3000x2400 .............. AX 54 G15 Ceiling tiles are NOT 3000x2400..........vnn AX 54 G24 <
30003000 .............. AX 55 G15 included in the kit. 3000x3000............... AX 55 G24 1
SUSPENSION C£
SYSTEMS WIDTH 15 24 o
(mm) -
—
TILE MicroLook Board Metal Tegular 8 -
COMPATIBILITY MicroLook 90 Tegular Metal Tegular 11 F ]
Metal MicroLook 8 Tegular 90 Metal Tegular 16 e
Metal MicroLook 16 Vector Mesh Tegular 8 D
Mesh MicroLook 8 Metal Axal Vector
(O]
=
SUSTAINABILITY 1
L
(&
S
FIRE REACTION' EEA  Euroclass A2-s1, d0 RUS  KM1(G1,V1,D1,T1) Z
EN 13501-1 FZ 123 —
Y <C
' For the Canopy kit. O
OTHER ™
B J0YEAR L
PERFORMANCES Syt Other performances values will depend upon the infill tile used
& FEATURES guarantee with the AXIOM KE Canopy.
CUSTOM OPTIONS .
f-] 7
Colours  Dimensions Shapes Service
Integration
INSTALLATION
OPTIONS 3000 2400 1800 1200
1200
Vector
= 1800
P 135
2400
Tegular / MicroLook
_— / MicroLook 90
I — 135
3000

N
e
All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 32
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AX|O|\/| ClRGLE & CUR\/ED CANOPY RETAIL - GE Advanced Manufacturng (U9

AXIOM CIRCLE Canopy
Floating ceiling suspension kits using curved 100mm AXIOM Profile to create attractive rounded
ceiling clouds.
Key features Application areas
* Made-to-measure components and Reception areas, meeting areas, circulation

accessories all in a single box, ready-to-install spaces, retail.
for quick and easy installation
¢ Available in 7 standard shapes/modules
with Prelude 15 or Prelude 24 grid
Custom dimensions available on request.
* Pre-curved sections for high quality finish -
no cutting on site



AXIOM CIRCLE & CURVED CANOPY I

SUSPENSION . .
SYSTEMS Axiom Circle & Curved Canopy - 15mm XL2 Axiom Circle & Curved Canopy - 24mm XL2
MODULES (mm) Circle 01800 .............. CSACI33 G5 Circle 01800............... CSACI33 G4
Circle @2400.............. CS ACl 44 G15 Circle @2400............... CS ACI 44 G24
Curved 2400 x 1800 ......... CS ACU 43 G15 Curved 2400x 1800 ......... CS ACU 43 G24
Curved 2400x 2400 .......... CS ACU 44 G15 Curved 2400 x 2400. ... ..... CS ACU 44 G24
Curved 3000x 1800 ......... CS ACU 53 G15 Curved 3000x 1800......... CS ACU 53 G24
Curved 3000x2400......... CS ACU 54 G15 Ceiling tiles are NOT Curved 3000 x 2400......... CS ACU 54 G24
Curved 3000 x 3000......... CS ACU 55 G15 included in the kit. Curved 3000 x 3000......... CS ACU 55 G24
SUSPENSION
SYSTEMS WIDTH 15 24
(mm)
TILE MicroLook 90 Tegular (8mm)
COMPATIBILITY MicroLook BE Tegular 90
SUSTAINABILITY
B
EN 13964
E1
FIRE REACTION! ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1 (G1,v1,D1,T1)
EN 13501-1 FZ123
Y
" For the Canopy kit.
OTHER J0YEAR
PERFORMANCES system Other performances values will depend upon the infill tile used
& FEATURES guarantee with the AXIOM Circle or Curved Canopy.
CUSTOM OPTIONS o
M ZIN
Colours  Dimensions Shapes Service
Integration
INSTALLATION T AXIOM Curved Canopies
LAYOUT S
100 1
1.8m x 2.4m Canopy 1.8m x 3m Canopy
2.4m Erﬁanopy 2.4m x 3m Canopy
3m x 3m Canopy
AXIOM Circle Canopies
0 1800 02400

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

FLOATING CEILING SOLUTIONS - AXIOM CANOPIES

34
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AXIOM L CANOPY

Floating ceiling suspension kits using a shorter AXIOM L Profile frame to create simple ceiling clouds.

Key features Application areas
* Made-to-measure components and Reception areas, meeting areas, circulation
accessories all in a single box, ready-to-install spaces, retail.
for quick and easy installation
¢ Available in 5 standard modules with
Prelude 24 Sixty? Main Runner for installation
with full size ceiling tiles




AXIOM L CANOPY |

@8]
SUSPENSION
SYSTEMS AXIOM L Canopy - 24mm XL2 %
MODULES (mm) 1800X 1200, .. CSAL 32 G24 O
1800x 1800............... CSAL33G24 =
2400x1200............... CSAL42G24 <C
2400x1800............... CSAL43G24 O
2400%2400 .......eniee CSAL44G24 Ceiling iles are NOT included in the kits.
O
SUSPENSION >
SYSTEMS WIDTH 2 <
(mm) !
TILE Board Metal Axal Vector C£
Tegular Metal Tegular 8
CCOMPATIEILIRY Metal Board Metal Tegular 11 F 9
Metal Tegular Metal Tegular 16 —
MeshTegular 8 D
—
o
SUSTAINABILITY o
E139ﬁ4 (D
3] Z
—
FIRE REACTION! EEA  Euroclass A2-s1, d0 RUS  KM1(G1,V1,D1,T1) E
EN 13501-1 FZ 123 O
Vi .
" For the Canopy kit. O]
=
OTHER p—
PERFORMANCES 39!&? Other performances values will depend upon the infill tile used |<_E
& FEATURES guarantee with the AXIOM L Canopy. O
—
L
CUSTOM OPTIONS Q .I I
Colours  Dimensions
::IASYE[IJ'.:_'ATION A *:J ; 2400 1800
1200
78.5 :] :]
1800
Board Tegular
2400

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 36



OPTIMA BAFFLES & BAFFLES CURVES

OPTIMA Baffles is a range of high performance acoustical baffles, available in two standard

dimensions, with integrated suspension anchor factory fitted for easy alignment and installation.
OFFICE - OPTIMA Baffles Curves

Key features Application areas
* Modern linear appearance Typically used to provide high levels of acoustic
* Great acoustic performance: Reduce noise absorption in schools, offices, leisures centres,

levels, increase speech intelligibility and reduce  transport hubs, etc.
reverberation time in the space

* Integrated suspension anchor factory fitted for
easy alignment and installation

¢ |nstall individually or in groups

* High light reflectance for energy savings

With OPTIMA Baffles Curves you can create exciting interiors without compromising acoustic
performance, even with modern exposed soffit ceilings.

Key features Application areas
* Great acoustic performance Typically used to provide acoustic comfort in
¢ Fresh and innovative visual transport hubs, schools and offices.

¢ Can be installed individually or in groups

- I AARNNEERVETRNERS S P sy



OPTIMA BAFFLES & BAFFLES CURVES B

THICKNESS (mm) 40
MODULES (mm) OPTIMA Baffles OPTIMA Baffles Curves
1200 x 400 CS 5133 -
1800x400 ..........o.ceee CS 5134 -
1200x400 .........oeennt - CS 5163
1800400 .........oevvnt - CS 5164 Available in 2 pieces / carton.
SUSPENSION Hanging Wire Kit .................... CS 5135
SYSTEMS U-Profile grouping option

Prelude 24 Main Runner grouping option

FLOATING CEILING SOLUTIONS - BAFFLES

SUSTAINABILITY
4%
XY
( K 4
80
ACOUSTICS Octave band value (o)
N N
EN ISO 354 L‘IN, g 3:: = =
&ENISO 11654 [y = I g §
OPTIMA Baffles & Baffles Curves Qy ' Class NRC
Baffles row at 300 mm centres 0.60(MH) C 0.65 0.05 0.38 0.55 0.86 0.79
Sabines data for individually hung Baffles available upon request.
FIRE REACTION ﬁ EEA  Euroclass B-si, d0
EN 13501-1
@z
OTHER 90 % RH N 1200 x 400: 9 kg/pc 0YEAR
PERFORMANCES m‘ 1800 x 400: 12 kg/pc v
& FEATURES guarantee

CUSTOM OPTIONS E .I I :

Colours Dimensions Shapes

INSTALLATION OPTIMA BAFFLES
OPTIONS + + + + 0
o (=] T
o (=]
‘J J | |
1200 | | 1800 | [j
' ' ' \
Module 400 x 1200 mm Module 400 x 1800 mm é !

OPTIMA BAFFLES Curves - Custom sizes and shapes available on request

" L L L

i
(=]
~
o
Ry

1 1 ‘ )
|_ 1200 _. 1800
Module 400 x 1200 mm Module 400 x 1800 mm

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 38
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l\/l E | AL B A I: |: LES TRANSPORT - Tomalchevo Airport (RU)
METAL Baffles

Typically used in acoustically- challenged spaces, in airports, rail terminals, semi-exposed soffit
buildings, offices, retail, leisure centres, etc.
* Modern linear appearance ¢ Install individually or in groups
¢ Custom perforations, dimensions and (METALV-P 500 system)
configurations available as part of the * Robust, engineered solution
METALV-P 500 & METAL V-K 500 Baffle * Quick and easy to install
systems * High light reflectance
¢ Excellent acoustic performance:
Reduce noise levels, increase speech \

intelligibility, reduce reverberation time

>



METAL BAFFLES |

THICKNESS (mm) 30

MODULES (mm) 1800 X300, ...t CS 5128M Available in 2 pieces / carton.
SUSPENSION Metal Baffle Hanging Kit. ... ... eeeeeeeeeeennn. CS 5136

SYSTEMS

' Metal Baffle Hanging Kit not included. Please order accessory kit based on installation configuration.
For grouping option, see METALV-P 500 system.

SUSTAINABILITY

EN 13964

ACOUSTICS x 1/3 Octave band value (o)
) ~N N N
EN IS0 354 f': :'ON: z = =
&ENISO 11654 x 9 = ‘g,_> §
Oly Class NRC
* METAL Baffles 0.55(H) D 0.60 0.16 0.29 0.53 0.73 0.75

Sabines data for individually hung Baffles available upon request.

FLOATING CEILING SOLUTIONS - BAFFLES

FIRE REACTION EEA  Euroclass A2-s1,d0?
EN 13501-1
2With standard colour and acoustic infill.
OTHER 90 % RH 0) 5.7 kg/pC 30YEAR
PERFORMANCES m‘ system
& FEATURES guarantee
CUSTOM OPTIONS
Colours For further custom baffle options please see METALV-P 500 / METAL V-K 500 systems.
INSTALLATION Standard Module: 300 x 1800 mm
OPTIONS —
(=]
(=]
g
1800 |

S [ — e
Qs r——=

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 40
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METAL V-P 500 / METAL V-K 500

An acoustic ceiling system well suited to busy and noisy open plan spaces allowing for easy service
integration.

Key features ¢ Easy integration of lighting, air conditioning or

¢ Fast and simple installation with Armstrong other equipment into the ceiling space
standard hanging kits * METALV-P 500 for a linear appearance

¢ Easy to install if there is a suspended ceiling * METALV-K 500 for a modular appearance

between the canopy and the soffit
¢ Height adjustments can be made on the back
of the baffle rather than at the top fixing point

OFFICE - Erst &Young (PL)
METALV-P 500

|}

r}" wc.""‘ -‘fik’i .E‘L“—-.h T |




METAL V-P 500 / METAL V-K 500 |l

SYSTEM METAL V-P 500

MODULES Baffle length (mm): 3000 ¢ Baffle width (mm): 30
+ Baffle height (mm}: 150 /200 / 250 / 300

FLOATING CEILING SOLUTIONS - BAFFLES

SUSPENSION Do
SYSTEMS U-Profile
SYSTEM METAL V-K 500
L_i!_O_L
MODULES Baffle length (mm): 3000 * Baffle height (mm): 150 / 200 / 250 / 300

¢ Baffle width (mm): 30

SUSPENSION
SYSTEMS

CUSTOM OPTIONS —
I | =

Colours Dimensions  Perforations ~ Acoustic
infills

Direct suspended (by threaded rod)

METALV-P 500 METALV-K 500

All dimensions in millimeters. Al sizes are nominal. Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 42
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METAL SOLUTIONS

Armstrong offers standard metal solutions in a wide range of square and rectangular ceiling panels providing a contemporary look. Configurable
metal solutions provide versatile shapes and dimensions which can meet the specific design needs of your project.
Metal custom options may not apply to all modules, shapes or sizes. Contact us for more information.

STANDARD CONFIGURABLE
EFFECTS ON METAL METAL RECTANGULAR CLIP-IN
METAL CLIP-IN METAL RECTANGULAR HOOK-ON
METAL LAY-IN METAL CORRIDOR
METAL LINEAR AND TARTAN

43



PERFORATIONS

Armstrong’s metal ceilings range includes 4 standard perforations as well as unperforated tiles.

Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516
* Hole diameter: 0.5 mm * Hole diameter: 0.7 mm * Hole diameter: 1.5mm * Hole diameter: 2.5mm
¢ Free area: 0.64 % ¢ Free area: 1.5 % ¢ Open area: 22% ¢ Open area: 16%

METAL SOLUTIONS .

In addition to the standard perforation offer, Armstrong has an extensive range of further perforations offering a wide range of aesthetic solutions, from large
perforations for specialised uses such as air flow or loud speakers to slotted perforations for a more linear appearance.
Below is a sample of just some of the other perforations available. For more information on all our perforations, please contact us.

SonoPerf D°® Rd 3019 Rd 4011 Rd 4045 Qg 4025 Qd 20034 Tv 26845 Lg 25042
' =o=o=C e e ececccce EEEEERN << = s — c—
o ©e0596%%° EEEEEE . . ’..” ==
O _© e | EEEEER ( I’I B ——
e ° e : : LI ’0’ —
©.0.0.6.0.¢ EEEEER A
e o o 11 o o ettt I mmmmmal . . == ==
1= = [ = = ] R e i E—
For more information on all our perforations, please contact us.
The acoustic performance of metal ceilings is based on a combination of the perforations and the acoustic infill.
See the following page for details on acoustic solutions.
Standard and semi-standard colours Effects on Metal
Armstrong’s standard colour for metal ceilings is RAL 9010 (pure white). Effects on Metal are suitable for prestigious high end projects.
We also have a choice of semi-standard colours available, plus a full Armstrong’s standard offer includes 7 standard metal effects available
range of custom colours from the RAL and NCS range for your bespoke in 3 different systems: METAL Q-Clip, METAL Q-Clip F and
requirements. METAL Axal Vector perforated or unperforated. Configurable
solutions are available on request.
RAL 9010 Global White RAL 9006 RAL 9007 Bronze Effect Chrome Effect Ash Oak

Special colours
Armstrong offer all RAL and NCS colours
for your custom solutions.

Red Oak US Cherry US Walnut 44



ACOUSTICS

. STANDARD FLEECE

Non-woven acoustic fleece provide a cost
effective solution for general sound absorption
requirements. As a solution that is bonded to the
reverse of the metal tile it helps eliminate pattern
staining issues that may occur with loose laid
solutions.

. PREMIUM B15

Specially developed 15 mm thick Premium B15

infills optimise absorption performance

with high room to room sound attenuation.

. PREMIUM OP19

Specially developed 19 mm thick Premium

OP19 infills provides a high sound absorption

performance, achieving up to Class A.

The bonded construction of a metal ceiling tile with a Premium B15 / Premium OP19 infill reduces ‘pattern staining’ associated with incorrectly fitted mineral

wool type acoustic pads.

- ACOUSTIC PADS

Armstrong offers a wide range of different
acoustic pad solutions in a variety of types,
thicknesses and densities. Contact us for more
information.

Square &
rectangular tiles

Rectangular
panels

_a ACOUSTIC INFILL PERFORMANCE SUMMARY

Infill

Nojinfill Acoustic Fleece Premium B15 Premium OP19 Acoustic Pads'
Perforation Dy, o, Class|D, @ Class| D, @ Class|D, o, Class| D, o, Class
Rg 0501 Ultra Microperforated 18dB 0451) D
Rg 0701 Extra Microperforated 18dB 045L) D |21dB 0.55(L) D [40dB 070 C [31dB 065 C
Rd 1522 Microperforated 13dB 015 E |16dB 070 C [41dB 060H) C |[27dB 100 A |24dB 080H) B
Rg 2516 Standard perforated 13dB 015 E |18dB 0.75L) C [41dB 060H) C [28dB 095 = A |[24dB 080H) B

' 8mm x 100kg/m? pad for Axal Vector.
Other standard pad solutions available on request providing up to Class A absorption and Dnfw 27 dB.

SHAPES AND SYSTEMS

Linear grid

Tartan grid

Corridor ceilings




PERFORMANCE COATINGS

- METAL BIOGUARD

Metal Bioguard is a range of metal ceiling tiles designed for applications
where a suspended ceiling is required and hygiene and cleanliness are of
the utmost importance.

* Metal Bioguard is more effective in the control of bacteria than a standard
powder coating because it has active anti-bacterial properties.

* The treatment provides good cleanablity and resistance to desinfectants as
well as clean room performance.

For more information, please see page 130 or contact us.

o
N,

h

il

Metal F-H 600 Swing EI30 fire resistant ceiling
for corridors

Tested and classified to meet EI 30 (a <-> b),

in accordance with EN 13501-2.

Seismic
Our seismic solutions provide the additional
security required for seismic resistance. Use our
specifically designed elements for maximum
performance with minimised installation
complexity.

Exterior

- TRIOGUARD™ DIRT
RESISTANT COATING

TRIOGUARD"

TrioGuard™ dirt resistant coating protects the ceiling from dirt build-up
and colour fading, maintaining its original look for longer. Available in several
metal designs and a wide choice of factory fitted acoustic infill options.
¢ Unique dirt resistant powder-painted finish with a lasting

“just like new” appearance
* | ower maintenance costs and easy to clean
* Colour stable - Keeping its original colour for up to 10 years”

(1) Tested using ASTM D4674: Standard Practice for Accelerated Testing
for Colour Stability (10 year simulation).

FIRE / SEISMIC / IMPACT SOLUTIONS / EXTERIOR

Impact solutions

Ceiling tiles installed in areas like school
corridors and gymnasiums need to withstand
occasional abuse, including surface impact.
Our specially adapted Metal R-H 200 solution
can provide this durability feature.

Choose the ultimate in durability from our selection
of exterior ceiling products. Our exterior ceiling
tiles are tested for wind lift and engineered to be
washable, scrubbable and soil-resistant. Paired
with grid designed for exterior use, it’s a complete
system you can rely on to meet the demands of
exterior performance.

METAL SOLUTIONS .



EDUCATION -Ystalyfera school (UK)
EFFECTS ON METAL

A decorative range of metal ceiling panels that feature a choice of metallic and wood effect finishes
for installation on Armstrong U-Profile + DP12 A-Bar and Prelude 24 suspension systems.

Key features Application areas
* Suitable for prestigious high end projects Used in a variety of ceiling area: from small service
¢ 7 metal effects available; Ash, Oak, Red Oak, rooms to large commercial office buildings.

US Cherry, US Walnut, Bronze and Chrome
* 3 systems available: Axal Vector, Q-Clip F,
S-Clip F
¢ Perforated or unperforated
* Configurable solutions available on request

47h- Ll T ":"-."".__._ o : “ _..-"‘f:‘ c e » e



FFFECTS ON METAL

METAL LAY-IN METAL CLIP-IN
EDGE DETAIL METAL AXAL VECTOR METAL Q-CLIP F METAL S-CLIP F
'
A 8 s
_Eli-
24
3x3 3%
MODULES (mm) Unperforated 600 x600  ................... OMBMASH ..ot 2056M ASH
600X600 ....iiiiiiiiiiinn. UIBMOAK © oo 2056M OAK
& PERFORATIGRS 600X600 .....iiiiiiiiiinn. 918MROA © ... 2056M ROA
B00X600 ....iiiiiiiiiiin. 9MBMCHE & ... 2056M CHE
600X600 .....iiiiiiiiiinn. UIBMWAL & 2056M WAL
600X600 ....iiiiiiiiin MBMBZ = 2056M BZ
600X600 .....iiiiiiiiiin, UIBMAM = 2056M AM
300x1200 3707M ASH
300x1200 3707M OAK
300x1200 e 3707M ROA
300x1200 3707M CHE
300x1200 e 3707M WAL
300x1200 e 3707M BZ
300x1200 e 3707M AM
Extra Microperforation Rg 0701 600Xx600 ... 2118BMASH = ... 2083M ASH
B o 600X600 ....iiiiiiiiiiinn. 21BMOAK = i 2083M OAK
600X600 ....iiiiiiiiiiinn. 211BMROA = ... 2083M ROA
600X600 ....iiiiiiiiiinnn. 218MCHE = ... 2083M CHE
600X600 ....iiiiiiiiiiinn. 2HBMWAL = .. 2083M WAL
"""" 600x600 ................... 0 2118BMBZ 0 Lol 2083M BZ
0:0.7mm B00X600 ... 2HBMAM = 2083M AM
Openarea: 15 %
300x1200 3716M ASH
300x1200 e 3716M OAK
300x1200 3716M ROA
300x1200 3716M CHE
300x1200 e 3716M WAL
300x1200 e 3716M BZ
300x1200 e 3716M AM
SUSPENSION T Pt !
SYSTEMS Prelude 24 - XL U-Profile + DP12 A-Bar
EFFECTS |
Bronze Effect Chrome Effect i Ash Red Oak US Cherry US Walnut
B2) (AM) (ASH) (ROA) (CHE) (WAL)
SUSTAINABILITY n
LX)
- o
<30
ACOUSTICS =
N i
ENISO 108482  ENISO140-3 = ENISO354
&ENISO717-1 . &ENISO 7171 &ENISO 11654 Hz o
Dnfw Rw oy Class NRC 125 250 500 1000 2000 4000
¢ Unperforated 44 dB 19dB 0.10(L) NC 010 025 015 005 005 010 0.10
¢ Extra Microperforation Rg 0701 + Fleece. 21 dB 10dB 0.55(L) D 065 045 070 070 055 055 045
FIRE REACTION EEA Ao-si, o
& ’ EN 13501-1
OTHER 95% RH ol Skg/m? 174 Q<Clip
PERFORMANCES Steel tile N B— 32!EIAHR
& FEATURES only guarantee
CUSTOM OPTIONS —

-

Dimensions

PN
= RAS

Acoustic Security Seismic
infills

(
iEffects

g

s

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

METAL SOLUTIONS - STANDARD

48



I\/I E—|_A|_ G I_| P - | N EDUCATION - Learning Commons Building -
Manchester University (UK)
METAL Q-CLIP, METAL Q-CLIP F, METAL S-CLIP F, METALT-CLIP F Metal T-Clip F

Square and rectangular tiles available in a variety of perforations and edge details for installation
using Armstrong U-Profile + DP12 A-Bar and C-Channel + Spring-T suspension systems.

Key features * Tiles available with square edge option
* Plain, monolithic surface, with no gap METAL Q-Clip: square edged
¢ Downwardly demountable with demounting tool METAL Q-Clip F / METAL S-Clip: 3 mm bevel
¢ Can be installed in low ceiling void METAL T-Clip F: 5 mm bevel
¢ System height approximately 100mm
¢ Easy to clean surface Application areas
* For easy access, Metal Q-Clip and Used in a variety of ceiling areas:
Metal Q-Clip F products can be ordered with the  from small service rooms to large
‘window’ swing down function commercial office buildings and major
o All CLIP-IN products (except Metal S-Clip F) transportation terminals.
can be locked by a separate security clip




METAL CLIP-IN %

.« METAL Q-CLIP

[
EDGE DETAIL METAL Q-CLIP o
<C
. [
e =
<C
%
MODULES (mm) 600x600 ......... 3809M 4955M - L 2004MF - o 3BIIMF = ... 3810MF
(p)
=
Unperforated Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516 @)
@:05mm [oiiiiiiid @:07mm - 0:15mm —
Openarea:064% - 224 Openarea: 15% :: Open area: 22% -
b ¥ 1, with 20 mm —
--------- -1 Unperforated border (@)
»n
ACOUSTIC INFILLS ----M = No infill ----MF = Acoustic fleece 1
<C
SUSPENSION U-Profile + DP12 A-Bar —
SYSTEMS Ll
=
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007
4 METAL Q-CLIP F
EDGE DETAIL METAL Q-CLIP F
3
MODULES (mm) 500500 ......... 2059M L 4956M ¢ L 2086MF © ... 2078MF & ... 2069MF
600x600 ......... 2056M .o 4957M ¢ 2083MF - ... 2076MF = ... 2067MF
600x300 .............. Lo 4958M L 2085MF - ... 2077MF = o 2068MF
PERFORATIONS Unperforated Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516
@:05mm |:: 0:07mm :: @:1.5mm 0:25mm Ssssscaey
Open area: 0.64 % Openarea: 15% :: Open area: 22% Open area: 16% g
; ¥ with 20 mm with20mm Sesssssscly
Unperforated border Unperforated border *===+=/ *
ACOUSTIC INFILLS ----M = No infill ----MF = Acoustic fleece
SUSPENSION '
SYSTEMS U-Profile + DP12 A-Bar
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 50



-« METAL S-CLIP F

EDGE DETAIL METAL S-CLIP F
3.

MODULES (mm) 600x600 ....... 200IM - 4959M - 2770MF / MP / MPOP/ 4959M - ...2093M /MF /MP /MPOP : ...2092M /MF / MP / MPOP
300x900 ....... B706M - oo 3715MF /MP /MPOP : ... 3712M/MF/MP/MPOP : ...3709M/MF/MP / MPOP
300x1200 ....... 707M < o 3716MF / MP/MPOP ... 3713M/MF/MP/MPOP : ...3710M/MF/MP /MPOP
300x1500 ....... 7o8m - 3717MF /MP/MPOP - ... 3714M/MF/MP/MPOP - ...3711M/MF/MP/MPOP

PERFORATIONS Unperforated Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516

2:05mm - @:07mm :: @:1.5mm : @:25mm sssessely
Open area: 0.64 % Open area: 1.5 % Open area: 22% Open area: 16%
BS with 20 mm with 20 mm

Unperforated border Unperforated border S

ACOUSTIC INFILLS ----M = No infill ---MF = Acoustic fleece ~ ----MP = Premium B15 ----MPOP = Premium OP19

geg.?EEagION U-Profile + DP12 A-Bar

COLOURS

RAL 9010 Global White RAL 9006 RAL 9007

.4 METALT-CLIP F

EDGE DETAIL METALT-CLIP F

= S
sl

MODULES (mm) 500x500 .........oien. 9301M = .. 2746MF/MP/MPOP - ......... 9428M /MF/MP/MPOP = ......... 9309M / MF / MP / MPOP
600x600 ............... 9300M : ...l 2744MF /MP/MPOP - ......... 9337M/MF/MP/MPOP - ......... 9308M / MF / MP / MPOP
600Xx300 ......iiiiiinn [ 274TMF/MP/MPOP = ......... 4332M /MF/MP/MPOP = ......... 4311M/ MF / MP / MPOP
675675 ..., 2052M ¢ 2745MF /MP/MPOP = ......... 2054M /MF/MP/MPOP = ......... 2053M / MF / MP / MPOP
750750 ... 2575M ¢ L 2756MF /MP/MPOP = ......... 2577TM/MF/MP/MPOP = ......... 2576M / MF / MP / MPOP
Additional rectangular
modules available
300x1200 . ........ceen 4314M 2748MF/MP/MPOP = ......... 9430M /MF/MP/MPOP = ......... 9312M / MF / MP / MPOP
600x1200............... 9304M - ...l 2750MF/MP/MPOP = ......... 4316M/MF/MP/MPOP = ......... 4315M / MF / MP / MPOP
3001500 .......ennn 9305M - ........... 2749MF/MP/MPOP - ......... 9431M /MF/MP/MPOP - ......... 9313M / MF / MP / MPOP

PERFORATIONS Unperforated Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516

@:07mm 0:15mm 0:25mm <2
Open area: 15 % Open area: 22% Open area: 16% K
: with 20 mm with 20 mm
Unperforated border Unperforated border
ACOUSTIC INFILLS ----M = No infill ----MF = Acoustic fleece ~ ----MP = Premium B15 ----MPOP = Premium OP19
SUSPENSION .
C-Channel + Spring T
SYSTEMS *oping

COLOURS

RAL 9010 Global White RAL 9006 RAL 9007



METAL CLIP-IN %

SUSTAINABILITY n
LAXY
- o EN 13964 EN ISO 14025
<30
ACOUSTICS i =
\\ i 3
ENISO 108482 ENISO140-3 = ENISO354
QENISO7474 = &ENISO717-1  &ENISO 11654 Hz ap
Dnfw Rw Ay Class NRC 125 250 500 1000 2000 4000
¢ Unperforated 44 dB 19dB 0.10 (L) NC 010 025 015 005 005 010 0.0
¢ Ultra Microperforation Rg 0501 18 dB 8dB 0.45 (L) D 055 025 065 065 040 040 0.35
e Extra Microperforation Rg 0701 + Fleece. 21 dB 10dB 0.55 (L) D 065 045 070 070 055 055 045
¢ Extra Microperforation Rg 0701 + B15 40 dB 20dB 0.70 C 060 040 045 055 070 080 0.70
* Extra Microperforation Rg 0701 + OP19 = 31dB 15dB 0.65 C 075 050 070 08 075 070 050
* Microperforation Rd 1522 13dB 5dB 0.15 E 010 005 010 010 010 015 020
* Microperforation Rd 1522 + Fleece 16 dB 6dB 0.70 C 070 030 065 09 065 070 0.75
* Microperforation Rd 1522 + B15 41dB 18 dB 0.60 (H) C 060 040 040 050 065 075 090
* Microperforation Rd 1522 + OP19 27dB 12dB 1.00 A 090 050 080 095 095 100 1.00
¢ Standard Perforation Rg 2516 13dB 5dB 0.15 E 010 005 010 010 010 015 0.20
¢ Standard Perforation Rg 2516 + Fleece 18 dB 8dB 0.75 (L) C 080 035 08 09 070 075 0.75
¢ Standard Perforation Rg 2516 + B15 41dB 18 dB 0.60 (H) C 060 040 045 050 065 075 090
* Standard Perforation Rg 2516 + OP19 28 dB 13dB 0.95 A 090 050 080 095 090 1.00 095
FIRE REACTION EEA  White RAL 9010 RUS  KM1(G1,v1,D1,T1)
J en3so1-1 Unperforated / Perforated + no infill Al FZ 123
& Perforated + Premium B15 A2-s1,d0
Perforated + acoustic fleece A2-s2,d0
Perforated + Premium OP19 A2-s2,d0
For other colours / perforations, please contact us.
OTHER e Unperforated: 85% 2l = 5.2 kg/m? 0YEAR
PERFORMANCES Rg 0501: 83% m‘ system
& FEATURES Rg 0701: 80% guarantee
Rg 2516: 70%
Rd 1522: 65%
N =0.244W/mK =='. METAL Q-Clip /
(unperforated / perforated + no infill) METAL Q-Clip F unperforated
\ =0.163 W/m K (perforated + fleece) =180 3
eniesr A =0.0731 W/mK (perforated + Premium B15)
&1S0 8301
95% RH
CUSTOM OPTIONS V7 | —
& T =— N =y
> Al S
Colours  Perforations ~ BioGuard  TrioGuard Effects Acoustic Security Seismic  Swing-Down  Exterior
infills Function solutions

Not all custom options may be available on all products / systems / dimensions.
For further information about custom metal, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

METAL SOLUTIONS - STANDARD
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TRANSPORT - Bari Airport (IT)
| | AL LAY IN METAL Tegular Microperforated
METAL BOARD, METAL TEGULAR, METAL MICROLOOK = s

Available in a variety of edge details for installation on Prelude 15 and Prelude 24 suspens10n systems

i'-3:--4!-i Application an!“— ;E .

Used in a variety of ceiling areas:
fully demountable from small service rooms to large
* Cost effective ceiling solution commercial office buildings and major
- oTiles are easily lifted out by hand, allowing full ~ transportation terminals.
and easy access to the ceiling void




METAL LAY-IN 8

.« METAL BOARD

[
EDGE DETAIL METAL BOARD o
. <C
S =
2l }<_[
MODULES (mm) 600x 600 ..2119M/9334M - ................... 4961IM - [ 233M/F - 2126M / MF 2
600x600 ......... 202M L /o 277IMF /MP/MPOP - ...... 9427MF/MP/MPOP  ...9335M/MF/MP/MPOP '
600x1200 ......... 224M C [ 2772MF/MP/MPOP = .............. 2134M/MF & L 212IM/MF - N
600x1200 ......... 2123M L /... 2132M/MF/MP/MPOP - ...2125M/MF/MP/MPOP =
©)
PERFORATIONS Unperforated Uttra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516 |5
@:05mm oot S @:07mm - @:15mm 0:25mm ssesssely 1
Open area: 0.64 % ] Open area: 1.5 % Open area: 22% Open area: 16% @)
_____ 153 i with 20 mm with20mm s N
---- = Unperforated border Unperforated border ===+
- —
ACOUSTIC INFILLS M =Noinfill  ----MF = Acoustic fleece =~ ----MP =PremiumB15  ----MPOP = Premium OP19 |<_:
L
SUSPENSION Prelude 24 TLS =
SYSTE Prelude 24 Sixty? TLS
Ms Prelude 24 Corrosive Resistant TLS
Clean Room 24
Bandraster + Prelude 24 TLS
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007
4 METALTEGULAR
EDGE DETAIL METALTEGULAR 2
o 3
O
el
MODULES 600x600 ......... 2168M <. 4965M © Lo 24MF - A72M/F - 217IM/F
600x600 ......... Q442M © [ 2786MF /MP/MPOP - ...... 9444M F /MP / MPOP : ...9443M/MF / MP / MPOP
PERFORATIONS Unperforated Uttra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516
@:05mm |- S @:07mm :: : @:15mm 0:25mm :
Open arez: 0.64 % Open area: 1.5 % Open area: 22% Open area: 16%
g : with 20 mm with 20 mm
Unperforated border Unperforated border
ACOUSTIC INFILLS ---M=Noinfill  ----MF = Acoustic fleece ~ ----MP = Premium B15 ----MPOP = Premium OP19
SUSPENSION Prelude 24 TLS
SYSTEMS Prelude 24 Sixty2TLS
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 54
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« METALTEGULAR

EDGE DETAIL METALTEGULAR 8 METALTEGULAR 11F METALTEGULAR 16
MODULES (mm) Tegular 8
500500 ......... 4833M ¢ /- ... 2784M/MF/MP/MPOP - ... 4835M/MF/MP/MPOP - ... .4834M/MF/MP/MPOP
600x600 ......... 9683M L / : ...2483M/MF/MP/MPOP : ... 9685M/MF/MP/MPOP : ....9684M/MF/MP/MPOP
675x675 ......... 2BM /- ...3785M/MF/MP/MPOP - ....2140M/MF/MP/MPOP - ....2139M/MF/MP/MPOP
300x1200 ......... 3726M - /... 3732M/MF/MP/MPOP : ... 3730M/MF/MP/MPOP : ....3728M/MF/MP/MPOP
600x1200 ......... T2IM - / : ...3733M/MF/MP/MPOP : ... 3731M/MF/MP/MPOP : ..... 372M / MF / MP / MPOP
Tegular 11F
600x600 ......... Q4M - 4966M © L 38IIMF 2150M/MF = oo 2149M / MF
600x1200 ......... 38M - 3B4OMF - ... 383BM/MF - ... 3837M / MF
Tegular 16
500x500 ......... 4803M < L /o, 2781MF/MP /MPOP : ... 4805M/MF/MP/MPOP : ... 4804M/MF/MP/MPOP
600x600 ......... 9680M - L /. 2779MF /MP /MPOP * ... 9682M /MF /MP /MPOP - ... 9681M/MF/MP/MPOP
675x675 ......... 286M /o, 2780MF /MP /MPOP : ... 2137M/MF/MP/MPOP : ... 2136M/MF/MP / MPOP
750x750 ...l 2582M /o 2782MF /MP /MPOP : ... 2584M/MF/MP/MPOP : ... 2583M/MF/MP/MPOP
PERFORATIONS Unperforated Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516
0:05mm |- @:07mm - : 0:15mm 0:25mm <3
Open area: 0.64 % Open area: 1.5 % Open area: 22% Open area: 16% K
: with 20 mm with 20 mm
"""""" anil Unperforated border Unperforated border
ACOUSTIC INFILLS ----M = No infill ---MF = Acoustic fleece ~ ----MP = Premium B15 ----MPOP = Premium OP19
SUSPENSION Prelude 24 XL¥TLS
SYSTEMS Prelude 24 Sixty? XL¥TLS
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007
-« METAL MICROLOOK
EDGE DETAIL METAL MICROLOOK 8 METAL MICROLOOK 16
MODULES (mm) MicroLook 8
500x500 ......... 921M [ 2792MF /MP /MPOP - ....9325M /MF /MP /MPOP : ... 9436M/MF / MP / MPOP
600x600 ......... 9320M L [, 2184MF /MP /MPOP - ....9324M/MF/MP/MPOP : ... 9339M/MF/MP/MPOP
675x675 ......... 2165M L [ 2793MF /MP /MPOP - ....2210M/MF/MP/MPOP : ... 2208M/MF/MP /MPOP
750750 ......... 2588M © [ 2794MF / MP /MPOP - ....2590M / MF /MP /MPOP : ....2589M /MF / MP / MPOP
3001200 ......... JTBM - o [ 3724MF /MP /MPOP - ....3722M/MF/MP/MPOP - ... 3720M/MF/MP/MPOP
600x1200 ......... ITIOM = L [ 3725MF / MP / MPOP ..3723M / MF / MP / MPOP ..3721M /MF / MP / MPOP
MicroLook 16
500x500 ......... 2100M - o 4964M ... 2788MF /MP/MPOP : ....2207M/MF/MP/MPOP - ... 2194M/MF/MP/MPOP
600x 600 ..4700M/218IM ... [ 2787MF /MP /MPOP : ....4702M/MF/MP/MPOP : ... 4701M/MF/MP / MPOP
B75X675 ......... M - oL [ 2791MF /MP /MPOP - ....2153M/MF/MP/MPOP - ... 2152M/MF / MP / MPOP
750x750 ... 2585M L [ 2789MF /MP / MPOP ..2587M / MF / MP / MPOP .. 2586M / MF / MP / MPOP
PERFORATIONS Unperforated Ultra Microperforation Rg 0501 Extra Microperforation Rg 0701 Microperforation Rd 1522 Standard Perforation Rg 2516
0:05mm |- o @:07mm - y 0:15mm 0:25mm
Open area: 0.64 % Openarea: 15 % Open area: 22% Open area: 16%
] : with 20 mm with 20 mm
,Q, i Unperforated border Unperforated border
ACOUSTIC INFILLS ----M = No infill ----MF = Acoustic fleece ----MP = Premium B15 ----MPOP = Premium OP19
SUSPENSION Prelude 15 XL4/TL
SYSTEMS Optional for Metal MicroLook 8:
Silhouette 3mm XL2
Interlude HRC XL?
COLOURS
RAL 9010 Global White RAL 9006 RAL 9007



METAL LAY-IN 8
&g

EN IS0 14025

SUSTAINABILITY n

30 A+
Premium B15/ OP19:A

[@h)

-

<C

()

=

<C

}_

[@D)

ACOUSTICS = !
LD 2
ENISO 108482 ENISO140-3 = ENISO354

QENISO7474 = &ENISO717-1  &ENISO 11654 Hz ap 9

Dnfw Rw Ay Class NRC 125 250 500 1000 2000 4000 |—

« Unperforated 44d8  19dB  010() NC 010 025 015 005 005 010 010 3

e Ultra Microperforation Rg 0501 18 dB 8dB 0.45 (L) D 055 025 065 065 040 040 0.35 @)

e Extra Microperforation Rg 0701 + Fleece. 21 dB 10dB 0.55 (L) D 065 045 070 070 055 055 045 w

¢ Extra Microperforation Rg 0701 + B15 40 dB 20dB 0.70 C 060 040 045 055 070 080 0.70 <—(|

* Extra Microperforation Rg 0701 + OP19 = 31dB 15dB 0.65 C 075 050 070 08 075 070 050 —

* Microperforation Rd 1522 13dB 5dB 0.15 E 010 005 010 010 010 015 020 g
* Microperforation Rd 1522 + Fleece 16 dB 6dB 0.70 C 070 030 065 090 065 070 0.75
¢ Microperforation Rd 1522 + B15 41dB 18 dB 0.60 (H) C 060 040 040 050 065 075 0.90
* Microperforation Rd 1522 + OP19 27dB 12dB 1.00 A 090 050 080 095 095 100 1.00
¢ Standard Perforation Rg 2516 13dB 5dB 0.15 E 010 005 010 010 010 015 0.20
¢ Standard Perforation Rg 2516 + Fleece 18 dB 8dB 0.75 (L) C 080 035 08 09 070 075 0.75
¢ Standard Perforation Rg 2516 + B15 41dB 18 dB 0.60 (H) C 060 040 045 050 065 075 090
* Standard Perforation Rg 2516 + OP19 28 dB 13dB 0.95 A 090 050 08 09 09 1.00 095

FIRE REACTION EEA  White RAL 9010 RUS  KM1(G1,v1,D1,T1)
& J en 135011 Unperforated / Perforated + no infill Al FZ 123
Perforated + Premium B15 A2-s1,d0
Perforated + acoustic fleece A2-s2,d0

Perforated + Premium OP19 A2-s2,d0

For other colours / perforations, please contact us.

OTHER e Unperforated: 85% 95% RH 30YEAR
PERFORMANCES Rg 0501: 83% Systerm
& FEATURES Rg 0701: 80% guarantee

Rg 2516: 70%

Rd 1522: 65% ol = 5.2 kg/m?
X\ =0.244 W/m K (unperforated / perforated + no infill) m‘
e

X\ =0.163 W/m K (perforated + fleece)
N\ =0.0731 W/m K (perforated + Premium B15)

EN 12667
&180 8301

k3

=l ERTT.L

Colours Dimensions  Perforations ~ BioGuard TrioGuard Effects Acoustic Seismic
infills

Not all custom options may be available on all products / systems / dimensions.
For further information about custom metal, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 56
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METAL LAY-IN

METAL AXALVECTOR

Metal Axal Vector is an easy to install and flexible system which offers a diversity of design
and application.

Key features Application areas

¢ Can be installed with a very low void depth Used in a variety of ceiling areas: from small
¢ Clean crisp detailing with 6mm reveal service rooms to large commercial office

¢ Easy to install and remove without tools buildings and major transportation terminals

¢ Downwardly accessible
* Semi-concealed grid for a monolithic effect

OFFICE - South Terminal, Gatwick Airport (UK)
METAL Axal Vector

7




METAL LAY-IN 8

-« METAL AXALVECTOR

[
EDGE DETAIL METAL AXAL VECTOR o
<C
=)
=
24 }i:
MODULES (mm) 600X500 .......iiienn.. 3072M - 3081MF/MP/MPOP - ......... 3078M/MF/MP/MPOP - ......... 3075M/ME/MP/MPOP (-
600x300 ........oeeunns 2578M ¢ L 2581MF /MP/MPOP = ......... 2580M /MF/MP/MPOP = ......... 2579M / MF / MP / MPOP
600X600 ............... 9MBM - L 2118MF/MP/MPOP : .... 9420M/MF/MP/MPOP/MA = ..... 9419M /MF/MP/MPOP/MA
B75X675 ....iiiiiiiinn 3073M ¢ 3082MF/MP/MPOP = ......... 3079M/MF/MP/MPOP = ......... 3076M / MF / MP / MPOP [75)
750X750 ...oiiiiiiiinn 3074M ¢ 3083MF /MP/MPOP = ......... 3080M/MF/MP/MPOP = ......... 3077M / MF / MP / MPOP =
PERFORATIONS Unperforated Extra Microperforation R 0701 Microperforation Rd 1522 Standard Perforation Ry 2516 OO
G:07mm i g:15mm 0:25m —
Openarea: 15 % Open area: 22% Open area: 16% D
with 20 mm with20mm ¢ |
""""" Unperforated border Unperforated border @)
ACOUSTIC INFILLS ---M=Noinfill  ----MF = Acoustic fleece ~ ----MP = Premium B15  ----MPOP = Premium OP19  ----MA = Acoustic pad cj
SUSPENSION : o =<
SYSTEMS Prelude 24 XL2/Prelude 24 Sixty? XL Lll_J
COLOURS =
RAL 9010 Global White RAL 9006 RAL 9007
SUSTAINABILITY
EN IS0 14025
Premium B15: A+ / OP19:A
ACOUSTICS w
2k EAES
ENISO 108482  ENISO140-3 = ENISO354
&ENISO717-1 . &ENISO 7171 &ENISO 11654 Hz op
Dnfw Rw Ay Class NRC 125 250 500 1000 2000 4000
¢ Unperforated 44 dB 19dB 0.10 (L) NC 010 025 015 005 005 010 0.0
¢ Extra Microperforation Rg 0701 + Fleece 21 dB 10dB 0.55 (L) D 065 045 070 070 055 055 045
* Extra Microperforation Rg 0701 + B15 40 dB 20 dB 0.70 C 060 040 045 055 070 0.80 0.70
¢ Extra Microperforation Rg 0701 + OP19 31 dB 15dB 0.65 C 075 050 070 080 075 070 0.50
¢ Microperforation Rd 1522 13dB 5dB 0.15 E 010 005 010 010 010 015 0.20
¢ Microperforation Rd 1522 + Fleece 16 dB 6dB 0.70 C 070 030 065 090 065 070 0.75
* Microperforation Rd 1522 + B15 41dB 18 dB 0.60 (H) C 060 040 040 050 065 075 0.90
¢ Microperforation Rd 1522 + OP19 27dB 12 dB 1.00 A 090 050 080 095 095 1.00 1.00
* Standard Perforation Rg 2516 13 dB 5dB 0.15 E 010 005 010 010 010 015 0.20
¢ Standard Perforation Rg 2516 + Fleece 18 dB 8dB 0.75 (L) C 080 035 080 095 070 075 0.75
* Standard Perforation Rg 2516 + B15 41dB 18 dB 0.60 (H) C 060 040 045 050 065 075 0.90
¢ Standard Perforation Rg 2516 + OP19 28dB 13dB 0.95 A 090 050 080 095 090 100 095
FIRE REACTION EEA  White RAL 9010 RUS  KM1 (G1,V1,D1,T)
en13s0i-1 Unperforated / Perforated + no infill = A1 FZ123
&’ Perforated + Premium B15 =A2-s1,d0
Perforated + acoustic fleece =A2-s2,d0
Perforated + Premium OP19 =A2-s2,d0 For other colours / perforations, please contact us.
OTHER e Unperforated: 85% 95% RH 30YEAR
PERFORMANCES Rg 0701: 80% system
& FEATURES Rg 2516: 70% / Rd 1522: 65% Quarantee
\ = 0.244 W/m K (unperforated / perforated + no infill) ol = 5.2kg/m?
\ =0.163 W/m K (perforated + fleece) m‘
\ =0.0731 W/m K (perforated + Premium B15)
EN 12667 & ISO 8301
) \
CUSTOM OPTIONS @ | ﬁ,\
©,
= Al
Colours Dimensions  Perforations ~ BioGuard ~ TrioGuard Effects Acoustic Security Seismic
infills

Not all custom options may be available on all products / systems / dimensions. For further information about custom metal, please contact us.
Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.
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OFFICE - Emst &Young (PL)

CELLIO C36 RAL 9003
Durable open cell metal tiles that mask the plenum and provide 100% accessibility to lighting,
ventilation and sprinklers with an homogeneous appearance.

Key features Application areas
* Creates a modern, open look for a space Shops, supermarkets, shopping malls, entrance
* Variety of design options areas, airports, railway stations and showrooms.

* 100% accessible to plenum (HVAC, lighting)

* Helps mask the plenum

¢ | ay-In system is fast and easy to install in
standard Prelude 15 grid

¢ Custom sizes and colours available

5o Ry A ARG I A A A TN R




CELLIO B8

-« CELLIO
[
EDGE DETAIL FLUSH MICROLOOK o
<C
g =
. =
<
MODULES (mm) 600x600 ......... Q002M - ..., 9003M - ......... 9004M - ..., 9005M - ......... 9006M - ......... 8007M >
PERFORATIONS Cellio C64 Cellio C49 Cellio C36 Cellio C25 Cellio C16 Cellio C9 C£
o
—
Cell module size ~ 75x75x37 86x86x37 100x100x37 120x120x37 150x150x37 200x200x37 3
Open area 64% 68% 2% 76% 81% 85%
Cut off angle 31° 27° 23° 19° 15° 11° )
(9p)
—1
SUSPENSION
SYSTEMS Prelude 15TL |<_E
Ll
COLOURS
=
Global White RAL 9005 RAL 9006
SUSTAINABILITY "‘
%
o
30
FIRE REACTION EEA Euroclass A1 RUS  KM1 (G1,V1,D1,T1)
& 7 EN 13501-1 FZ 123
OTHER 95% RH @l C64:2.2 kg/m? ' 30YEAR
PERFORMANCES R tg;mj ey syter
-1 guarantee
& FEATURES C25: 1.4 kg/m?
C16: 1.1 kg/m?
C9: 0.8 kg/m?
CUSTOM OPTIONS

Not all custom options may be available on all products / systems / dimensions.

For further information about custom metal, please contact us.
Colours

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 60



METAL RECTANGULAR CLIP-IN st
METAL R-CLIP, METAL R-CLIP F, METALT-CLIP

Metal Rectangular Clip-In provides a versatile and simple design with excellent acoustic performance

benefits.
Key features Application areas
¢ Concealed grid for a monolithic effect Suitable for large open plan /
¢ Excellent acoustic performance circulation areas.
* Ease of installation (alignment) and fully
demountable

* Easy access to the ceiling void
* Maintenance friendly system

61



METAL RECTANGULAR CLIP-IN 18

EDGE DETAIL METAL R-CLIP

DIMENSIONS Panel length (mm): 600 - 2500 e Panel width (mm): 250 - 600 * Max size (m?: 1.5

SUSPENSION )
SYSTEMS U-Profile + DP12 A-Bar

CUSTOM OPTIONS ey — o
[« & E N B E il S

Colours Dimensions Perforations ~ BioGuard ~ TrioGuard Acoustic Security ~ Swing-Down  Service Exterior
infills Function Integration  solutions

.« METAL R-CLIP F

METAL SOLUTIONS - CONFIGURABLE

EDGE DETAIL METAL R-CLIP F
=T
DIMENSIONS 1200 x 300 * 1200 x 600 * 1800 x 400
SUSPENSION .
SYSTEMS U-Profile + DP12 A-Bar
CUSTOM OPTIONS i%) — =='.
ol S 4 Ef
Colours  Perforations  BioGuard Acoustic Security  Swing-Down 1SO5 Service Exterior
infills options Function Integration  solutions

.4 METALT-CLIP

EDGE DETAIL METALT-CLIP
DIMENSIONS Panel length (mm): 600 - 2500 ¢ Panel width (mm): 300 - 400 - 500 - 600 ¢ Max size (m?): 1.5
SUSPENSION .
SYSTEMS C-Channel + Spring-T
CUSTOM OPTIONS @ ==rv. —
= ol B
Colours Dimensions Perforations ~ BioGuard ~ TrioGuard Acoustic Security Service
infills Integration

Not all custom options may be available on all products / systems / dimensions.
For further information about custom metal, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 62



METAL RECTANGULAR HOOK-ON - &=

METAL R-H 200, METAL R-H 215

Metal Rectangular Hook-On provides a versatile and simple design with excellent acoustic
performance benefits.

Key features Application areas
¢ Concealed grid for a monolithic effect Suitable for large open plan /
¢ Excellent acoustic performance circulation areas.
¢ Ease of installation (alignment) and fully
demountable

* Easy access to the ceiling void
* Maintenance friendly system

. TN TG SN o



METAL RECTANGULAR HOOK-ON I8

. METAL R-H 200

L
EDGE DETAIL METAL R-H 200 1
M
<C
£ A
D)
: &)
L
DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 ¢ Max size (m?): 2 -
O
SUSPENSION U-Profile + J-Bar &)
SYSTEMS Primary Angle + J-Bar (for special solutions) .
CUSTOM OPTIONS ——— 2]
.’V =
o 3 9
Colours Dimensions Shapes  Perforations BloGuard TrioGuard Acoust|c Security Impact —
infills Solutions D
—
o
w
—
<C
—
.« METAL R-H 215 L
=
EDGE DETAIL METAL R-H 215
3
DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 e Max size (m?): 2
SUSPENSION Py P
SYSTEMS U-Profile + H-Profile 35

CUSTOM OPTIONS @
~

Colours Dimensions  Perforations ~ BioGuard  TrioGuard Acoustic  Swing-Down
infills Function

Not all custom options may be available on all products / systems / dimensions.
For further information about custom metal, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 64



RETAIL - Linz-AG-Center Linz (AU)

Metal F-Clip Access with Optional Spacers,
Large Unperforated Panels

METAL F-CLIP ACCESS, METAL F-H 600, METAL F-L 601

Metal Corridor is a rectangular panel free-span solution that simply spans between the walls,
allowing for easy installation and access to services.

Key features * METAL F-H 600 Swing EI30 fire resistant ceiling
¢ Various perimeter trim solutions for a clean (a<->b)
aesthetic finish
¢ Adjustable perimeter shadow gap detailing for ~ Application areas
Metal F-Clip Access and Metal F-H 600 Corridors where the panels simply
¢ Easy, quick access to ceiling void due span between walls.
to swing-down functions (Metal F-Clip Access
and Metal F-H 600 Swing)




METAL CORRIDOR B8

4 METAL F-CLIP ACCESS

EDGE DETAIL METAL F-CLIP ACCESS CLIP-IN
DIMENSIONS Panel length (mm): 600 - 2500 ¢ Panel width (mm): 250 - 600 * Max size (m?: 1.5

SUSPENSION Wall Bracket + Half DP12 A-Bar

SYSTEMS Optional Wall Bracket + DP12 A-Bar

CUSTOM OPTIONS @
~

g = ] il

METAL SOLUTIONS - CONFIGURABLE

Colours ~ Dimensions Perforations  BioGuard ~ TrioGuard Acoustic Security Service  Swing-Down
infills Integration  Function
. METAL F-H 600
EDGE DETAIL METAL F-H 600 METAL F-H 600 SWING HOOK-ON

N
NN

-
AT
100

N

DIMENSIONS Panel length (mm): 600 - 3300 # Panel width (mm): 247 - 1350 ¢ Max size (m2): 2
SUSPENSION Wall Bracket + J-Bar
SYSTEMS Wall Bracket + G-Profile option for Swing function

CUSTOM OPTIONS 74 = e
[« [ B &5 il = ) il i i

Colours ~ Dimensions ~ Shapes  Perforations BioGuard  TrioGuard Acoustic Security Service  Swing-Down EI30
infills Integration  Function
.4 METAL F-L 601
EDGE DETAIL METAL F-L 601 LAY-IN
DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 ¢ Max size (m?: 2
SUSPENSIOR Range of various perimeter trims
SYSTEMS o P

CUSTOM OPTIONS @
~

Colours

p—
B i

Dimensions ~ Shapes  Perforations  BioGuard  TrioGuard  Acoustic Service
infills Integration

Not all custom options may be available on all products / systems / dimensions. For further information about custom metal, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 66
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METAL LINEAR & TARTAN "

METAL B-H 300, METAL B-L 302, METAL R-L 201,
METAL K-H 400, METAL K-CLIP

Metal Linear combines functionality with stylish simplicity by creating a linear technical zone.

Key features Application areas
¢ C-Profiles can be aligned with partition Used in large office environments and flexible
systems to integrate services with partitioning systems.

* Remarkably versatile

*Various design options for the profile and panel
(linear, radial, crossed)

¢ Easy access to the ceiling void

Metal Tartan is a solution for square and/or rectangular room partitioning.

Key features * Decorative solutions achieved through a variety
¢ Easily installed and removed of panel design options (square mega panel,
* Grid can be emphasized by using contrasting rectangular, triangle)
colours
* C-Profile can connect to the partition systems ~ Application areas
to integrate lighting systems efficiently Ideal for breaking up large spaces.

- | e ™", T AN ST e R Y



. METAL B-H 300

METAL LINEAR & TARTAN I

EDGE DETAIL METAL B-H 300 HOOK-ON [Linear]
-

DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 ¢ Max size (m?): 2

SUSPENSION U-Profile + C-Profile

SYSTEMS Primary Angle + C-Profile (for special solutions)

CUSTOM OPTIONS @
~

Colours Dimensions  Perforations  BioGuard

EE—
o </
TrioGuard Acoustic ~ Swing-Down
infills Function

.« METAL B-L 302 / METAL R-L 201

METAL SQLUTIONS - CONFIGURABLE

EDGE DETAIL METAL B-L 302 METAL R-L 201 LAY-IN [Linear]
- w e
DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 e Max size (m?): 2
SUSPENSION U-Profile + L-Profile
SYSTEMS U-Profile + Bandraster 100 mm Primary Angle + L-Profile (for special solutions)
CUSTOM OPTIONS
.’V
Colours Dimensions Shapes  Perforations BloGuard Acoust|c Service TrioGuard
infills integration
.« METAL K-H 400
EDGE DETAIL METAL K-H 400 HOOK-ON [Tartan]
:&&
DIMENSIONS Panel length (mm): 600 - 3300 ¢ Panel width (mm): 247 - 1350 e Max size (m?): 2
SUSPENSION . P
SYSTEMS Crossing Box + C-Profile
e Q . : E E
©, S
= =
Colours Dimensions ~ Shapes  Perforations  BioGuard Acoustic ~ Swing-Down
infills Function
4 METAL K-CLIP
EDGE DETAIL METAL K-CLIP CLIP-IN [Tartan]
MODULES (mm) 700700 e 705x705 o 750 x750 ¢ 1300x 1300 e 1305x 1305 ¢ 1350 x 1350
SUSPENSION D !
SYSTEMS U-Profile + DP12 A-Bar
CUSTOM OPTIONS @ —
© % //3 Not all custom options may be available on all products / systems / dimensions.
= For further information about custom metal, please contact us.
Colours  Perforations ~ BioGuard Acoustic Security
infills options

68

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.



69

MESH SOLUTIONS

STANDARD CONFIGURABLE

MESH LAY-IN MESH RECTANGULAR
MESH LINEAR AND TARTAN
MESH CORRIDOR

—




a PATTERNS AND COLOURS

Mesh Lay-In Solutions are available in 4 different patterns and 4 differents colours, whilst configurable solutions allows any custom size and alternative

edge details.
TR T LY, = T
et = e e
u% o [ 1':_: ._'J'_:_;_i_.)_l
HEHS - A
1. T .:. ',J' _(J’ ol
3 :“ = f,..""f.} -'!) 1
* - —'E'st '
s 'y o L] 1"”{,3" ek
_— . . - -
KD100 RB35 RB35 RB35 RB35
RAL 9010 RAL 9010 RAL 9006 RAL 9007 RAL 9006
= e
- i
= -r'_'- } ‘:-"-.* {_' ,‘-"'
e -f“} s
- = == & } _‘:}f
RB25 RB25 RB25 RB55 RB55 RB55 RB55
RAL 9010 RAL 9006 RAL 9007 RAL 9005 RAL 9010 RAL 9006 RAL 9007 RAL 9005
KD100 not available for MT option.
Further RAL colours available on request.
_a SHAPES & SYSTEMS
SQUARE & RECTANGULARTILES RECTANGULAR PANELS
l 8888888 Wm
] WW
TARTAN GRID LINEAR GRID

i

Y

CORRIDOR CEILINGS

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

For Mesh Canopies, please see the Floating Ceiling Solutions section.

MESH SOLUTIONS .
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MESH BOARD, MESH TEGULAR, MESH MICROLOOK esnifrlonk - Rezs, FALETE

Use Armstrong Mesh Lay-In to achieve an industrial and contemporary look. Installed on Armstrong
Prelude 15 and Prelude 24 suspension systems, Mesh Lay-In is an ideal choice for transport hubs,
renovation projects wanting a modern touch and in general spaces with large ceiling areas.

Key features
* Mesh Metal provides a contemporary design * Available in 4 standard colours

aesthetic * Configurable solutions available on request S
¢ Compatible with standard Prelude 15 and (custom sizes, edge details, patterns, colours)

Prelude 24 grid systems




MESH LAY-IN 8

- MESH LAY-IN

[
EDGE DETAIL MESH BOARD MESHTEGULAR 8 MESH MICROLOOK 8 o
L7 HidEd - [ =
2] 24 Tl == <ZE
}_
MODULES (mm) KD100 600X600............... 3975M B00X600................ 3985M 600X 600............... 3083M w
& PATTERNS e 600x1200.............. 3976M .
RYsisZstsy
g (9]
[ =
(RN} O
Q6x4.5-1.2x1 —_
35% open area 5
RB25 600x600............... 3977M 600x600................ 3986M 600x600............... 3984M —1
P 600X1200.............. 3978M @)
fisss
— (dp)]
R16x8-2x1 Ll
50% open area =
RB35 B00X600. ... ..vvennn 3979M
T 600x1200.............. 3980M
_ =
=
—
" e -
R28x10-2x1.5
58% open area
RB55 600x600............... 3981M
e B00X1200........... 3982M
>
= -
>
— B
R43x13-2.5x1.5
62% open area
SUSPENSION Prelude 24 TLS Prelude 24 XL%TLS
SYSTEMS Prelude 24 Sixty? TLS Prelude 24 Sixty? XL2 /TLS Prelude 15TL /XL*
COLOURS
RAL 9010 RAL 9006 RAL 9007 RAL 9005
SUSTAINABILITY
EN 13964
30
FIRE REACTION EEA  Eurockass A2-s1, d0 RUS  KMH (G1,Vi,D1,Ti)
& Y EN 13501-1 FZ123
OTHER 95% RH J0YEAR
PERFORMANCES system
& FEATURES / guarantee
N KD100: 4.15 kg/m?
RB25: 4,00 kgm?
M‘ RB35 4.80 kg
RB55: 4.35 kg/m?
CUSTOM OPTIONS e
|- 7\
. . . Not all custom options may be available on all products / systems / dimensions.
Colours  Dimensions  Patterns In?fgrrela(t:i% 0 For further information about custom mesh, please contact us.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 72



MESH CONFIGURABLE R
MESH RECTANGULAR: MESH R-CLIP, MESH R-L 201, MESH R-H 200,
MESH R-H 215

MESH LINEAR &TARTAN: MESH B-L 302, MESH B-H 300, MESH K-H 400
MESH CORRIDOR: MESH F-CLIP, MESH F-L 601, MESH F-H 600

Mesh configurable brings a versatile and simple design solution, ideal for breaking up larger ceiling

spaces.
Key features Application areas

* MT version with solid edge framing Ideal for open spaces and large rooms with
¢ Custom patterns and colours available flexible partitioning.

¢ Enables integration of services

7> T IS



4 MESH R-CLIP

MESH RECTANGULAR I8

CLIP-IN
Ll
EDGE DETAIL MESH R-CLIP 1
an)
o
DIMENSIONS Panel length (mm): 597 - 2500 * Panel width (mm): 247 - 600 o Max size (m?: 1.5 Q
L
SUSPENSION ) =
SYSTEMS U-Profile + DP12 A-Bar O
O
CUSTOM OPTIONS e !
-+ 7N n
=
Colours Dimensions  Patterns Security Service @)
Integration -
—
4 MESH R-L 201 / MESH R-L 201 MT LAVIN =
EDGE DETAIL MESH R-L 201 MESH R-L 201 MT o
(9p)
) ) z
b = %
DIMENSIONS Panel length (mm), KD100: 597 - 1500  RB25/RB35/RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 * RB25/RB35 / RB55: 247 - 700 Panel width (mm), RB25: 298 - 602 (in steps of 8 mm) e RB35/RB55: 247 - 700 =
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION U-Profile + L-Profile
SYSTEMS Primary Angle + L-Profile (for special solutions)
CUSTOM OPTIONS ]
|-+ 7
Colours Dimensions Shapes Patterns Service
Integration
<« MESH R-H 200 / MESH R-H 200 MT HOOK-ON
EDGE DETAIL MESH R-H 200 MESH R-H 200 MT
—_|2PPRoxs E
DIMENSIONS Panel length (mm), KD100: 597 - 1500 * RB25/RB35 / RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 * RB25/RB35 / RB55: 247 - 700 Panel width (mm), RB25: 298 - 602 (in steps of 8 mm) ¢ RB35/RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION U-Profile + J-Bar
SYSTEMS Primary Angle + J-Bar (for special solutions)
CUSTOM OPTIONS e
|-+ /TN
Colours Dimensions Shapes Patterns Service Security
Integration
« MESH R-H 215 / MESH R-H 215 MT HOOK-ON
EDGE DETAIL MESH R-H 215 MESH R-H 215 MT

114

Ei] E g
APPROX3 APPROX3 Afl

DIMENSIONS Panel length (mm), KD100: 597 - 1500 ¢ RB25/RB35/RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500

Panel width (mm), KD100:247 - 500 e RB25/RB35 / RB55: 247 - 700 Panel width (mm), RB25: 298 - 602 (in steps of 8 mm) ¢ RB35/RB55: 247 - 700

Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION . .
SYSTEMS U-Profile + H-Profile 35
CUSTOM OPTIONS e
|1 ZIN
Colours Dimensions  Patterns Service

Integration Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

4



B MESH LINEAR AND TARTAN
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.« MESH B-L 302 / MESH B-L 302 MT

LAY-IN [Linear]

EDGE DETAIL MESH B-L 302 MESH B-L 302 MT
DIMENSIONS Panel length (mm), KD100: 597 - 1500 ¢ RB25/RB35 / RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 ¢ RB25/RB35/RB55: 247 - 700 - Panel width (mm), RB25: 300 - 604 (in steps of 8 mm) ¢ RB35/RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION '
SYSTEMS U-Profile + Bandraster
e E . : % 7-“
1/ /|
Colours Dimensions Shapes Patterns ~ Megapanel’
" For MESH B-L 302 MT only
-« MESH B-H 300 / MESH B-H 300 MT HOOK-ON [Linear]
EDGE DETAIL MESH B-H 300 MESH B-H 300 MT
DIMENSIONS Panel length (mm), KD100: 597 - 1500 ¢ RB25/RB35 / RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 * RB25/RB35/RB55: 247 - 700  -Panel width (mm), RB25: 300 - 604 (in steps of 8 mm) ¢ RB35/RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION U-Profile + C-Profile
SYSTEMS Primary Angle + C-Profile (for special solutions)
CUSTOM OPTIONS e WA
-+ 7y Fai
/ /|
Colours Dimensions Shapes Patterns Service Megapanel?
Integration

2 For MESH B-H 300 MT only.

.4 MESH K-H 400 / MESH K-H 400 MT

HOOK-ON [Tartan]

EDGE DETAIL MESH K-H 400 MESH K-H 400 MT
APPROX.3 A_H_AEPROX.S
DIMENSIONS Panel length (mm), KD100: 597 - 1500  RB25/RB35 / RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 ¢ RB25/RB35/RB55: 247 - 700 Panel width (mm), RB25: 300 - 604 (in steps of 8 mm) e RB35/RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION ) )
SYSTEMS Crossing Box + C-Profile
CUSTOM OPTIONS e WA
-+ 7y Yavi
/ /|
Colours Dimensions Shapes Patterns Service Megapanel®
Integration

® For MESH K-H 400 MT only.



MESH CORRIDOR B8

EDGE DETAIL MESH F-CLIP

Ll
1
an)
<C
o
D
©
L
=
O
DIMENSIONS Panel length (mm), RB25 / RB35 / RB55: 597 - 2500 e Panel width (mm), RB25 / RB35 / RB55: 247 - 600 e Max size (m?): 1.5 O
SUSPENSION '
SYSTEMS Wall Bracket + Half DP12 A-Bar (d)p)
=
CUSTOM OPTIONS = o
/TN —
- >
Colours Dimensions  Patterns Security Service —
Integration (@)
(9p)
I
(9]
4 MESH F-L 601 / MESH F-L 601 MT LAN
=
EDGE DETAIL MESH F-L 601 MESH F-L 601 MT
DIMENSIONS Panel length (mm), KD100: 597 - 1500 ¢ RB25/RB35/ RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 e RB25/RB35/ RB55: 247 - 700 Panel width (mm), RB25: 300 - 604 (in steps of 8 mm) ¢ RB35 RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
SUSPENSION Range of various perimeter trims
SYSTEMS
CUSTOM OPTIONS o
f- /N
Colours Dimensions Shapes Patterns Service
Integration
4 MESH F-H 600 / MESH F-H 600 MT HOOK-ON
EDGE DETAIL MESH F-H 600 MESH F-H 600 MT
DIMENSIONS Panel length (mm), KD100: 597 - 1500 » RB25/RB35 / RB55: 597 - 2500 Panel length (mm), RB25 / RB35 / RB55: 597 - 2500
Panel width (mm), KD100: 247 - 500 * RB25/RB35/RB55: 247 - 700 - Panel width (mm), RB25: 300 - 604 (in steps of 8 mm) ¢ RB35/RB55: 247 - 700
Max size (m?): 1.75 Max size (m?): 1.75
geg.l?gaglo"l Wall Bracket + J-Bar
CUSTOM OPTIONS e
I«»lml I
Not all custom options may be available on all products / systems / dimensions.
Colours Dimensions Shapes Patterns Service For further information about custom mesh, please contact us.
Integration

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 76
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WALL SOLUTIONS

CONFIGURABLE
= METAL W-H 1000 = METAL W-H 1100




PERFORATIONS

WALL Solutions are available in 2 different patterns and 4 differents colours, whilst configurable solutions allows any custom size and alternative

edge details.

Microperforation Rd 1522
¢ Hole diameter: 1.5mm
¢ Open area: 22%

SHAPES & SYSTEMS

one single panel

one single panel

Type A
standard execution one single line upright
A04 | AO3 | A0S A08
one single line reclined
A02 | A01 | AD2 A09 A06 | AO7 | AD6 A10
A05 | A03 | A04 A08
Type B
standard execution one single line upright
B04 | BO3 | BO5 B08
one single line reclined
BO2 | BO1 | B0O2 B09 B06 | BO7 | BO6 B10
BO5 | BO3 | BO4 BO8

w
=
Standard Perforation Rg 2516 —
¢ Hole diameter: 2.5mm )
¢ Open area: 16% —
®®66666 66 8
® e 6666666
eoee000 00 —
eecceo0ccoe0 —
eeecececece00e <
® e 6666666 ;
©6 666666066
eeeee0e0e0e0 0 "~
® e 666666 6
55
Type C
standard execution one single line upright
C04 | CO3 | C05 C08
one single line reclined one single panel
C02 | C01 | C02 C09 C06 | C07 | C06 C10
C05 | C03 | Co4 C08
Type D
standard execution one single line reclined
D04 D03 D05 D08
D02 DO1 D02 D09
D05 D03 D04 D08
one single line upright one single panel
D06 D07 D06 D10
Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 78



WALL CONFIGURABLE

METAL W-H 1000, METAL W-H 1100

Metal W-H 1000 & Metal W-H 1100 are Hook-On wall cladding systems without visible fasteners
which enables faster installation.

Key features * Versatile application

¢ Certified system * Cost effective and fast to install

* Small offset distance * For extensive acoustic requirements
* Space saving

Application areas

Acoustic and architectural design elements
for market segments such as office, education
or transportation.

o ERTRNESSSSC .. 0090900 — 3

* Light-weight type
¢ Simple installation (alignment) and disassembling
¢ Standard subconstruction




WALL CONFIGURABLE

METAL W-H 1000

EDGE DETAIL METAL W-H 1000

60

DIMENSIONS Type A Type B Type C Type D
Panel length (mm): 600 - 1300 Panel length (mm): 1301 - 2500 Panel length (mm): 2501 - 3000 Panel length (mm): 600 - 2500
Panel width (mm): 250 - 1000 Panel width (mm): 250 - 1000 Panel width (mm): 275 - 1000 Panel width (mm): 250 - 1000
Max size (m?): 1.3 Max size (m?): 2.5 Max size (m?): 3 Max size (m?): 2
SUSPENSION )
C-Wall Profil
SYSTEMS At
CUSTOM OPTIONS Y éﬁ
— B )
- = X
Colours Dimensions Shapes  Perforations ~ Acoustic Effects
infills

METAL W-H 1100

EDGE DETAIL METAL W-H 1100

DIMENSIONS Type A Type B Type C Type D

Panel length (mm): 600 - 1300 Panel length (mm): 1301 - 2500 Panel length (mm): 2501 - 3000 Panel length (mm): 600 - 2500

Panel width (mm): 250 - 1000 Panel width (mm): 250 - 1000 Panel width (mm): 275 - 1000 Panel width (mm): 250 - 1000

Max size (m?): 1.3 Max size (m?): 2.5 Max size (m?): 3 Max size (m?): 2
SUSPENSION :

U-Wall Profil
SYSTEMS Aot
T m . : % . W»))J %
Colours Dimensions Shapes Perforations Acoustic Effects
infills

Not all custom options may be available on all products / systems / dimensions.
For further information about custom wall please contact us.

ALPHACLASS FRAMES

Armstrong has also Mineral wall absorbers: AlphaCLASS FRAMES which utilises the Neeva finish.

The bright white paint finish provides crisp, clean finish with high light reflectance.

Key features Application areas

* Class A acoustical absorber Ideal for education spaces.

* Design flexibility

* Ready to install, no cutting required, no wastage, speed of installation
* Smooth handling of product with no risk of cutting / injuries

¢ Clean handling of products

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

WALL SOLUTIONS - CONFIGURABLE

80



WOOD SOLUTIONS

WOOD LAY-IN

81



Armstrong has harnessed the enduring beauty of wood in a range of ceiling tiles, giving you high performance linings for your building.

The Armstrong wood range - ceilings you'll look up to.

_a STANDARD VENEERS

Ash (ASH) Oak (OAK)

_a CUSTOMVENEERS - Some examples

Afromosia-Kokradua (AFR) Alder Wood (ALW) Ayan (AYA)

FORTIMELESS NATURAL BEAUTY AND ELEGANCE,
THERE’S SIMPLY NOTHINGTO MATCH IT

WOOD SOLUTIONS .

US Cherry (CHE) US Walnut (WAL)

Birch (BIC) Birds Eye Tree (BIR)

Douka (DOU) Framire (FRM) Honduras Mahogany (HMA) Koto (KOT)
For more information on all our custom veneers, please contact us.
_a PERFORATIONS
N
gﬁ;: ° ° ° gL’ . . . .
T ° o o [O ® 0 =
| o e ° T T e <

i e e e T T

JrT-l FT‘\ FT"
Plain Rg 3003 (3%) Rg 7015 (15%) Lg 8003 Grooves (3%)

Custom perforations available on request.

Groove size: 4x4 mm
82



WOOD LAY-IN

WOOD BOARD, WOOD TEGULAR, WOOD MICROLOOK, \?Vomg%ngégﬁﬂfon
WOOD VECTOR, WOOD SL2 L
Bring a little nature inside with the warmth and beauty of wood ceilings.

Wood ceilings combine the beauty of natural wood in a versatile range of panels and planks available
in standard and custom options.

OFFICE - Global Mining and Resource

Key features Application areas
¢ Easy to install and access for service Used in a variety of ceiling areas: entrance halls,
¢ Flexible designs: mix and match panel sizes lounge areas, executive suites, meeting and
* Wide range of natural wood veneers conference rooms.
¢ Edge banding as standard onTegular 8,
MicroLook 8 & Vector
*Vector edge system with narrow 6mm reveal
that gives a sleek monolithic look




WOOD LAY-IN 5

EDGE DETAIL WOOD BOARD WOODTEGULAR 8 WOOD MICROLOOK 8 WOOD VECTOR WOOD SL2
_ 0 ) ()
? 3 3 3 3
B} =——= - = 3 -'
o =l ae! o S
THICKNESS (mm) 17
MODULES (mm) 600 x 600
1200 x 600
1200 x 300
SUSPENSION Prelude 24 TLS Prelude 24 XL*/TLS Interlude HRC XL? Prelude 24 XL Prelude 24 Main Runner
SYSTEMS Silhouette 6mm XL
Prelude 15 TL/XL?
STANDARD = ===
VENEERS —_——— ___é':_—_— -
= ———
| B =
= = ——
Ash (ASH) Oak (OAK) Red Oak (ROA) US Cherry (CHE) US Walnut (WAL)
AllVeneers have a matt finish. Variation between wood veneer panels may occur due to the natural characteristics of the wood and grain.
’L
PERFORATIONS Unperforated e o | Rg3003(3%) s/@ @ @ Rg7015(15%) L7 Lg8003 Grooves (3%)
Sr . e . { o ® @ o Groove size: 4x4 mm
e lo o @ i
e |t =
SUSTAINABILITY
111
EN 13964
ACOUSTICS
EN ISO 10848-2 ENISO 354
&ENISO 717-1 © &ENISO 11654
Dnfw oy Class
¢ Unperforated 41dB 0.10(L) n/a
¢ Rg 3003 35dB 0.30(L) D
* Rg 7015 22dB 0.65(H) C
* g 8003 29dB 0.40(L) D
Estimated values based on testing. Contact us for more information.
FIRE REACTION
@z
Please contact us for more information.
OTHER N =0.12W/mK <70 % RH a0 =125 kg/m?
PERFORMANCES
& FEATURES m
EN 12667
&1S0 8301
Main Runner spacing is recommended at 600mm centres maximum. Contact us for more details.
CUSTOM OPTIONS

I =

R E

Al

Veneers Dimensions  Perforations ~ Service
& Patterns  Integration

Colours'

"Pallet of colours available for Suspension Systems

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

WOOD SOLUTIONS - LAY-IN
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MINERAL SOLUTIONS

SMOOTH AND WHITE DECORATIVE
CLASSIC INTEGRATED SOLUTIONS

The broadest range of textures, sizes and shapes with key performance features to enhance the design of any space.
Our mineral ceilings provide solutions for every acoustical need from high sound absorption to high sound attenuation
or a balance of both. For each segment and area, we offer a specific solution.

- Dune evo ‘NEW\ &0

NEW BEGINNINGS cradletocradie

The first tile and grid system to gain Cradle to cradle Certified™ accreditation. Helping to meet zero landfill targets,
DUNE eVo is 100% recyclable, ensuring countless new beginnings on projects accross all industry sectors.

New reinforced edges New aesthetics DUNE eVo
Less damage in storage and installation Whiter and brighter

New range of sizes New texture and properties

More ‘mix and match’ Easy to handle

New acoustical absorption New packaging

Less noise, more comfort Stronger and clearer with more impact




FOCUS ON ULTIMA+ AND PERLA RANGES

- PERLA —a ULTIMAT

= A single visual for your different acoustical requirements: = Same advantages as PERLA

> Standard solution provides a balanced acoustic between absorption +

and attenuation

> OP solution is designed for high absorption and improved = Widest range of edges, modules and acoustic options giving you

concentration, ideal for open plan spaces complete noise control and design flexibility for every space

> 3 levels of acoustics: standard, OP, dB. = Most uniform installed appearance and more even light distribution
= Best in class fully painted edges: less damage in storage and due to low gloss levels (0.2%)

installation. = More robust, retaining its aesthetics for longer

= Easy to handle: re-engineered for a better, easier fit

= Non-directional surface making it faster to install

= ISO 5 particle cleanliness creates better surroundings, increasing
comfort and well-being up to tackle with even the most demanding
environments

= C2C Bronze certification helps you meet sustainability targets

Whitest, brightest, longest lasting durable finish and visual
due to its unique lightly textured surface

Smoothest most contemporary visual offering high light
reflectance

INTEGRATED SOLUTIONS
_a TECHZONE™

= The industry’s first easy-to-specify-and-install ceiling solution with
integrated technical services
= A range of compatible fixtures from our paetner companies have been
prequalified for fit and finish
. mTheresult: a clean, monolithic look using standard ceiling panels and
suspension systems.

4 ON-CENTER LINEAR LIGHTING
WITH XAL

Armstrong and XAL Lighting create inspiring ceiling designs with higher
ceiling heights, zero plenum interference, and on-center discontinuous
layouts that provide clean and modern aesthetics.

TECHZONE™

DECORATIVE

= Wide range of mordern designs, textures and colours adding interest
within a space
= Help sculpt the light in a space thanks to high levels of light reflectance
= The new COLORTONE DUNE eVo has:
- New finer surface
- Discreet perforation
- Improved sound absorption
- MicroLook 90 edge detail.

Colortone DUNE eVo

MINERAL SOLUTIONS .
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OFFICE - Woningbouwvereniging Compaen (NL)
ULTIMA* Vector

ULTIMAT

ULTIMA* not only offers a finely textured and durable surface with a brighter “blue-white” colour
and high light reflectance, it also offers a balance of both sound absorption and sound attenuation as
well as being C2C Bronze certified.

Key features Application areas

¢ Good sound absorption: up to 0.75 (H) Oty Ideal for meeting rooms or waiting areas

*Vlery high light reflectance: 87% ULTIMA* Planks: ideal for both open areas and
* Reinforced scratch resistant face corridors.

¢ Better finish and more durable edges
¢ C2C Bronze certified / 1ISO 5 / A+

* 30 year system guarantee
* Available with SL2 MicroLook 90 edge detail



ULTIMAT B8

LI
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 VECTOR SL2 —
: fe =
= == E?SEEE —i=/4
1 Il Il | = < of
24 2] M jg:‘fﬁ”]i; = N T e 24 / [ I;\L% )
15
B =
ﬁ / <<
T
l_
THICKNESS (mm) 19 19 19 19 O
MODULES (mm) 600x600....... 7661M :600x600........... 7664M © 500%500. ... e 7673M : 600x600.......... 7681M © 1500x300.......... M O
B75X675....... 7662M 1 675x675........... 7665M 0 600X 550 ... .. it 7713M 1720300 .......... mm =
1200x600...... 7663M :1200x600.......... 7666M © 600X 600.........oviunins 7674M 1800x300.......... 7701M %0)
B75X675 .. o 7675M 2500%300.......... 7702M
1200X300. ... 7676M '
1200X600.......ovvnn 7677TM (dp)
1500X600........cvvunnn 7703M =
©)
—
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL?/TLS Prelude 15TL /XL2 Prelude 24 XLA/TLS System Z - T-Bar oD
SYSTEMS Prelude 24 Sixty2 XL2 /TLS - Prelude 24 Sixty? XL2/TLS Interlude HRC XL Prelude 24 Sixty? XL¥TLS System Z - Z-Bar —
Silhouette 6mm XL2 System Z Corridor - T-Bar O
System Z Corridor - Z-Bar (dp)
—
COLOURS EE
L
Global White =
=
2D ) LA
SUSTAINABILITY gam ' % 9
- . EN 13964
33-37'

' Depends on thickness, edge detail and size of tile.
2 Except Vector: A

ACOUSTICS =
MNEl=

ENISO 10848-2 : ENISO 140-3 EN ISO 354

&ENISO717-1 - &ENISO71%-1 | &ENISO 11654 Hzap
Dnfw Rw Oy Class - NRC 125 250 500 1000 2000 4000
* Board, Tegular, MicroLook 90 36 dB 18 dB 0.70(H) C 075 040 050 065 08 095  1.00
* Vector 33dB . 0.75(H) C 075 035 055 065 080 095 0.90
* 812 40dB ; 0.65(H) C 065 035 045 055 075 090  1.00

FIRE REACTION EEA Euroclass A2-s1, d0 RUS KM1 (G1,V1, D1,T1)
&’ EN 135011 FZ 123

OTHER 95% RH J0YEAR
PERFORMANCES system B I M
& FEATURES guarantee READY
N\ =0.052 W/m K 9 5.0 kg/m?
(Board, Tegular,
MlcroLook 90) g
EN 12667 5.6 kg/m?
130 8301 (SL2)
5.8 kg/m?
(Vector) E E

CUSTOM OPTIONS .I I

Dimensions
Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. ~ 88
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OFFICE - Swedbank Customer Service Center (LT)
ULTIMA* OP Tegular

ULTIMAT OP =

ULTIMA* OP not only offers a finely textured and durable surface with a brighter “blue-white” colour
for high light reflectance, but is also C2C Bronze certified and provides Class A sound absorption,
making it ideal for open plan areas.

Key features Application areas
¢ Excellent sound absorption: 1.00 Oty Ideal for open spaces (call centres,
*Very high light reflectance: 87% cafeterias...).

* Better finish and more durable edges
¢ C2C Bronze certified / ISO 5/ A+
* 30 year system guarantee

sy R T -« B W 1



ULTIMAT OP

EDGE DETAIL BOARD TEGULAR MICROLOOK 90
) 7 i
THICKNESS (mm) 20 20 20
MODULES (mm) B00X600 .....cvvviiieeeeeeaiis 7682M 0 B00X600 ... ... 7678M © B00X550 ...t 7714M
B75XB75 .ot 7683M 0 B75X675 ..ot 7679M = 600X6B00 ... ... 7685M
1200600 ..o 7684M 0 1200X600 .....oiii i 7680M ¢ B75XB75 ... 7686M
1200X600 ... oooeei e 7687M
1500600 . ..o 7708M
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2
SYSTEMS Prelude 24 Sixty? XL2 /TLS Prelude 24 Sixty? XL2 /TLS Interlude HRC XL?
Silhouette 6mm XL?
COLOURS
Global White
SUSTAINABILITY " ~n
)
( K 4 EN 13964
17-20' E1
' Depends on thickness, edge detail and size of tile.
ACOUSTICS = x
\-\ i A
ENISO10848-2 - ENISO140-3 = ENISO 354
QENISO717-1 - &ENISO717-1 | &ENISO 11654 Hz ap
Dnw Rw oy Class = NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 90 25dB 10dB 1.00 A 0.95 040 08 100 095 100 1.00
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ 123
@z
OTHER J0YEAR
PERFORMANCES il B T M
& FEATURES -~ P O READY
“ A =0.037W/mK
EN 12667
&1S0 8301
CUSTOM OPTIONS .I I
Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

MINERAL SOLUTIONS - SMOOTH AND WHITE

90



ULTIMAT dB

ULTIMA+ dB not only offers a finely textured and durable surface with a brighter “blue-white” colour for
high light reflectance, but is also C2C Bronze certified and provides higher levels of sound attenuation
performance for improving the privacy between adjacent spaces.

Key features

* Eliminates the need for sound barriers
in closed offices

* Very high light reflectance: 87%

* Better finish and more durable edges

¢ C2C Bronze certified / ISO 5 / A+

* 30 year system guarantee
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OFFICE - Trade Center Weena Plaza (NL)
ULTIMA* dB SL2

Application areas
Ideal for individual / private offices.




ULTIMAT dB B8

LLd
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 SL2 —
9 ? =
| 0 g
124 T el Y lﬁ% 2] { RLEE =)
i - / i <ZE
EUNNET) 2] T
l_
THICKNESS (mm) 19 19 19 23 O
O
MODULES (mm) 600X 600..........vvvnns 7688M © 600X 600..........c..... 7695M © 600x600............... 7697M - 1500x300............... 7691M =
B75X675. ..o 7689M - B75X675................ 7696M - 675X675.......... ... 7698M 1800x300............... 7692M 1%6)
1200X600............... 7690M 2500%300.........0vnnn 7693M
(9]
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 System Z - T-Bar %
SYSTEMS Prelude 24 Sixty2 XL2 /TLS Prelude 24 Sixty2 XL2/TLS Interlude HRC XL2 System Z - Z-Bar -~
Silhouette 6Bmm XL2 System Z Corridor - T-Bar —
System Z Corridor - Z-Bar -
—l
COLOURS @)
(7]
—1
Global White <C
(am
SUSTAINABILITY n %
Y i) =
- o EN 13964 2
36-43' E1
' Depends on thickness, edge detail and size of tile.
ACOUSTICS - x
;\ i N
EN ISO 354 ENISO 10848-2 :  EN ISO 140-3
&ENISO 11654 : &ENISO 717-1 | &ENISO 717-1 Hz ap
Dnfw Rw Oy Class - NRC 125 250 500 1000 2000 4000
* Board, Tegular, MicroLook 90 41dB 21dB 0.60(H) C 0.65 025 035 05 080 090 095
* 812 43dB 0.60(H) C 055 035 040 050 060 075 085
FIRE REACTION EEA Euroclass A2-s1, d0 RUS KM1 (G1,V1, D1,T1)
EN 13501-1 FZ 123
Qz
OTHER 959% RH nER PV
PERFORMANCES
& FEATURES gugrantee READY
A =0.067 W/mK Q 76 kg/m?
(Board, Tegular,
m MicroLook 90)
EN 12667 9.1 kg/m? (SL2)
h a E
CUSTOM OPTIONS .I I
Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 92
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OFFICE
PERLATegular

PERLA is a fully C2C Bronze certified range with a smooth laminated finish providing balanced
acoustic performance combining both sound absorption and sound attenuation.

Key features Application areas
¢ Winning balance of sound attenuation and Ideal for working and learning applications....

absorption
¢ Enhanced product durability
* High level of light reflectance: 86%
* Better finish and more durable edges
¢ C2C Bronze certified / ISO 5/ A+
¢ Available with SL2 MicroLook 90 edge detail

LY AN R N e
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PERLA B8

EDGE DETAIL BOARD TEGULAR MICROLOOK 90
}FTE ES [ﬂ =] o1 T
24 = hs| 105 ] ﬂ
15| 15
THICKNESS (mm) 17 17 17
MODULES (mm) B00XB00 ... ... 2801M © B00X6B00 ..........vvvviiiiiiiinn 2803M © B00XB00 ..........ooaa 2805M
1200X600 ... 2802M 1200X600 ... ooeeeii e 5180M
1500 X800 ... 5181M
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2
SYSTEMS Prelude 24 Sixty2 XL2 /TLS Prelude 24 Sixty? XL2/TLS Interlude HRC XL?
Silhouette mm XL2
COLOURS
Global White
SUSTAINABILITY N
o
- o EN 13964
25-37 E1
' Depends on thickness, edge detail and size of tile.
ACOUSTICS = K
\\ i 3
ENISO 10848-2 | EN ISO 140-3 EN SO 354
&ENISO 717-1 © &ENISO 717-1 | &ENISO 11654 Hz ap
Drfw Rw oy Class | NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 90 35dB 18 dB 0.65(H) C 070 { 035 040 060 08 095 1.00
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM1(G1,V1,D1,T1)
EN 13501-1 FZ 123
Y
OTHER 95% RH YEAR
PERFORMANCES system B I M
& FEATURES N READY

“ A =0.052W/mK

EN 12667
&180 8301

4.6 kg/m?

CUSTOM OPTIONS .I I

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

MINERAL SOLUTIONS - SMOOTH AND WHITE

94



OFFICE - BPM Vita Milano (IT)
PERLA OP 0.95 MicroLook 90

PFRLA OPo.95 €2

PERLA OP 0.95 is a fully C2C Bronze certified range with a smooth laminated finish and Class A
sound absorption, making it ideal for open plan areas.

Key features Application areas
¢ Excellent sound absorption: 0.95 Oty Ideal for open spaces (call centres,
¢ Better finish and more durable edges libraries, cafeterias...).

* C2C Bronze certified /1ISO 5/ A+




PERLA OPo.gs B8

LI
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 SL2 —
3 ? =
T ? ==/
2] ST s 5 lﬁﬁ%ﬁ 2] { NLEJ@E %
af 1? / W-QJ:J’-:—':* <
= = = = T
THICKNESS (mm) 15/18 15 15/18 18 5
MODULES (mm) 600x600x15............ 3819M - 600X600............... 5178M © 600x550%15........... 5186M - 1500x300................ )
B75X675x15.......vvnn 3820M - B75X675............... 5175M - 600x600x15........... 5174M - 1800x300................ 308M =
1200x600x15........... 3821M - 1200%600.............. 5177TM © 675Xx675x15........... 5176M @)
1500x600x 18........... 3092M 1200x 600 x 15........... 5178M .
1800x600x 18........... 3093M 1200x600x 18.......... 5188M
1500x600x 18.......... 5187TM (9]
=
©)
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 System Z - T-Bar -
SYSTEMS Prelude 24 Sixty2 XL2/TLS Prelude 24 Sixty? XL2 /TLS Interlude HRC XL? System Z - Z-Bar D
Silhougtte 6mm XL2 System Z Corridor - T-Bar 1
System Z Corridor - Z-Bar o
COLOURS (9]
—
<C
oC
Global White Ll
=
SUSTAINABILITY N =
o
- oW EN 13964
16-79' E1
' Depends on thickness, edge detail and size of tile.
ACOUSTICS i =
\-\ i A
ENISO10848-2  ENISO1403  ENISO354
&ENISO 771 - &ENISO717-1 - &ENISO 11654 Hz oy
Dnw Rw oy Class ~ NRC 125 250 500 1000 2000 4000
* Board, Tegular, MicroLook 90 (15mm) 25 dB 12dB 0.95 A 09 045 080 095 090 1.00 1.00
* Board, MicroLook 90 (18 mm) 25dB 10dB 0.95 A 09 050 085 095 090 1.00 1.00
e SL2 27dB 0.95 A 090 @ 045 085 095 09 095 1.00
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ 123
¥
OTHER ] 85% 95% RH? IS0 5 30YEAR
PERFORMANCES il B T M
& FEATURES guarantee READY
1SO 14644-1
N =0.036 WmK ol 24 kgt
(15 mm) (15 mm)
N =0.037 W/mK m 2.9 kg/m?
Enizser (18 mm) (18 mm)
2150 8301 3.3 kg/m? —
(Planks) zZ
d
2Except 5177M and 5178M (70% RH).
CUSTOM OPTIONS

-

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 96
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PERIA OP 100 £

PERLA OP 1.00 is a fully G2C Bronze certified range with a smooth laminated finish and offers the
highest level of sound absorption (1.00 Qty), making it ideal for open plan areas.

Key features Application areas
¢ Excellent sound absorption: 1.00 Oty Ideal for open spaces (call centres,
¢ Good light reflectance: 85% libraries, cafeterias...).

* Better finish and more durable edges
¢ C2C Bronze certified / ISO 5/ A+

- Y
P

OFFICE - RFI Radio (FR)
PERLA OP 1.00 MicroLook 90

B T



PERLA OP 100 B8

LLl
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 —
I =
=
THICKNESS (mm) 20 20 20 <C
MODULES (mm) BOOXB00 ... eeeeeeeranannnnn, 3861M © BOOXB00 ... oeeveeeereeaeannnns 3866M © BOOKBO0 ... ..veeeereaeaeannns 2097M E
B75XB75 ..t 3862M © B75X675 ..ttt 3867M © B75X675 ..ttt 2008M
1200X600 ...t 3863M S
=
w
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 w
SYSTEMS Prelude 24 Sixty? XL2 /TLS Prelude 24 Sixty? XL2/TLS Interlude HRC XL? =
Silhouette 6Bmm XL (@)
—
COLOURS D
—
o
Global White @D
—
<C
SUSTAINABILITY ca n n o
cradletocradie ' % ‘ ' V‘ @ LIJ
[ eronzz | - o - - EN 13964 =
20 E1 f—
=
ACOUSTICS ~
ML
ENISO 10848-2 :  ENISO 140-3 EN ISO 354
&ENISO717-1 | &ENISO 717-1 : &ENISO 11654
Hz ap
Dnfw Rw oy Class i NRC | 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 90 25dB 12dB 1.00 A 095 050 085 095 095 100 1.00
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ 123
@1
OTHER 1 85% 95% RH 741505 YEAR
| | / 4
PERFORMANCES st BIM
& FEATURES ! + guarantee READY
1SO 14644-1
“ A =0.037 W/mK 2l 3.1 kg/m? a
EN 12667
&1S0 8301
CUSTOM OPTIONS .I I
Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 98
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OFFICE - PERLA dB MicroLook 90

PERLA dB is a fully C2C Bronze certified range with a smooth laminated finish providing enhanced
sound attenuation performance for improving the privacy between adjacent spaces.

Key features Application areas
¢ Excellent level of sound attenuation: Ideal for individual offices.
up to 43 dB

¢ High recycled content: 64%

¢ High light reflectance: 86%

* Better finish and more durable edges
¢ C2C Bronze certified / ISO 5/ A+

. _________=- |



PERLA dB B8

LI
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 SL2 —
I =
T =/
| o
2 w’ 24 ) © ,, L) 5 ;-D.L_E'”J; “__‘z'l_xl_‘i / NJ_EJ_@'J: Q
aiLE ﬂs- + =
L / iJr'“_—h <<
©of 14 ©of 124
e = = T
l_
THICKNESS (mm) 19 19 19 19 O
MODULES (mm) 600X600................ 3191M © 600x600................ 3192M © 600X 600............... 2095M © 1500x300............... 3797M &)
B75X675. ... 2096M © 1800x300............... 3798M =
2500X300. ... ..covn aroam - D
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 System Z - T-Bar 2]
SYSTEMS Prelude 24 Sixty2 XL2/TLS Prelude 24 Sixty? XL2 /TLS Interlude HRC XL? System Z - Z-Bar =
Silhouette 6mm XL? System Z Corridor - T-Bar (@)
System Z Cortidor - Z-B, —_
ystem Z Corridor - Z-Bar =
D
COLOURS 1
o
(9p)]
Global White 1
=
SUSTAINABILITY N N L
cradlefocradie '- %.‘ ' V ‘ Z
[ ooz | - o N 13964 =
o =
ACOUSTICS =
ENISO 108482 ENISO140-3 ~ ENISO 354
&ENISO717-1 - &ENISO717-1 - &ENISO 11654 Hz ap
Dnfw Rw Oy Class i NRC 125 250 500 1000 2000 4000
¢ Board, Tegular, MicroLook 90 41dB 21dB 0.60(H) C 0.65 0.30 0.40 0.55 0.70 0.85 0.95
e SL2 43dB - 0.50(H) D 050 i 030 035 040 060 070 080
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ123
Y
OTHER o 86% 95% RH 17/ IS0 5 30YEAR
PERFORMANCES ” S system B I M
& FEATURES ' + guarantee READY
IS0 14644-1
“ A =0.067 W/mK a0 76 kg/m? E %
EN 12667
4150 8301 E
CUSTOM OPTIONS

L

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.
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|
PERLA OP dB

PERLA OP dB combines the smooth Perla laminated appearance with the highest levels of sound
absorption and sound attenuation in one tile, providing a solution for flexible working spaces.

Key features Application areas

* PERLA OP dB includes a large selection of Language room, libraries.
sizes and quality edge details enhancing the
durability

* The best acoustical combination of high
sound absorption and high sound attenuation
properties

OFFICE - Swedbank Customer Service Center (LT)
PERLA OP dB Tegular




PERLA OP dB B8

EDGE DETAIL BOARD TEGULAR MICROLOOK 90 %
<C
— m e =
i ) ua' no‘ U Z
24 f24] 5 5 }<_(
THICKNESS (mm) 40 40 40 2
MODULES (mm) B00X600 ......cevveieie 5044M © 600600 ...........ovviinnnnn 5104M - 600Xx600 .........covviiiiiiiian 5114M [p)
1200600 .......covii 5045M =
O
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 —
SYSTEMS Prelude 24 Sixty? XL2 /TLS Prelude 24 Sixty? XL2 /TLS Interlude HRC XL2 D
Silhouette XL2 1
o
COLOURS (dp]
—
<C
Global White oC
Ll
=
SUSTAINABILITY —
% =
EN 13964
ACOUSTICS =
MED
ENISO 108482 ENISO140-3 = ENISO354
&ENISO 7171 - &ENISO717-1 | &ENISO 11654 Hz ap
Dnfw Rw Oy Class NRC 125 250 500 1000 2000 4000
Board / Tegular / MicroLook 90 40 dB 20dB 0.90 A 0.85 0.35 0.60 0.90 1.00 1.00 1.00
FIRE REACTION EEA Euroclass A2-s1, d0
EN 13501-1
Qz
OTHER ] 85% 95% RH 1741805 30YEAR
PERFORMANCES /\ S BIM
& FEATURES ! + gugrantee READY
1S0 14644-1
“ N=0037WmK - [T 6.2 kg/m?
EN 12667
41508301
CUSTOM OPTIONS

i)

Colours

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 102
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OFFICE - DUNE eVo

™

Dune ev0

NEW BEGINNINGS cradiefocradie

In every sector from transport to retail, and in every environment from hotels and hospitals to schools
and workplaces, Dune eVo is designed to meet all your project needs. Dune eVo is 100% recyclable
for never ending value and Cradle to Cradle Certified™ to meet your sustainability targets.

Key features * Enhanced acoustical absorption performance

¢ Improved aesthetics with discreet perforations, of 0.60 a, for better acoustic comfort
a smoother finish and a class-leading, fully pain- ¢ Mix and match modules for increased flexibility
ted whiteness and a more complete project solution

* Fully painted, reinforced edges for a more ¢ First tile and grid system to gain C2C certification
robust tile and greater durability ¢ 30 year system warranty

¢ Easy to handle and re-engineered for a better,

Application areas
Ideal for every space.

- R e M D A e e T I N S R AR R e

easier fit



Dune evo

NEW BEGINNINGS
LL]
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 —
= - -l =
T 2] 11| <5 “ ﬁ
s _is]_ Q
=
THICKNESS (mm) 15 15 15 <C
I
MODULES (mm) B00XBO0 ... ..o 5460M : 600X600 .......ccvvniiiiiii 5462M © B00X600 . ... ..vii 5464M —
1200X600 ... 5461M = 1200600 ...\ 5463M © 1200X600 ......oiiiiiiie e sism - O
O
SUSPENSION Prelude 24 XL¥TLS Prelude 24 XL2/TLS Interlude HRC XL? %
SYSTEMS Prelude 24 Sixty? XL2/TLS Prelude 24 Sixty? XL2/TLS Silhouette 6 mm XL2
Prelude 15 TL/XL? !
(9]
=
COLOURS @)
—
Global White 3
o
SUSTAINABILITY (dp]
2N N =
e \AA <
“ 0
ACOUSTICS =
# F =
-\\
EN ISO 10848-2 EN ISO 354
&ENISO 717-1 : &ENISO 11654 Hz op
Dnfw Oly Class NRC 125 250 500 1000 2000 4000
Board /Tegular / MicroLook 90 34dB 0.60 C 0.50 0.40 0.40 0.60 0.55 0.55 0.50
FIRE REACTION EEA Euroclass A2-s1, d0
EN 13501-1
Q/
OTHER 1 85% 99% RH — I.IFET'ME
PERFORMANCES /\ . 4 i B 1M
& FEATURES ! 2 READY
X = 0.060 W/m K a0 =36 ky/m? 0YEAR
system
guarantee
EN 12667
&1S0 8301
CUSTOM OPTIONS D .I |
Colours' Dimensions
' See Colortone range.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.
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Dune ev0 MAX

NEW BEGINNINGS

8

ﬁ

e r - 3 a

TS |

----------

cradlefocradle

DUNE eVo MAX with its microperforated, finely sanded surface, offers improved levels of sound
absorption and sound attenuation, making it a great choice for classrooms and other areas requiring

Class C sound absorption.

Key features

¢ Improved aesthetics with discreet perforations, a
smoother finish and a class-leading, fully painted
whiteness

* Fully painted, reinforced edges for a more robust
tile and greater durability

* Easy to handle and re-engineered for a better,
easier it

* Balanced acoustic with sound absorption

of 0.65 a,, and sound attenuation of 35 dB
o First tile and grid system to gain C2C certification
* 30 year system warranty

Application areas
Ideal for classrooms and general teaching conditions.

EDUCATION - DUNE eVo MAX

- y
|
5 L



Dune evo MAX

NEW BEGINNINGS

EDGE DETAIL BOARD TEGULAR MICROLOOK 90
T | (I B
THICKNESS (mm) 18 18 18
MODULES (mm) B00X6B00 . .....vevieee e 5471M = B00X6B00 .. ... 5473M ¢ B00X600 ... ...t 5475M
1200600 ..o 5472M
SUSPENSION Prelude 24 XL*/TLS Prelude 24 XL*TLS Prelude 15 TL & XL?
SYSTEMS Prelude 24 Sixty? XL¥TLS Prelude 24 Sixty? XL¥TLS Interlude HRC XL?
Silhouette XL2
COLOURS
Global White
SUSTAINABILITY "“ "‘/“
%
- W ( K 4 EN 13964
46
ACOUSTICS =
ME[N
ENISO354  ENISO10848-2  ENISO 140-3
&ENISO 11654 | &ENISO717-1 | &ENISO 747-1 Hz ap
ay Dnfw Rw Class =~ NRC 125 250 500 1000 2000 4000
Board /Tegular / MicroLook 90 0.65 35dB 17dB C 0.60 035 045 060 065 070 065
FIRE REACTION EEA Euroclass A2-s1, d0
EN 13501-1
Q/

OTHER ] 85% 99% RH LIFETIME
PERFORMANCES /\. Quarartee BIM
& FEATURES - READY

N\ =0.060 W/m K ol 43kg/m? 0YEAR

m‘ system
guarantee
EN 12667
4150 8301

CUSTOM OPTIONS

E

Dimensions

MINERAL SOLUTIONS - SMOOTH AND WHITE

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 106



Du ne evio dB OFFICE - DUNE eV DB

NEW BEGINNINGS

The higher attenuation performance of DUNE eVo dB offers a perfect solution for improving the privacy
between adjacent spaces. Whilst the class-leading whiteness helps to create spaces that are brighter
and better, and which offer a greater sense of well-being for your customers.

Key features * Fully painted, reinforced edges for a more

¢ Excellent sound attenuation (39 dB sound robust tile and greater durability
reduction) to eliminate the need for sound ¢ Easy to handle and re-engineered for a better,
barriers in close office applications easier fit

¢ Enhanced acoustical absorption performance
of 0.60 a,, for better acoustic comfort Application areas

* Improved aesthetics with discreet perforations,  Ideal for individual offices.

a smoother finish and a class-leading, fully
painted whiteness

or RO TN Ny .



Dune evo dB

NEW BEGINNINGS

EDGE DETAIL BOARD TEGULAR MICROLOOK 90
jjz o
24 24 w; = 5 m"lﬂ‘j’
THICKNESS (mm) 19 19 19
MODULES (mm) B00XB00 ... ... 5477TM = B00X600 .........evvvviiiiiiiinnn. 5479M ¢ 600X 600 ... ... 5481M
SUSPENSION Prelude 24 XL*/TLS Prelude 24 XL*TLS Prelude 15 TL & XL2
SYSTEMS Prelude 24 Sixty? XLY/TLS Prelude 24 Sixty? XLY/TLS Interlude HRC XL2
Silhouette 15 XL?
COLOURS
Global White
SUSTAINABILITY "“ "./“
%
- oW - EN 13964
37

ACOUSTICS =

SN E4EQ

ENISO354  ENISO10848-2  ENISO 140-3
&ENISO 11654 - &ENISO717-1 ~ &ENISO 7471 Hz ap
oy Dhiw Rw Class ~ NRC 125 250 500 1000 2000 4000
Board /Tegular / MicroLook 90 0.60 39dB 20dB C 055 @ 035 040 060 065 075 0.65
FIRE REACTION EEA  Euroclass A2-s1, d0
EN 13501-1
¥
OTHER o] 85% 95% RH 30YEAR
PERFORMANCES /\ p BIM
& FEATURES ! guarantee READY
“ N =0.067 W/mK ol 79 kg/m®
EN 12667
&1S0 8301

CUSTOM OPTIONS

1

Dimensions

MINERAL SOLUTIONS - SMOOTH AND WHITE

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 108



OFFICE - De Meers Office (BE)
| E R RA P SIERRA OP Board

SIERRA OP is a cost effective laminated mineral tile offering a smooth white appearance combined
with Class A acoustic performance.

Key features Application areas

¢ High level of sound absorption: Ideal for open spaces (call centres,
up 0 0.90 Oy libraries, cafeterias...).

* | ong-lasting solution, easy to clean

*ISO5




SIERRA OP B8

L]
EDGE DETAIL BOARD TEGULAR MICROLOOK 90 SL2 —
ﬁ] I
I o =
24 ;T;F.;I]\t ww w: 5 lt_ﬁ:]; ‘4}7 /?‘l IZOE + @©f [18 /m 24 Q
124 - +H 124 120] & B =
THICKNESS (mm) 15/17 15 15/17 17 <<
T
MODULES (mm) 600x600x15.......... 4115M - 600x600x15........ 4200M - 600x600x15........ 4202M : 1500x 300X 17 ..ot 4404M —
675x675x15.......... 4116M © 675x675x15......... 4201M - 675x675x15........ 4203M : 1800x 300X 17 ....ovevviieinn 4405M O
1200x600x15......... 4117M © 1200x600x15.. ... ... 4205M - 1200x600x15....... 4204M O
600x600x17......... 3780M : 600x600x17........ 4400M - 600x600x17........ 4402M
1200x600x17........ 3781M : 1200x600x17........ 4401M  © 1200x600x 17....... 4403M =
1500 x 600 x 17 ........ 3782M o
1800x600x17........ 3796M ,
(7p]
=
SUSPENSION Prelude 24 XL2/TLS Prelude 24 XL2/TLS Prelude 15TL / XL2 System Z - T-Bar @)
SYSTEMS Prelude 24 Sixty? XL2 /TLS Prelude 24 Sixty? XL2 /TLS Interlude HRC XL? System Z - Z-Bar —_
Silhouette 6mm XL2 System Z Corridor - T-Bar —
System Z Corridor - Z-Bar - )
—
COLOURS ©)
(9p)]
—
Global White é
L
SUSTAINABILITY A =
k) &) =
- o EN 13964
14-79' E1
'Depends on thickness, edge detail and size of tile.
ACOUSTICS - x
\-\ i N
ENISO 108482 = ENISO140-3 | ENISO354
&ENISO717-1 ~ &ENISO717-1 | &ENISO 11654 Hz ap
Dniw Rw oy Class = NRC 125 250 500 1000 2000 4000
* Board, Teguar, MicroLook 90 (15mm) = 25dB 12dB 0.90 A 0.85 0.45 0.75 0.85 0.85 1.00 1.00
* Board, Teguar, MicroLook 90 (15mm) =~ 27 dB 11 dB 0.90 A 0.85 0.50 0.75 0.85 0.85 1.00 1.00
e 812 29dB - 0.90 A 0.85 050 075 08 08 100 1.00
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ 123
¥
OTHER e 84% 95% RH? 30YEAR
& FEATURES guarantee READY
1SO 14644-1
A =0.036 WmK ol 24 kgt
(15 mm) (15 mm)
A\ =0.037 W/m K m 3.2 kg/m?
enizey (17 mm) (17 mm)
&1S0 8301 E
SExcept 4204M & 4205M = 70%RH
CUSTOM OPTIONS

-+

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 110



OFFICE - Head Office SIMOBIL (SI)
OPTIMA Vector

OPTIMA has a fine textured surface and offers Class A sound absorption in a large variety of size,
thicknesses and edge details.

Key features Application areas
¢ Excellent sound absorption: 1.00 Oty Ideal for open spaces (call centres,
* High light reflectance: 87% libraries, cafeterias...).

¢ Painted edges
¢ Excellent mechanical strength (fibre glass
fleece at the back)

1+ LR R A RV TN W)U A AR



OPTIMA B8

LL]
EDGE DETAIL BOARD TEGULAR 90 MICROLOOK 90 VECTOR —
[ﬁ ]%?E =
& i L E‘_Zi A O
=
THICKNESS (mm) 15/20/25 15/20/25 15/20/25 22 <<
MODULES (mm) 600x600x15............ 2327TM 600x600x15............ 2329M - 600x600x15........... 2331M - 600x600................ 2387TM lj_:
1200x600x15........... 2328M 1200x600x15........... 2330M © 1200x600x15.......... 2332M © 1200x600............... 3413M O
600x600%x20............ 2335M 600x600x20............ 2349M © 600x600x20........... 2363M
1800x600x20........... 2337M 600x600x25............ 2381M © 1200x600x20.......... 2364M O
1200x1200x20.......... 2338M 1200x1200x20.......... 2352M © 1200x1200x20......... 2366M E
600x600x25............ 2379M 600x600x25........... 2383M D
SUSPENSION Prelude 24 XL?/ TLS Prelude 24 XL2/ TLS Prelude 15TL / XL2 Prelude 24 XL*TLS (dp)
SYSTEMS Prelude 24 Sixty? XL2/ TLS Prelude 24 Sixty? XL?/ TLS Interlude HRC XL? Prelude 24 Sixty? XL¥TLS =
Silhouette 6Bmm XL (@)
—
COLOURS 3
o
(9]
Global White |
<C
(am
Ll
SUSTAINABILITY N —
' % ‘ It j—
- oW EN 13964 2
m” E1
ACOUSTICS - x
ENISO 10848-2 : ENISO 140-3 ENISO 354
&ENISO717-1 : &ENISO 717-1 : &ENISO 11654 Hz ap
Dnfw Rw oy Class : NRC 125 250 500 1000 2000 4000
¢ Board, Tegular 90, MicroLook 90 (15 mm) 7dB 0.90(H) A 0.90 0.35 0.75 1.00 0.80 0.90 0.95
* Board, Tegular 90, MicroLook 90 (20 mm) 0.95(H) A 0.95 0.40 0.80 1.00 0.85 1.00 1.00
¢ Board, Tegular 90, MicroLook 90 25 mm) 24 dB 1.00(H) A 1.00 0.50 0.85 1.00 0.95 1.00 1.00
*\lector 1.00(H) A 0.95 0.35 0.80 1.00 0.90 1.00 1.00
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM2(G1,V2,D1,T1)
EN 13501-1 FZ123
Qz
OTHER 95% RH J0YEAR B I M
PERFORMANCES system
& FEATURES guarantee READY
o .‘ a
EN 12667 1.5 kg/m? (15 mm)
418081 2.0 kg/m? (20 mm)
2.8 kg/m? (22 mm)
2.5 kg/m? (25 mm)
CUSTOM OPTIONS

-+

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 112



NEEVA

The smooth laminated finish of the NEEVA products combines Class A sound absorption

and aesthetics.
Key features Application areas
¢ Excellent sound absorption: up to 1.00 Oty Ideal for open spaces (call centres,
¢ Painted edges to improve the mechanical libraries, cafeteria...).
strength

* Fibre glass fleece on the back to add strength

OFFICE - Dutch Technology (NL)
NEEVA Board 1200 x 1200 mm




NEEVA B8

EDGE DETAIL BOARD TEGULAR 90 MICROLOOK 90 Ll
—
| (I B T
Ex = Ha— = JF# =
- - [
THICKNESS (mm) 15/18 18 18 <ZE
MODULES (mm) 600Xx600X15 .. ..ovveeii i 2691M © B00X600 ... ....ovveiiiiiieeaa 2414M © 600X 600 .. ... cevveeeiiiie 2423M T
1200 X600 X 15, . ..o 2602M 0 B75X675 ..t 2418M - B75XB75 it 2427TM —
600x600X18 ..o 2404M 1200X600 ..o 2415M - 1200600 ........ovii 2424M O
B75X675X18. ..o 2409M 1200x1200 .. ..o 2416M
1200X 600X 18. .. ....'veee 2405M O
1200 x 1200 X 18. ..o vvv v 2406M =
1800x300x18. ..o vvev i 2408M [@p)
1800 x 600X 18. .. ..ovvvvie i 2407TM .
1350 x 600X 18. . ..o 2410M
1350 X 675X 18. ..o 2411M (dp]
=
o
SUSPENSION Prelude 24 X2/ TLS Prelude 24 X2/ TLS Prelude 15TL / XL? S
SYSTEMS Prelupe 24 CR/ TLS Prelude 24 Sixty? XL?/ TLS Interlude HRC XL? ]
Prelude 24 Sixty? XL2/ TLS Silhouette 6mm XL o
COLORTONE NEEVA w
COLOURS —
<C
oC
L
Global White Black (BK) Cement (CG) Navy (NY) Metal (MT) =
=
SUSTAINABILITY
EN 13964
ACOUSTICS -
= EN
EN 20140-9 EN ISO 140-3 EN ISO 354
&ENISO7171 - &ENISOT717-1  &EN ISO 11654
Hz o P
Dnew Rw oy Class - NRC 125 250 500 1000 2000 4000
¢ Board (15 mm) - 7dB 1.00 A 0.95 0.40 0.90 1.00 0.90 1.00 1.00
¢ Board (18 mm) 24dB - 1.00 A 0.95 0.40 0.85 1.00 0.90 1.00 0.95
¢ Tegular 90, MicroLook 90 27dB - 0.90 A 0.85 0.40 0.75 0.85 0.85 0.95 0.95
FIRE REACTION EEA Euroclass A1 RUS  KM1(G1,V1,D1,T1)
EN 13501-1 FZ123
@z
OTHER 82% 95% RH JYEAR M
PERFORMANCES system B I
& FEATURES gugrantee READY
A=0.033W/mK @1 1.2kg/m* Board (15 mm)
1.3 kg/m? Board (18 mm)
m‘ 2.5 kg/m?Tegular 90 & MicroLook 90 (18 mm)
EN 12667
&1S0 8301
CUSTOM OPTIONS

-

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 114
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PLAIN

The smooth and white surface of PLAIN meets today’s trends for cleaner finishes whilst maximising

light reflectance.
Application areas

Key features
* High light reflectance: 87% Ideal for retail environments.
* Energy savings due to high level of
light reflectance
¢ Good sound attenuation

115 Y 7~ 7 B

RETAIL - Rostock (DE)
PLAIN Board




PLAIN B8

LI
EDGE DETAIL BOARD TEGULAR MICROLOOK —
=
- =
THICKNESS (mm) 15 15 15 <C
MODULES (mm) B00XB00 ... ... 9587M © 600X 600 .......eeias 9589M © B00XB00 ..........o'aa 9590M E
1200X600 ... 9588M O
O
=
w
SUSPENSION Prelude 24 X2/ TLS Prelude 24 XL?/ TLS Prelude 15TL / XL2 '
SYSTEMS Prelude 24 Sixty? XL2/ TLS Prelude 24 Sixty? XL2/ TLS Interlude HRC XL2 [dp)
=
COLOURS o
—
D
—
Global White O
(dp]
—
<C
SUSTAINABILITY A\ N o
' % ' ve I Ll
- o - . EN 13964 Z
33-40 E1 _—
"Depends on thickness, edge detail and size of tle, =
ACOUSTICS i :
-\\
ENISO 108482 ENISO 354
&ENISO 7174 | &ENISO 11654 Hz ap
Dinfw oy Class - NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 35dB 0.20(L) E 0.20 0.30 0.25 0.15 0.15 0.25 0.30
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1(G1,v1,D1,T1)
EN 13501-1 FZ123
@/
OTHER e 87% 95% RH J0YEAR B I M
PERFORMANCES . system
& FEATURES — guarantee READY
a1 =35 kg/m?

“ A =0.060 W/m K

EN 12667
&180 8301

iy

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.
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FINE FISSURED

The non-directional FINE FISSURED surface provides a cost effective solution for providing

Class C sound absorption.
Key features Application areas
* Good sound absorption: 0.60 (H) Oty Ideal for circulation areas, meeting

rooms etc.

OFFICE
FINE FISSURED Tegular

I




FINE FISSURED B8

EDGE DETAIL BOARD TEGULAR MICROLOOK %
w
124 F sl el S
15
1
THICKNESS (mm) 15/19 15 15 N
MODULES (mm) B00XB00XT5 ... 9121M = 600X 600X 15 ... 9122M  © 600X 600 ... ... QoM =2
1200X 600X 15.....ovvve e 9120M : 600XxB600X19 ....covviii i 5162M @)
B00XB00X19 ... 5161M I:
oD
—1
SUSPENSION Prelude 24 X2/ TLS Prelude 24 XL2 / TLS Prelude 15TL / XL2 O
SYSTEMS Prelude 24 Sixty? XL2/ TLS Prelude 24 Sixty? XL2/ TLS Interlude HRC XL2 w
—1
<
COLOURS COLORTONE FINE FISSURED oc
L
=
Global White Black (BK)' E
"Only available for 9121M (Board square tile).
SUSTAINABILITY 0N
o
- . EN 13964
39-51
2Depends on thickness, edge detail and size of tile.
ACOUSTICS
S ; E :
ENISO 108482 ENISO 354
&ENISO717-1  &ENISO 11654 Hz oy
Dnfw oy Class 125 250 500 1000 2000 4000
* Board, Tegular, MicroLook (15 mm) 34 dB 0.60(H) C 0.40 0.40 0.55 0.75 0.75 0.75
¢ Board, Tegular (19 mm) - 0.70 C 0.35 0.45 0.70 0.75 0.85 0.80
FIRE REACTION EEA Euroclass A2-s1, d0 RUS  KM1(G1,v1,D1,T1)
EN 13501-1 FZ123
OTHER 85% 95% RH 30YEAR
PERFORMANCES il BT M
& FEATURES guarantee READY
\ =0.060 W/m K ol =34 kg/m?
EN 12667
&1S0 8301
CUSTOM OPTIONS .I I

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 118
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GRAPHIS

The GRAPHIS range offers a smoother plaster-like finish combined with subtle geometric
patterns and a unique curved MicroLook edge detail.

OFFICE - BDO Rotterdam (NL)
GRAPHIS Mix A

Key features Application areas
o \ery high light reflectance: 92% deal for reception areas,
¢ Available in MicroLook edge detail shops or conference rooms.

¢ High recycled content: 52%

S R Wm0 S



GRAPHIS 8

LLl

EDGE DETAIL MICROLOOK =

|_

<C

. an

Tl O

O

THICKNESS (mm) 17 %
MODULES (mm) 600 x 600...9900M - ........... 9901M ...l R20M L. 921M ..l 9R2M <. 9Q23M ..l 9224M I

w

=

SUSPENSION @)

SYSTEMS Prelude 15TL / XL? —

>

—

PATTERNS PUNTOS CUADROS LINEAR NEOCUBIC DIAGONAL MIX A MIXB (@)

(90}

—

<<

oC

L

=

=

SUSTAINABILITY 'o,“ VA Y
AR wa
52
ACOUSTICS

EN201409 = ENISO354
&ENISO 7171 & ENISO 11654 Hz ap

Dnew Qy Class - NRC 125 250 500 1000 2000 4000

MicroLook 36 dB 0.15(L) E 015 035 020 010 010 015 025

FIRE REACTION EEA Euroclass A2-s2, d0 RUS  KM1(G1,V1,D1,T1)
&’ EN 13501-1 FZ 123

OTHER —— 0% 70% RH
PERFORMANCES /\.
& FEATURES -

“ A=0060WmK = [TaYRl 65 kg/m?

EN 12667
&180 8301

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 120
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COLORTONE RANGE

COLORTONE offers a simple way to play with colours in ceilings,
available in DUNE eVo or NEEVA surfaces to suit your acoustic requirements.

Key features Application areas
* 3 edge details available (DUNE eVo) Ideal for cafeterias, cinemas, theatres.
¢ Excellent acoustical absorption:

1.00 Oty (NEEVA)

LEISURE - Uttoxeter Cinema (UK)
COLORTONE NEEVA Black




COLORTONE NEEVA B8

L1l
EDGE DETAIL BOARD -~
l_
<C
:ﬂ: aw
e O
O
THICKNESS (mm) 15 %

MODULES (mm) 600x600................. 2695DBK . ... 2695DCG. ..o 2695DNY ... 2695DMT \
1200x600................ 2696MBK. ... 260BMCG. ..o 2696MNY . ... 2696MMT 1)
=
o
SUSPENSION Prelude 24 XL2/ TLS |:
SYSTEMS Prelupe 24 CR/ TLS -
Prelude 24 Sixty? XL2/ TLS |
o
COLOURS (9]
—
T

Black (Bl Cement (CG Navy (N Metal (M
lack (BK) ement (CG) vy (NY) etal (MT) L
=
=
SUSTAINABILITY N
%
e
20

ACOUSTICS =
N EAFS

EN 20140-9 ENISO 140-3 : ENISO 354

&ENISO717-1  &ENISO 7171 &ENISO 11654 Hz ot
Dnew Rw oy Class NRC 125 250 500 1000 2000 4000
Board 15 mm - 7dB 1.00 A 0.95 0.40 0.90 1.00 0.90 1.00 1.00
FIRE REACTION EEA  Euroclass A1 (Black, Navy) RUS  KM1(G1,v1,D1,T1)
Euroclass A2-s1,d0 (Cement) FZ 123
Q’ Euroclass A2-s2,d0 (Metal)
EN 13501-1
OTHER A =0.033W/m K 95% RH B 1.2 kg/m? 0YEAR
PERFORMANCES m‘ system BIM
& FEATURES P e ADY
EN 12667
&1S0 8301
CUSTOM OPTIONS

-

Colours' Dimensions

"Prelude suspension systems are available in following standard colours:
Black (BK), Silver Grey RAL9006 (SG), Brass (BS), Chrome (CE), White RAL9010 (WR).
A choice of over 180 RAL colours is available as a special order.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 122



2 COLORTONE FINE FISSURED

123

EDGE DETAIL BOARD
|24
THICKNESS (mm) 15
MODULES (mm) BOOXB00 ... .oeveeeeeean 9121MBK
SUSPENSION Prelude 24 X2/ TLS
SYSTEMS Prelupe 24 CR/ TLS
Prelude 24 Sixty? XL?/ TLS
COLOURS
Black (BK)
SUSTAINABILITY N N
XY ve
- o - o EN 13964
51

ACOUSTICS

S % :

ENISO 10848-2 0  ENISO 354

&ENISO 717-1 | &EN SO 11654

Hz o P
Dnfw oy Class ~ NRC 125 250 500 1000 2000 4000
Board 15 mm 36 dB 0.60 (H) C 0.60 0.40 0.40 0.55 0.75 0.75 0.75
FIRE REACTION EEA  Euroclass A2-s1, dO RUS  KM1 (G1,V1,D1,T1)
¢/ EN 13501-1 FZ123

OTHER A =0.060 W/m K 95% RH 0YEAR
PERFORMANCES il B T M
& FEATURES guarantee READY

EN 12667

&180 8301 N 34 kg/m2

[

CUSTOM OPTIONS D

Colours'

"Prelude suspension systems are available in following standard colours:
Black (BK), Silver Grey RAL9006 (SG), Brass (BS), Chrome (CE), White RAL9010 (WR).

A choice of over 180 RAL colours is available as a special order.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.



COLORTONE DUNE eVo 8

EDGE DETAIL BOARD TEGULAR 90 MICROLOOK 90

L]
=
—
E N =
of = o m# 24
124 J el ! 5 j%]: O
O
THICKNESS (mm) 15 15 15 %
MODULES (mm) 600X600 ......ovvviiiiiet 5460MCA © 600Xx600.........vvvvvvnennnnns 5462MCA - 600X600 ..........ovvvvinannnn 5464MCA !
1200x600 ......ovveii 5461MCA - 600Xx600 .........cccvvvvvennnnss 5462MPN - 600X600 .........ccvvvvvinainn 5464MPN
600X600 ......ovvviiiiie 5460MPN = 600Xx600 .........ccevvvvniennnnns 5462MBT @ 600Xx600 .........covvvvvnennnnns 5464MBT 2
1200x600 .....covveiie 5461MPN =
BO0XB00 ... ..o, 5460MBT @)
1200x600 .....covveiie 5461MBT |:
)
SUSPENSION Prelude 24 XL? / TLS Prelude 24 XL? / TLS Prelude 15TL / XL? —I
SYSTEMS Prelude 24 Sixty? XL2/ TLS Prelude 24 Sixty? X2/ TLS Interlude HRC XL2 o
Silhouette 6mm XL2 (dp]
—
COLOURS <C
oC
L
Carrara (CA) Platinium (PN) Blue Mountain (BT) =
=
SUSTAINABILITY n
XY
( X
m

ACOUSTICS

ENISO 10848-2 :  ENISO 354

&ENISO 717-1 : & ENISO 11654 Hza P
Difw @, Class NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 34 dB 0.60 C 0.50 040 040 060 055 055 050
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1 (G1,V1,D1,T1)
EN 13501-1 FZ 123
@,
OTHER Upto 72% 95% RH 0YEAR
PERFORMANCES /\. S system BIM
& FEATURES - & guarantee READY
“ o .‘ o E E
EN 12667
&1S0 8301
CUSTOM OPTIONS D .| |

Colours' Dimensions

"Prelude suspension systems are available in following standard colours:
Black (BK), Silver Grey RAL9006 (SG), Brass (BS), Chrome (CE), White RAL9010 (WR).
A choice of over 180 RAL colours is available as a special order.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 124



TECHZONE™

TECHZONE™ Ceiling system

cradlefocradie

The industry’s first easy-to-specify-and-install ceiling solution with integrated technical services is
available from Armstrong.

Key features Application areas

* Easily organise lighting, air diffusers and returns, Ideal for open spaces or individual
into 100mm and 150mm wide technical zones offices depending on the density of

¢ Compatible fixtures from our partner companies the tile.

* Integrates with standard, pre-engineered
Axiom Perimeter Solutions, Axiom Transitions,
Axiom Profiles and standard perimeter solutions

* Monolithic look using standard ceiling panels and
suspension systems

T F R TS



TECHZONE B8

w
EDGE DETAIL MICROLOOK 90 SL2 MICROLOOK 90 =
; O
}_
= D]
s . . —
Long sides Short sides O
THICKNESS (mm) Depends on the tile you choose. 17/19 D)
MODULES (mm) FIELD PANELS a
ULTIMA* PERLA ULTIMA* PERLA —
1200x600x19....... 7677TM 1200x600x17....... 5180M 1500x300x19....... 7706M 1500x300x17....... 5184M <C
1500x600x19....... 7703M 1500x600x 17 ....... 5181M 1800x300x19....... 7707M 1800x300x17....... 5185M s
ULTIMA* OP PERLA OP 0.95 EB
1200x600x20....... 7684M 1200 x 600 x 15/18... .. 5188M —
1500x600x20....... 7708M 1500x600x18....... 5187TM =
OPTIMA o
1200x1200x20...... 2366M
—1
<
(am
TECHNICAL PANELS L
ULTIMA* PERLA ULTIMA* OP PERLA OP 0.95 =
1200x100........ TZ7704M 1200x100........ TZ2612M 1200x100......... TZ7709M 1200x100......... TZ2618M —
1200x150........ TZ7705M 1200x150........ TZ2613M 1200x150......... TZ7710M 1200x150......... TZ2619M =
) OPTIMA
— Main Runners 1200%100......... TZ1715M
—— CrossTees 1200x150......... TZ3403M
Lights or Air diffusers (suggested location)
Layout option A Layout option B Layout option C Layout option D

For installation details, see our TechZone installation guide.

SUSPENSION
SYSTEMS Prelude 15 XL?
Full system G2C certified when using ULTIMA* / ULTIMA+ OP / PERLA / PERLA OP 0.95

SUSTAINABILTIS Other sustainability performances depend on the ceiling tile chosen. See each product page for detailed information.
ACOUSTICS
FIRE REACTION Performances depend on the ceiling tile chosen.

See each product page for detailed information.
OTHER
PERFORMANCES
& FEATURES
il XL lm ZUMTOBEL TROX recunik

The art of handling air

CUSTOM OPTIONS .I I

Dimensions Grid systems Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 126



ON-CENTER LINEAR LIGHTING
WITH XAL

Armstrong and XAL Lighting are making it easier than ever to create inspiring ceiling designs with
higher ceiling heights, zero plenum interference and on-center discontinuous layouts that provide
clean, modern aesthetics.

On-Center linear lighting with ULTIMA*+ OP
and XAL lighting

Key features

* Allows the new high-performance XAL LENO Zero Plenum LED luminaire to be installed from below
* Verified lighting parametrics and visuals - High-performance, energy-efficient LED lighting for any space
* Zero interference - Eliminates interference with mechanicals in the plenum

* Zero construction coordination - Install from below to speed construction

¢ Discontinuous on-center linear lighting layouts - Inspiring symmetry to match your building design

Application areas
Ideal for meeting rooms or open spaces.

- N T R —



ON-CENTER LINEAR LIGHTING B8

w
EDGE DETAIL MICROLOOK 90 =
) O
: —
>
O
THICKNESS (mm) 19 20 15 N
MODULES (mal ULTIMA* ULTIMA* OP PERLA OP 0.95 a
600%550.......cvviiiiii 7713M4 B00X550. . ..o 7714M4 600X550........covviii 5186M4 —
600x600........covveiaennnn 7674M4 600x600........cvvvvvivnennt 7685M4 600X 600........oeviiiiinnn 5179M4 <C
o
Special products available on request. )
i
DISCONTINUOUS DISCONTINUOUS DISCONTINUOUS DISCONTINUOUS =
Layout option A Layout option B Layout option C Layout option D —
| I | | | | —
I I I I | | | ‘ ~———— Main Runners é
| | ———Cross Tees with two center L
— — I _— light 100 mm slots
| | | | | ‘ ——— Cross Tees (1200 - 2400 mm) Z
— — — — Cross Tees (600 mm) 2
| | —— Cross Tees (550 mm)
For installation details, see our TechZone installation guide.
SUSPENSION
SYSTEMS Prelude 15 XL?
SUSTAINABILITY Full system C2C certified when using ULTIMA* / ULTIMA+ OP / PERLA OP 0.95
Other sustainability performances depend on the ceiling tile chosen. See each product page for detailed information.
ACOUSTICS
FIRE REACTION Performances depend on the ceiling tile chosen.
See each product page for detailed information.
OTHER
PERFORMANCES
& FEATURES
PARTNERS %l
CUSTOM OPTIONS

-

Dimensions

1]

Grid systems

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 128



SPECIFIC SOLUTIONS

HYDROBOARD (<100% RH)
CERAMAGUARD (100% RH)
NEWTONE (100% RH)

BIOGUARD (SO 5)

PARAFON HYGIEN (SO 4)
CLEAN ROOM FL (IS0 5)

SPECIFIC SOLUTIONS FOR SPECIFIC AREAS

* BIOGUARD for healthcare environments
The Bioguard treatment applied to mineral and metal
tiles provides good cleanability and resistance to
disinfectants as well as anti-microbial and clean room
performance.

* CORROSION RESISTANT GRID

Our corrosion resistant grid is galvanised and
organically coated in accordance with Durability -
Class of Exposure Class C (EN 13964: table 8). In
addition it has been tested for salt spray corrosion in
accordance with EN ISO 9227 and achieved over 700
hours resistance.

* PARAFON HYGIEN for clean rooms and
kitchens

Suitable for high pressure water cleaning and providing

high sound absorption the product is particularly

adapted to greasy and noisy environments such as

kitchens. The ISO 4 performance makes the product

suitable for clean rooms.

* HYDROBOARD for higher humidity areas
For solutions requiring higher than standard resistance
to humidity, Hydroboard is stable at humidities up to
100%.

L1 R T -—

* CLEAN ROOM FL for clean rooms

The surface and edges are sealed with a polyester film
which doesn't attract dust and can be washed regularly.
The product is suitable for ISO 5 clean rooms.

* CERAMAGUARD & NEWTONE for high
humidity areas

With a true 100% RH resistance, these products are

the ideal solution for swimming pools, shower areas,

toilets and areas subject to extremes of temperature

and humidity.

Note: For swimming pools and other potentially aggressive environments, there are many variables in the overall design that can impact the suitability of installed materials.

Please contact us or visit our website for further information.



BIOGUARD SOLUTIONS

BIOGUARD is a special treatment applied to Armstrong mineral and metal tiles which

provides protection against bio-contamination.

BIOGUARD SOLUTIONS
have the following benefits:

Good cleanablity and resistance to desinfectants.

They provide clean room performance.

They prevent the build-up of bacteria, mould and yeast.

There is no spread of chemicals in the air.

They are harmless for people, animals and plants.

They are effective during the life-time of the ceiling as long as the surface is intact.
The very smooth surface limits the accumulation of dust and micro-organisms.

* BIOGUARD ACOUSTIC Board is available with fully painted edges to provide the

best guarantee for a clean room environment.

* 100% RH performance for Metal BIOGUARD PLAIN when painted front and back.

Protection against Biocontamination

ISO Clean Room

Resistance to disinfectants

MINERAL GRID
BIOGUARD BIOGUARD METAL BIOGUARD METAL BIOGUARD CLEAN ROOM
PLAIN ACOUSTIC EXTRA MICROPERFORATED PLAIN Grid
Rg 0701
with PREMIUM B15
Category Category Category Category Category
HTM 60 Category 23456 2.3,4.5.6 23,456 11,2,3,4,5,6 2,3,4,5,6
Particle emission class? ISO 5 ISO 5 ISO 5 ISO 3 1SO 4
Material Mineral Mineral S “?'".er‘f" UEIE) Steel Aluminium
acoustic infill
Cleanin Washable with Damp rough texture Washable with High pressure® Washable with
9 a damp sponge sponge (medium pressure) a damp sponge water cleaning a damp sponge

Resistance
; to disinfectants

Quaternary Ammonium, Hydrogen Peroxide, Chlorine

' HTM 60 category 1 calls for a smooth, imperforate and jointless soffit. Where access is required Armstrong propose a Clip-In concealed grid ceiling with the joints filled with an appropriate

flexible silicone mastic to provide a ‘jointless’ solution.
2 Tested against ISO 14644-1.
® High pressure water cleaning solution is using METAL Clip-In Plain.

SPECIFIC SOLUTIONS
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HEALTHCARE - Trinity Biomedical Sciences Institute (IE)
BIOGUARD PLAIN (so5)

BIOGUARD PLAIN combines excellent cleanability and resistance to disinfectants.

Along with its antimicrobial performance it is an ideal solution for healthcare environments.

Key features Application areas

¢ Available in Plain surface with enhanced Ideal for healthcare environments with average
water repellency or severe risk of infection.

* High light reflectance: 87 %

¢ Washable

¢ Safe use with disinfectants

*1S05




BIOGUARD PLAIN (so 5

EDGE DETAIL BOARD TEGULAR MICROLOOK
124 £ K el s
15
THICKNESS (mm) 15 15 15
MODULES (mm) B00X600..... .o 2221M© B00X6B00. .. ... 2223M - 600X 600. ... . 2224M
1200X600. .. ..o 2222M
SUSPENSION Prelude 24 XL?/TLS Prelude 24 XL?/ TLS Prelude 15TL / XL2
SYSTEMS Prelude 24 Corrosive Resistant Clean Room 24 Interlude HRC XL?
Clean Room 24
COLOURS
Global White
SUSTAINABILITY N N
L AR e )
- o ( £ 4 EN 13964
37-40 E1
'Depends on thickness, edge detail and size of tile.
ACOUSTICS =
MNEIE
ENISO 10848-2 :  EN ISO 140-3 ENISO 354
&ENISO 717-1 | &ENISO 717-1 : & ENISO 11654 Hz o P
Dnw Rw oy Class = NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 35dB 19dB 0.20(L) E 0.20 0.40 0.25 0.15 0.15 0.20 0.30
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0 RUS  KM1(G1,V1,D1,TH)
EN 13501-1 FZ123
@,
OTHER ] 87% 95% RH 30YEAR
PERFORMANCES il B T M
& FEATURES — guarantee READY

ol =36kg/m

[})

“ \ =0.060 W/m K

EN 12667
&1S0 8301

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

SPECIFIC SOLUTIONS
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BIOGUARD ACOUSTIC (so )

BIOGUARD ACOQUSTIC combines excellent cleanability, resistance to disinfectants
and sound absorption. Along with its antimicrobial performance it is an ideal solution
for healthcare environments.

Key features Application areas

¢ Safe use with disinfectants Ideal for healthcare environments

* Enhanced water repellency: washable with average or severe risk of infection.
*1S05

¢ Enhanced sound absorption (X, 0.60(H))

HEALTHCARE - Jurasz University (PL)
BIOGUARD Acoustic




BIOGUARD ACOUSTIC (so )

180 14644-1

EDGE DETAIL BOARD TEGULAR MICROLOOK
15
THICKNESS (mm) 17 17 17
MODULES (mm) B00KB00. .. v 2549M 600X 600. ... . teeitaaiaannns 2551M © 600X 600. ... . 'eveeeeeaeaianannns 2552M
1200X600. ... 2550M
600x600 Jwith ................. 2703M
1200x600 Jedges ...........oen.. 2704M
SUSPENSION Prelude 24 XL2 /TLS Prelude 24 XL?/ TLS Prelude 15TL / XL?
SYSTEMS Prelude 24 Corrosive Resistant Clean Room 24 Interlude HRC XL?
Clean Room 24
COLOURS
Global White
SUSTAINABILITY Ay N
PR Y ve
- o ( ¥ 4
42
ACOUSTICS =
N EA B
EN SO 10848-2 :  EN ISO 140-3 EN1SO 354
&ENISO 717-1 : &ENISO 717-1 : & ENISO 11654 Hz ap
Drfw Rw ay Class = NRC 125 250 500 1000 2000 4000
Board, Tegular, MicroLook 36 dB 18 dB 0.60(H) C 0.60 0.35 0.40 0.50 0.70 0.85 0.90
FIRE REACTION ﬁ EEA  Euroclass A2-s1,d0 RUS KM (G1,V1,D1,T1)
EN 13501-1 FZ123
@z
OTHER e 85% 95% RH 1741805 17/ 30YEAR
PERFORMANCES s e el BIM
& FEATURES ! + .\+ quarantee READY

ol 4.5 kg/m?

/) e

“ A =0.060 W/m K

EN 12667
&180 8301

ooo
O
95030

W
\\“‘
W

Z
Z

CUSTOM OPTIONS .I I

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

SPECIFIC SOLUTIONS
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PARAFON HYGIEN (s0 4

PARAFON HYGIEN offers a winning balance of Class A sound absorption,
washability and hygiene performances.

Key features Application areas

¢ Suitable for high pressure water cleaning Ideal for kitchen and healthcare areas.

(max 80 bars)*
¢ Excellent sound absorption: 0.95 Oty

*1SO 4

e | U

HEALTHCARE - Kitchen
PARAFON HYGIEN




PARAFON HYGIEN (s0 4)

EDGE DETAIL BOARD
|24
THICKNESS (mm) 18
MODULES (mm) 600x600........... 9702M
1200x600.......... 9703M
SUSPENSION Prelude 24 XL2/TLS
u
SYSTEMS Prelude 24 Corrosive Resistant
Clean Room 24
COLOURS
Global White
SUSTAINABILITY n
%
'- - EN 13964
20
ACOUSTICS x
N
ENISO 354
&ENISO 11654 Hz ap
oy Class =~ NRC 125 250 500 1000 2000 4000
Board 0.95 A 0.95 040 085 090 0.0 095 0.0
FIRE REACTION EEA Euroclass A2-s1, d0
EN 13501-1
@,
OTHER 95% RH J0YEAR
PERFORMANCES el BT M
& FEATURES — guarantee READY
1SO 14644-1
“ N =0.033W/mK . i 1.3 kg/m?
EN 12667
&1S0 8301
CUSTOM OPTIONS .I I
Dimensions

' The application must be in the form of a fan spray of min 30° angle and not a high pressure “cutting” jet.
The suggested minimum distance between the nozzle and the ceiling tile should not be less than 300 mm and the angle of projection should be 45°.
PARAFON HYGIEN should be installed with Armstrong Prelude 24 Corrosive Resistant grid and be clipped for high pressure water cleaning.
Cleaning recommended twice a year.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

SPECIFIC SOLUTIONS
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CLEAN ROOM FL (s05) oo

CLEAN ROOM FL features a special polyester film facing providing excellent ISO clean room
performance making it an ideal solution for clean room and computer environments,
especially in combination with Armstrong CLEAN ROOM 24 grid system.

Key features Application areas
¢SO 5 Ideal for computer rooms and clean room
¢ Does not attract dust environments.

¢ Adapted to regular washing




CLEAN ROOM FL ¢so0 5

(dp)]
EDGE DETAIL BOARD =
O
—
124 oD
—
THICKNESS (mm 15 O
(mm) 7
MODULES (mm) 600X600........... 9527M O
1200x600.......... 9529M —_
L
SUSPENSION Prelude 24 XL2 /TLS 8
SYSTEMS Prelude 24 Corrosive Resistant
Clean Room 24 (ol
(dp)
COLOURS
Global White
SUSTAINABILITY AN 0N
% ve
'- - '- - EN 13964
39
ACOUSTICS
N ;E :
EN 20140-9 EN ISO 354
&ENISO 7171 : &ENISO 11654 Hz ap
Drnew oy Class  NRC 125 250 500 1000 2000 4000
Board 36 dB 0.15 E 0.10 0.25 0.15 0.10 0.10 0.15 0.25
FIRE REACTICH EEA Euroclass A2-s1, d0 RUS KM1 (G1,V1, D1,T1)
&’ EN 13501-1 FZ 123
OTHER e 8% 95% RH 17 __41S05 30YEAR
PERFORMANCES /\. S sl BIM
& FEATURES + guarantee READY
1SO 14644-1

A =006 WmK ol 5.3 kg/m?

[})

EN 12667
&180 8301

Z
Z

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 138



HYDROBOARD (<100% RH e

Hydroboard can resist permanent RH up to 95% and temporary conditions of up to 100% RH.
Install with Armstrong Prelude 24 Corrosive Resistant grid system for higher humidity areas.

Key features Application areas

¢ Stable at humidity levels of up to 100% RH Appropriate for toilets, shower areas

¢ Can be installed in temperatures ranging and hydrotherapy rooms and should
from 0°C to 40°C be installed on Corrosive Resistant grid.

* High acoustic absorption up to 0.95 Qty




HYDROBOARD («100% RH)

EDGE DETAIL BOARD TEGULAR 90 MICROLOOK 90 (£
; o
:j: =
1247 T2 =l D
—
THICKNESS (mm) 15 15 15 8
MODULES (mm) B00X600..... .o 3687M © 600X600........cvveeeeiiiinnnns 3689M - 600X600.... ... 3691M
1200X600. .. .ooveeiii e 3688M © 1200X600. ... ..ciiieie e 3690M ¢ 1200X600......eiieii e 3692M C_)
L
SUSPENSION Prelude 24 Corrosive Resistant TLS Prelude 24 XL? /TLS Prelude 15TL / XL? (@&
SYSTEMS Prelude 24 Corrosive Resistant Interlude HRC XL? L
Prelude 24 Sixty? XL2 /TLS Silhouette 6mm XL o
(9p)
COLOURS
Global White
SUSTAINABILITY n N
% LY
- o ( K 4
20

ACOUSTICS

ENISO 10848-2: ENISO 354

&ENISO 717-1 : &EN SO 11654 Hz ap
Dhtw oy Class - NRC 125 250 500 1000 2000 4000
* Board 22dB 0.95 A 090 035 080 100 08 100 1.00
¢ Tegular 90, MicroLook 90 22dB 0.90 A 0.85 040 075 08 08 09 095

FIRE REACTION

EEA Euroclass A1
EN 13501-1

OTHER — <100% VEIR
PERFORMANCES /\. 3£stem BIM
& FEATURES guarantee READY

|

N =0.083W/mK ol | 1.2kg/m?

(Board)
AW 25ihe
(Tegular 90,
&Egg)z% MicroLook 90)

CUSTOM OPTIONS

Dimensions

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 140
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CERAMAGUARD (100% BH

With its unique high density mineral composition, CERAMAGUARD is steam resistant and will retain
its physical integrity even when subjected to 100% RH. It also features a washable finish and is lightly
fissured to provide acoustic performance.

Key features Application areas
* 100% RH resistance Ideal for swimming pools, locker rooms,
¢ Durable, washable and scrubbable shower areas and indoor parking garages.

* Resistant to growth of mould, mildew
and bacteria

¢ Good balance between sound attenuation
& absorption

..+ | || SEEEEREEL Ll

|



CERAMAGUARD (100% RH)

EDGE DETAIL BOARD
124

THICKNESS (mm) 15
MODULES (mm) 600X600............ 607M

1200x600........... 608M
SUSPENSION Prelude 24 XL2/TLS
SYSTEMS Prelude 24 Corrosive Resistant'

Clean Room 24
COLOURS

Global White
SUSTAINABILITY
EN 13964
ACOUSTICS
EN 20140-9 ENISO 354
&ENISO 717-1 : &ENISO 11654
Hz ap
Dnew oy Class NRC 125 250 500 1000 2000 4000
Board 39dB 0.55(MH) D 0.60 0.25 0.30 0.50 0.80 0.85 0.75
FIRE REACTICH EEA Euroclass A1 RUS KMO (NG)
¢/ EN 13501-1 FZ 123

OTHER 100% RH JOYEAR
PERFORMANCES sl B M
& FEATURES gugrantee READY

EN 12667
&180 8301

N =0.067 W/mK 0
Dig:
20 kg/m? if wet

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

' CERAMAGUARD must be installed on Prelude 24 Corrosive Resistant grid where humidity regularly exceeds 95% RH.
CERAMAGUARD may need to have Main Runners at 600 mm centres due to increased weight in high humidity conditions.

SPECIFIC SOLUTIONS
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NEWTONE (100% RH)

NEWTONE is a hydrated calcium silicate ceiling tile offering 100% RH performance and is suitable for
use in areas subject to extremes of humidity and temperature.

Key features

* 100% RH resistance

¢ Suitable for extreme temperatures
and high humidity conditions

* Resistant to damage

Application areas
Ideal for spas and water parks.

LEISURE - Swimming Pool




NEWTONE (100% rH)

(dp]
EDGE DETAIL BOARD =
O
:IT: l_
124 oD
—
THICKNESS (mm) 6 8
MODULES (mm 600x600........... 1201M
(mm) O
SUSPENSION Prelude 24 XL /TLS L
SYSTEMS Prelude 24 Corrosive Resistant' 5
Clean Room 24 L
o
(9p)
COLOURS
Global White
SUSTAINABILITY N
AR
- o EN 13964
30

ACOUSTICS
% : N

ENISO354 = ENISO 10848-2

&ENISO 11654 | &ENISO 717-1 HZ op
Oy Dnfw Class © NRC 125 250 500 1000 2000 4000
Board 0.10(L) 37dB - 0.10 0.25 0.15 0.10 0.10 0.10 0.05
FIRE REACTION
EEA Euroclass A2-s1, d0 RUS  KMO (NG)
&I EN 13501-1 FZ123
J0YEAR Y

system
guarantee READY

OTHER — 1) 100% RH
PERFORMANCES /\.
& FEATURES

CUSTOM OPTIONS

Dmensions

! In all environments where humidity conditions could regularly reach and/or exceed 90% RH we recommend the use of our Prelude 24 Corrosive Resistant grid
and associated accessories.

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information. 144



SUSPENSION SYSTEM SOLUTIONS

w GENERAL SOLUTIONS = METAL & MESH SUSPENSION

» DESIGN SOLUTIONS SOLUTIONS

» SPECIFIC SOLUTIONS » FLOATING SUSPENSION SOLUTIONS
» PRIMARY GRID SYSTEMS & CORRIDOR SOLUTIONS

» AXIOM SOLUTIONS

Armstrong suspension systems include a full range of solutions and detailing for all ceiling suspension requirements.
A full range of accessories is also available.

B . mE
GENERAL SOLUTIONS

A range of standard exposed grid suspensions systems including Prelude 15, Prelude 24, Prelude 24 Sixty? for longer spans, Prelude 35 and

Bandraster.

& PEAKFORM - Most profiles in the Prelude range of grids feature the innovative Peakform design which is taller and engineered to create
stronger, more stable suspension systems. The Peakform shape makes Main Runners and Cross Tees quicker and easier to cut.

= PRELUDE UNIVERSAL MAIN RUNNER -The Prelude Universal Main Runner supports the installation of either TLS or TL hook/butt cut Cross
Tees or XL? stab/override Cross Tees from one simple inventory of Main Runners.

= XL? Cross Tees - “Click” installation
Prelude XL? Cross Tees feature an advanced stab system that locates
with an audible click, ensuring a solid installation at all times.

= TLS CrossTees - “Hook” installation
TLS is a highly engineered staked-on hook solution with a patented clip. s

= TL CrossTees - “Hook” installation h R sy .
Prelude TL Cross Tees in 15mm width feature an advanced an integrally formed hook nose. O L2 ~

145



DESIGN SOLUTIONS

Armstrong’s designer grid range features two key products: Silhouette XL? & Interlude HRC XL2.

y Silhouette XL? is designed to create a crisp, clean 3 Interlude HRC XL? is a unique
look in conjunction with Armstrong MicroLook 90, A AL double reveal solution developed to
MicroLook BE and Metal MicroLook 8 tiles to i, / /,,.'7 allow flexibility of layout for creative
provide an enhanced aesthetic. V> 4 ceiling solutions and give a clean
The channel profile finishes flush with the ceiling i/ sophisticated appearance with any
surface leaving a minimalist 3mm or 6mm reveal. Armstrong MicroLook tile.

SPECIFIC SOLUTIONS

¥

Our extensive range of performance grids offers specific solutions for more demanding
applications from clean rooms to seismic installations.

Clean Room 24 is a unique co-extrusion of aluminium with a pvc gasket to create a better seal
between tile and grid for clean room applications and “non-magnetic” environments.

Prelude 24 Corrosive Resistant has a special paint finish and is designed for areas requiring
enhanced corrosion resistance.

System Z is a system providing an accessible semi-concealed appearance with ship-lap SL2
planks.

Seismic Rx ® is a specific installation method for Prelude 24 grid with XL? Cross Tees combined
with specialist accessories. Seismic testing has been also conducted on U-Profile + J-Bar and
U-Profile + DP12 A-Bar systems.

Longspan is a primary grid system designed to span between roof purlins that are too far apart for
standard Main Runners, or between walls when there are no or limited suspension points.

METAL & MESH SUSPENSION SOLUTIONS

A range of suspensions systems specifically for metal ceilings built around the U-Profile primary grid with a wide selection of secondary carriers.
The U-Profile is pre-punched for fast layout and installation with purpose designed hangers, brackets and accessories all fastened using the plug-in clip.

U-PROFILE U-PROFILE U-PROFILE U-PROFILE U-PROFILE U-PROFILE U-PROFILE C-CHANNEL
+DP12 A-BAR + C-PROFILE +J-BAR + H-PROFILE + L-PROFILE + BANDRASTER +V-P 500 +SPRING-T

FLOATING SUSPENSION SOLUTIONS

Whilst some canopy products just require simple adjustable wires fixed directly to the back of
the product, others are more detailed.

Metal D-H 700 and Metal D-Clip systems offer a configurable metal solution allowing designers
flexibility to create bespoke ceiling rafts.

)

SOLUTIONS FOR CORRIDORS

There are multiple options for corridors to suit all material types - from System Z
with SL2 planks to metal solutions such as Metal F-Clip Access and Metal F-H 600
to the innovative DGS Shortspan grid for plasterboard corridors.

77

|

AXIOM SOLUTIONS

Axiom Transitions, Profiles and Blind Boxes compliment the traditional range
of perimeter angle trims. Create changes in level, perimeter lighting features or
transition to a flush plasterboard perimeter.

SUSPENSION SYSTEMS
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Product selector by edge detail compatibility

AXIOMTransitions / Profiles
Silhouette - XL?

Interlude HRC - XL2
Prelude 15 -TL &TLS
Prelude 24 - XL?

Prelude 24 - TLS

Prelude 24 Sixty? - XL?
Prelude 35 - XL?

Mineral Lay-In

Vector

MicroLook 90

MicroLook

MicroLook BE

Tegular

Board

SL2

Wood Lay-In

Wood Vector

Wood MicroLook 8

Wood Board

Wood Hook-On

Wood Tegular 8

Metal Lay-In / Mesh Lay-In
Metal Axal Vector

Metal MicroLook 8 / Mesh MicroLook 8
Metal MicroLook 16

Metal Tegular 2

Metal Tegular 8, 11F or 16 / Mesh Tegular 8 or 14
Metal Board

Mesh Board

Metal Cellio

Metal B-L 302 / Mesh B-L 302
Metal R-L 201 / Mesh R-L 201
Metal Clip-In

Metal Q-Clip, Q-Clip F

Metal R-Clip, R-Clip F / Mesh R-Clip
Metal S-Clip F

Metal T-Clip F

Metal D-Clip

Metal F-Clip Access / Mesh F-Clip
Metal Hook-On / Mesh Hook-On
Metal R-H 200 / Mesh R-H 200
Metal R-H 215 / Mesh R-H 215
Metal B-H 300 / Mesh B-H 300
Metal K-H 400 / Mesh K-H 400
Metal D-H 700

Metal F-H 600 / Mesh F-H 600
Metal Baffles

V-P 500

Standard colours

Clean Room 24
Prelude 24 CR

Bandraster

U-Profile + Bandraster
System Z

Prelude 24 Main Runner
C-Channel + Spring-T
U-Profile + Spring-T
U-Profile + DP12 A-Bar
U-Profile + C-Profile
U-Profile + J-Bar
U-Profile + H-Profile
U-Profile + L-Profile
U-Profile

Crossing Box + C-Profile
Wall Bracket + G-Profile
Wall Bracket + J-Bar

Wall Bracket + Half DP12 A-Bar

]

GLOBALWHITE  SILVER GREY

RAL 9006

BLACK

Prelude 24

Prelude 15

Silhouette XL 6 mm

Silhouette XL? 3 mm

Interlude HRC - XL2

Bandraster

Prelude 35 & Prelude 35 Sixty? - XL2
Prelude 24 Sixty?

Prelude 24 Corrosive Resistant
Clean Room 24

Axiom System

C-Profile / L-Profile / G-Profile / Crossing Box

Choice of more than 180 custom colours upon request.
Available for Prelude 15 and Prelude 24 and specific perimeter trims.

Steel based capping

Special colours

for your custom solutions. : Eh

Armstrong offer all RAL and NCS colours

N B4

WHITE GALVANISED  BLACK/WHITE
RAL9010

]

WHITE
RAL9010

]

GLOBALWHITE BRASS CHROME

Other than Steel based

Please contact Armstrong Technical Sales Group for further details.



Exposed 15mm grid system
Key Attributes

» Peakform "&: patented design for strength, stability and easier to cut
* Superlock clip: secure Main Runner connection for better alignment

and easier to disconnect
¢ Rotary stitched: strength and extra stability

PRELUDE 15 TL & X2

Application area
Classrooms / Meeting rooms / Individual offices

Physical data

* Material: galvanised steel

¢ Surface finish: baked polyester paint

¢ Colour: all products standard in Global White

¢ Other standard colours available on popular items

PRELUDE 15 - UNIVERSAL PEAKFORM MAIN RUNNER & SUPERLOCK CLIP (bulb-to-bulb connection)

e Item Nr. Dimensions (mm) Standard colours
() Global White Silver
Il | . length width height  slot centres white RAL9010  RAL 9006 Black Brass Chrome
S s npulsl Wsls
el & 304033A 3600 15 43 100
"‘ 304133A 3750 15 43 156.25
"‘ 304333 A 3375 15 43 675
PRELUDE 15 - CrossTees slotted
XL2 PEAKFORM CROSSTEES ™ 303033B 1200 15 38 300
(stab system, override) & 303133A 1250 15 38 3125
7‘1 303233 1000 15 38 250
"‘ 303032 1200 15 38 !
"‘ 30 36 32 1500 15 38 2
v Y 303432 1800 15 38 300
— 00— A & 300932 200 15 38 300
o4 b ﬂ j% Cross Tees unslotted
— T s & 3020338 600 15 38 -
7‘1 302133A 625 15 38 -
& 302233 500 15 38 -
"‘ 300532 550 15 38 -
"‘ A 301233 150 15 38 -
r‘w A300433 100 15 38 -
'Slots at: 300, 550, 600, 650, 900 mm
2Slots at: 150, 500, 750, 1000, 1350 mm
PRELUDE 15 -TL CROSSTEES Cross Tees slotted
(hook system, butt cut) 1034338 1800 15 38 300
1036 33 A 1500 15 38 300
1033 33 1350 15 38 3375
103133B 1250 15 38 312.5
103033 A 1200 15 38 300
-nhl oA
h| jﬁi CrossTees unslotted
_— 11—5‘» 1023 33 675 15 38 -
102133B 625 15 38 -
102033 A 600 15 38 -
102533 312.50 15 38 -
1024 33 A 300 15 38 -
101232 150 15 38 -

SUSTAINABILITY

5 A+ 3]

FIRE REACTION EEA  Euroclass A1
&/ EN 13501-1

RUS  KMO(NG)/
KM1 (G1,V1, D1,T4)

FZ123

OTHER — TN
PERFORMANCES o 4 %
& FEATURES =

J0YEAR

system

guarantee

CUSTOM OPTIONS D .

Colours Dimensions

B _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.

SUSPENSION SYSTEMS - GENERAL SOLUTIONS
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PRELUDE 24 TLS

Exposed 24mm grid system Application area
Key Attributes Classrooms / Meeting rooms / Individual offices
+ Peakform "&": patented design for strength, stability and easier to cut Physical data
* Superlock clip: secure Main Runner connection for better alignment and easier * Material: galvanised steel
to disconnect ¢ Surface finish: baked polyester paint
* Unique steel based TLS composite clip for strength, fire performance and better alignment ¢ Colour: all products standard in Global White
¢ Rotary stitched: strength and extra stability ¢ Other standard colours available on popular items

PRELUDE 24 - UNIVERSAL PEAKFORM MAIN RUNNER & SUPERLOCK CLIP (bulb-to-bulb connection)

Item Nr. Dimensions (mm) Standard colours
Global White Silver
white RAL9010  RAL 9006 Black Brass Chrome

length  width  height slot centres
L1 O 0 W [ [

l ® 314032 3600 24 43 100

[ T >
GEFS 421620 jq A 31423 3000 24 43 100

24

D)

[

PRELUDE 24 -TLS CROSSTEES (hook system, butt cut)

CrossTees slotted
N & 093031 1200 24 38 300
0 0 093432 1800 24 38 300
ot ) (=< ° 0936 32 1500 24 38 f
[.24] 093232 1000 24 38 250
1Slots at: 150, 500, 750, 1000, 1350 mm
CrossTees unslotted
— 0 _ & 092031 600 24 38
o T % 092232 500 24 38
24 092432C 300 24 38
SUSTAINABILITY

A
%

F o
S i_ - -
EEA  Euroclass A = . =

[ suver |
EN 13501-1

m
OTHER T
PERFORMANCES % 3?%&“ V'
& FEATURES guarantee

D . --j; .

Colours Dimensions

FIRE REACTION

CUSTOM OPTIONS

149 » ~ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



Exposed 24mm grid system

Key Attributes

+ Peakform "&": patented design for strength, stability and easier to cut

* Superlock clip: secure Main Runner connection for better alignment and
easier to disconnect

* Rotary stitched: strength and extra stability

PRELUDE 24 X2

Application area
Classrooms / Meeting rooms / Individual offices

Physical data

* Material: galvanised steel

¢ Surface finish: baked polyester paint

* Colour: all products standard in Global White

¢ Other standard colours available on popular items

PRELUDE 24 - UNIVERSAL PEAKFORM MAIN RUNNER & SUPERLOCK CLIP (bulb-to-bulb connection)

Item Nr. Dimensions (mm) Standard colours
Global White Silver
white RAL9010  RAL 9006 Black Brass Chrome
length  width  height slot centres
. L1 O O W O [
I ! a ? 31420324 3600 24 43 100
IN
oo 6 Q 314133B 3750 24 43 156.5
RS §--)2 46D [¥ A
C » oa | "‘ 314333B 3375 24 43 3375
|24] )
A 314232 3000 24 43 100
PRELUDE 24 - XL2 CROSS TEES (stab system, override)
Cross Tees slotted
V“ r“ 313151B 1250 24 38 3125
ﬁ:ﬁlf "‘ 3130518 1200 24 38 300
S= = o
o PafFES :J B 313231 1000 24 38 250
|24 "‘ 313331 1350 24 38 3375
313431A 1800 24 38 300
3136 32 1500 24 38 !
@ﬁiﬂf :j "Slots at: 150, 500, 750, 1000, 1350 mm
O ] & O ©®
2]
Cross Tees unslotted
312532 3125 24 38
0 312432 300 24 38
@ﬁT gi 312321 675 24 30
124 312123A 625 24 30
312021 A 600 24 30
312221 500 24 30
SUSTAINABILITY ca
[ e |
FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/
EN 135011 KM1 (G1,V1, D1,T1)
@’ FZ123
OTHER oo o
PERFORMANCES % 3&!&*‘
& FEATURES guarantee
CUSTOM OPTIONS D .

Colours Dimensions

SUSPENSION SYSTEMS - GENERAL SOLUTIONS

Product availability may vary. 150
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PRELUDE 24 SIXTY?

Taller exposed 24mm grid system for longer spanning capability Application area
Key Attributes Circulation areas / Buildings with limited suspension points
+ Double Peakform & patented design for longer spans, stability and easier to cut Physical data
* Superlock clip: secure Main Runner connection for better alignment and easier * Material: galvanised steel
to disconnect ¢ Surface finish: baked polyester paint
¢ Compatible with Prelude 24 Sixty? XL2 Cross Tees and Prelude 24 TLS & XL2 Cross Tees ¢ Colour: all products standard in Global White, other standard
* Rotary stitched: strength and extra stability colours available on popular items

PRELUDE 24 SIXTY? - UNIVERSAL DOUBLE PEAKFORM MAIN RUNNER WITH SUPERLOCK CLIP (bulb-to-bulb connection)

o~ Item Nr. Dimensions (mm) Standard colours
(I Global White Silver
{ ( length  width  height slot centres white RAL0T0 RAL 5006 Bleck
W ie R | ° L1 00 [ ||
24 ® 204090 3600 24 62 300
® 404193G 3750 24 62 3125
7 404393G 3375 24 62 3375

PRELUDE 24 SIXTY2 - CROSSTEES (stab system, override)

N
Cross Tees slotted at 300mm
%T r‘w 4009 93 2400 24 62 300
N\ 0 AR W .
o4 PaE ol "‘ 403493 1800 24 62 300
|24
PRELUDE 24 - XL2 CROSSTEES (stab system, override)
Cross Tees slotted
0 y‘w "‘ 313331 1350 24 38 3375
— 4 - ® 3131518 1250 24 38 3125
E{% T # & 313051B 1200 24 38 300
2] & 313231 1000 24 38 250
313632 1500 24 38 !
0 313431A 1800 24 38 300
@fﬁd’ ”T % CrossTees unslotted
311632 750 24 38 -
] 312532 312.5 24 38
0 312432 300 24 38
D S 312321 675 24 30
¢ P El 312123A 625 24 30
.24 ] 312021 A 600 24 30
312221 500 24 30

'Slots at: 150, 500, 750, 1000, 1350 mm

SUSTAINABILITY

FIRE REACTION EEA  Euroclass A RUS  KMO(NG)/

EN 13501-1 KM1 (G1,V1, D1,T1)
FZ123

ﬁ
OTHER B
PERFORMANCES L ﬂ&“
& FEATURES guarantee

Colours Dimensions

CUSTOM OPTIONS

. _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



Taller exposed 24mm grid system for corridor installations

Key Attributes

* Double Peakform & patented design for longer spans, stability and easier to cut Physical data

PRELUDE 24 SIXTY? CORRIDOR

* Double bent tee bar hanger for stability / improved loadbearing performance
¢ Compatible with Prelude 24 TLS & XL2 Cross Tees for tile installations

* Rotary stitched: strength and extra

stability

Application area
Circulation areas

* Material: galvanised steel

¢ Surface finish: baked polyester paint

* Colour: all products standard in Global White, other standard
colours available on popular items

PRELUDE 24 SIXTY2 BUTT CUT

Length

The Prelude 24 Sixty? butt cut system is designed for use in corridor applications, with or without Cross
Tees, and where spans do not exceed 3750 mm.

For a wider configuration, the Main Runner is compatible with the Prelude 24 TLS and XL? Cross Tees.
Special length and modulation made to order, with and without slots, please contact your local
Armstrong Technical Sales team.

PRELUDE 24 SIXTY? butt cut

min. 600 - max. 3750

min. 150

min. 300 x number of required slots min. 150

Double Peakform Main runner section requiring less suspension points and compatible with Prelude 24 XL2 and TLS Cross tees

ACCESSORIES

ltem Nr.

Description

Dimensions (mm)
length height

SUSPENSION SYSTEMS - GENERAL SOLUTIONS

& AWDN23G

Double bent tee bar hanger 57 36

SUSTAINABILITY

o

)
% Q@ ;
25 A+

FIRE REACTION ﬁ
Y

EEA  Euroclass A1
EN 13501-1

RUS  KMO(NG)/
KM1 (G1,V1, D1,T)

FZ123

OTHER
PERFORMANCES
& FEATURES

d &

J0YEAR

system
guarantee

CUSTOM OPTIONS Q

Colours

Dimensions

. _ Product availability may vary. 152
Please contact us or visit www.armstrongceilings.co.uk for more information.
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BANDRASTER

Exposed grid system available in a range of different widths for tile or plank installations

Key Attributes
¢ Unslotted Bandraster for mineral SL2 plank installation or Metal B-L 302 system
¢ Slotted Bandraster for ceiling installation using standard Prelude 24 Cross Tees

Application area

Open plan office / Individual offices
Physical data

¢ Material: galvanised steel

(or custom Prelude 15TL Cross Tees) ¢ Surface finish: baked polyester paint
¢ Special slot spacing possible (minimum 50mm spacing) ¢ Standard colours: Global White & RAL 9010
* Tartan layouts easily constructed using cross connectors ¢ Other colours available upon request
BANDRASTER SYSTEMS
Item Nr. Dimensions (mm) Standard colours
Global White
slot white RAL 9010

HNES

length width height centres D D

17

150/ 125/ 125175 /50 Slotted

- 36 3050 3600 50 36 100
i ‘ ﬂ 36,3075 3600 75 36 100
AEL 36 3100 3600 100 36 100
- 363125 3600 125 36 100
L j [\ 1 j Si% 36 3150 3600 150 36 100
B .24 362100 B 3750 100 36 3125
L 4 14
Unslotted
150/125/125/75/50
36 0050 A 3600 50 36 -
FL TT q 360075 A 3600 75 36 -
ahd) (=9 ol 36 0100 A 3600 100 36 -
|24 360125A 3600 125 36 -
— — 36 0150 3600 150 36 -
% P FL EakS T % M215540" 3600 100 36 -
2]
ACCESSORIES
<> S
A
Strip / Rod connector Nonius hanger Splice Hanger for Bandraster 100 mm Plug-in clip
SUSTAINABILITY
FIRE REACTION EEA  Euroclass A RUS  KMO(NG)/ .
EN 13501-1 KM1 (G1,V1, D1,T1)
@/ FZ123
OTHER
PERFORMANCES 3QthEeﬁwR
& FEATURES guarantee

CUSTOM OPTIONS m

Colours

“Post painted in RAL 9010 as standard. Other colours available upon request.

(1) When 100 mm slot centres - is compatible with all plank edge details whether Cross

Tees are required or not.

(2) Is compatible only with plank edge details when no visible Cross Tees span between
Dimensions Bandraster sections.

. _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



SYSTEM Z PRELUDE 24 / CORRIDOR

Components for concealed / semi-concealed plank systems Application area
Key Attributes Retail outlets / Industrial manufacturing / Circulation areas
¢ Z-Bar or Prelude 24 Butt Cut for a monolithic visual in corridor installations Physical data
¢ |nstalled with Prelude 24 or Bandraster (see Bandraster page) for semi-concealed * Material: galvanised steel
appearance in room installations ¢ Surface finish: galvanised / Baked polyester paint
¢ Accessible system with SL2 planks ¢ Colour: n/a (Z-Bar) / Global White (Prelude 24 Butt Cut)

SEMI-CONCEALED

Item Nr. Description Dimensions (mm) Standard colours

———" T Global Galvanised
I Gl length  width  height "
9] N

CZ 41494 J Z-Bar 30.5 mm 1500 19 30
CZ41794J Z-Bar 30.5 mm 1800 19 30
CZ41795J Z-Bar 66.5 mm 2500 19 66.5

Z-Bars special lengths available : Z-Bar 30.5 mm from 500 mm up to 1800 mm and Z-Bar 66.5 mm
from 1801 mm to 2500 mm.

SUSPENSION SYSTEMS - GENERAL SOLUTIONS

CB 313632 Prelude 24 Butt Cut 1500 24 38

CB 313432 Prelude 24 Butt Cut 1800 24 38
C 180 L 600 Spacer Bar 600
C 180 L 625 Spacer Bar 625
C 180 L 1200 Spacer Bar 1200
I' \ ll || \ 1 C180L1250  Spacer Bar 1250
| 6007625/ 1200/ 1250/ 1500/ 1800 | G 180L 1500 Spacer Bar 1500
C 180 L 1800 Spacer Bar 1800

Spacer bar lengths for different distances between main runners or Bandrasters are available on request,
with min. 300 mm - max 2500 mm length.

SUSTAINABILITY T
FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/

EN 13501-1 KM1 (G1,V1, D1,T1)

FZ 123

OTHER
PERFORMANCES 3?%&?
& FEATURES guarantee
CUSTOM OPTIONS

Colours Dimensions

. _ Product availability may vary. 154
Please contact us or visit www.armstrongceilings.co.uk for more information.
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SILHOUETTE X2

Exposed 15mm grid system with channel feature and pre-mitred intersections

Key Attributes

* 6mm reveal for a more monolithic appearance with MicroLook 90 and MicroLook BE
mineral tiles or Wood MicroLook tiles

* 3mm reveal for a more monolithic appearance with Metal MicroLook 8 tiles

+ Peakform '®&: patented design for strength, stability and easier to cut

* Rotary stitched: strength and extra stability

Application area
Reception areas / Open plan office / Individual offices

Physical data

¢ Material: galvanised steel

¢ Surface finish: baked polyester paint

¢ Colour: available in Global White, Black, Global White
with black reveal and RAL 9010

SILHOUETTE 6 MM - MAIN RUNNER

(by-pass connection) Item Nr. Dimensions (mm) Standard colours
Global White Global White with
length  width  height slot centres Whﬁ R’Egm B'a.d‘ b'”ﬁ““'
o St ‘ < with 6 mm reveal
C\[ L. \\ ol- \\f' - ]*j "J 804042 G 3600 15 44 600
~He 803943G 3125 15 44 625
804442G 2700 15 44 675
804842G 3500 15 44 500
SILHOUETTE 6 MM - XL2 PEAKFORM CROSS TEES (stab system)
with 6 mm reveal
® 03040 1200 15 44 600
® 031436 1250 15 4 625
N ® son2c 130 15 44 675
Q[ & 803242G 1000 15 44 500
i% & 802042G 600 15 44
I | I
-6 & 802143G 625 15 44
& 802342G 675 15 44
B 802242G 500 15 44
2 802442G 300 15 44
SILHOUETTE 3 MM - MAIN RUNNER (by-pass connection)
[ i i | T with 3 mm reveal
P T R i:"J 814042WRG® 3600 15 1 600
]
SILHOUETTE 3 MM - XL2 PEAKFORM CROSS TEES (stab system)
r‘w with 3 mm reveal
:ﬂ & 813042WRG 1200 15 44 600
A e e B & 812042WRG 600 15 44
T

SUSTAINABILITY

LA
%
e
25
FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/
EN 13501-1 KM1 (G1,V1, D1,T1)
&’ FZ123
OTHER oo .
PERFORMANCES % 3?},!5?
& FEATURES guarantee
CUSTOM OPTIONS D .

Colours Dimensions

. _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



Exposed 15mm grid system with double reveal feature
Key Attributes

INTERLUDE HRC X2

* Unmitred intersections for flexibility of Cross Tee positioning to create staggered layouts
* Double reveal feature perfect for installation with MicroLook 90 mineral tiles

* Rotary stitched: strength and extra stability

Application area
Reception areas / Open plan office / Individual offices

Physical data
* Material: galvanised steel

¢ Surface finish: baked polyester paint

¢ Colour: Global White

INTERLUDE HRC - MAIN RUNNER (by-pass connection)

SUSPENSION SYSTEMS - DESIGN SOLUTIONS

Item Nr. Dimensions (mm) Standard colours
[ L [ | i . Global white
tp. . \° - S NE i% length  width  height slot centres
P e S Rl N
- 614042H 3600 15 44 150
INTERLUDE HRC - XL2 CROSS TEES (stab system)
CrossTees slotted
613042G 1200 15 44 600
6134 42 1800 15 44 300
S 6136 42 1500 15 44 500
[\ D0 [ ]
iy
m—— i CrossTees unslotted
B 612042 G 600 15 44
6124 42H 300 15 44
SUSTAINABILITY
A
A
EN 13964
63 E1
FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/ ™
EN 135011 KM1 (G1,V1, D1,T1)
&’ FZ123 .
OTHER e oo =10l
PERFORMANCES % 3gy!EnR
& FEATURES “é quarantes
CUSTOM OPTIONS D .

Colours Dimensions

Product availability may vary. 156
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PRELUDE 24 CORROSIVE RESISTANT

Exposed 24mm grid system for higher humidity environments Application area

Key Attributes Higher humidity areas

¢ Special paint finish and coated Cross Tee clips for enhanced corrosion resistance Physical data

* 700 hours salt spray test (EN I1SO 9227) * Material: galvanised steel with additional protective treatment
¢ Durability Class C (EN 13964) ¢ Surface finish: baked polyester paint

¢ Colour: Global White

PRELUDE 24 CORROSIVE RESISTANT - UNIVERSAL PEAKFORM MAIN RUNNER AND SUPERLOCK CLIP (bulb-to-bulb connection)

7‘1 Item Nr. Dimensions (mm) Standard colours
i | , . Global white
= z @ length  width  height slot centres
iR | [
24
2] 2 284042 3600 24 43 100
& 284142 3750 24 43 156.25

PRELUDE 24 CORROSIVE RESISTANT - TLX CROSS TEES (Hook system, butt cut)

N o 14313 1250 24 38 3125
— a 143032 1200 24 38 300
% (- ::fnoa ;{ B 142032 600 24 38
|24 | B 142132 625 24 38
PERIMETER SOLUTION
B Item Nr. Description Dimensions (mm) Standard colours
24 L length height Glo%ﬂe
Tl o !
T1924 LB Corrosive resistant perimeter angle 3050 24
ACCESSORIES
A ’L & AWDNCR20H ACR1827 G o0 A CR827 G ACR12G
Bent tee bar hanger A Nut for threaded rod | | 1700 mm Butterfly
57 for threaded rod = hanger with
L. _ hook
o 38
~ Al _
ACR1829 G 55 - & ACR7890 G ACR11G T1924LB
1000mm Threaded rod - Universal retaining clip 125 Small hook B Corrosive resistant
dia. 6 mm 19 | perimeter angle

SUSTAINABILITY

LA
LA . = =
- oW EN 13964
25 E1
FIRE REACTION EEA  Euroclass A RUS  KMO(NG)/
EN 13501-1 KM1 (G1,V1, D1,T1)
&’ FZ123
OTHER oo ——
PERFORMANCES % 32!5?
& FEATURES guarantee
CUSTOM OPTIONS D .
Colours Dimensions

B _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



Exposed 24mm co-extruded grid system for clean rooms and non-magnetic areas

Key Attributes

¢ Aluminium construction: non-magnetic system with high corrosion resistance

o Co-extruded gasket: better seal between tile and grid
¢ Class 4 performance as per ISO standard 14644-1
¢ Durability Class B (EN 13964)

CLEAN ROOM 24 X~

Application area
Healthcare, Hi-tech manufacturing

Physical data

* Material : co-extruded aluminium with gasket
* Surface finish: extruded PVC

¢ Colour: Global White

CLEAN ROOM 24 - MAIN RUNNER (bulb-to-bulb connection)

Item Nr.

length

Dimensions (mm)

width

height slot centres

Standard colours

Global white

[ ]

SUSPENSION SYSTEMS - SPECIFIC SOLUTIONS

|24 ] EA794044C 3600 24 52 300
CLEAN ROOM 24 - CROSSTEES + PERIMETERTRIM (stab system, butt cut)
—/\ 0 ——" EA 793044 C 1200 24 52 300
EZ“| ; EA 792044 C 600 24 52 300
B
PERIMETER SOLUTION
212 EA7812C 3660 22 22
i
|22
ACCESSORIES - Corrosion resistance 700 hours salt spray test
Clean Room 24
Hold-down clip (CHDC) Clean Room 24
CHDC Clean Room 24 CrossTee
H Hold down clip suitable Main Runner\
for non-magnetic areas / /
@ A426 G _ .
8 Board access clip
12/ ~ 15 i —
LBoard tile
SUSTAINABILITY
O
- oW E13964
2 E1
FIRE REACTION ﬁ EEA  Euroclass A2-s1, d0
EN 13501-1
@z
OTHER — IS0 4
PERFORMANCES 2> 32!5?
& FEATURES “é quarantes
1SO 14644-1
CUSTOM OPTIONS m .
Colours Dimensions

. _ Product availability may vary. 158
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SEISMIC RX

Exposed 24mm grid system with specialist installation accessories and detailing Application area
Key Attributes Seismic areas, nuclear, military or high risk sites
¢ Independently tested system to withstand the forces from significant seismic activity Physical data
or other severe events * Material: galvanised steel
¢ Standard grid sections: Prelude 24 Peakform Main Runner and Prelude 24 XL? Cross Tees ¢ Surface finish: baked polyester paint
* Special accessories: quicker, more cost effective seismic installations ¢ Colour: Global White
¢ Solutions for moderate hazard and high/very high hazard areas ¢ Other standard colours available

PRELUDE 24 - UNIVERSAL PEAKFORM MAIN RUNNERS AND SUPERLOCK CLIP (bulb-to-bulb connection)

Item Nr. Dimensions (mm) Standard colours
Global White Silver
white RAL9010  RAL 9006 Black Brass Chrome

A
()
I l — length  width  height slot centres
jgm}sznﬂmom)\%nﬂan?J HpEiy EEmn
Lﬁ_l

® 314032A 3600 24 43 100
® 3141338 3750 24 43 156.25

PRELUDE 24 - XL2 CROSSTEES (stab system, override)

”r“ Cross Tees slotted
= =4 T3 "® 3130518 1200 24 38 300
o4 patEo & ()
i & 313151B 1250 24 38 3125
0 Cross Tees unslotted
@ﬁT gi 312021A 600 24 30
124 312123A 625 24 30
PERIMETER ANGLE AND ACCESSORIES
Item Nr. Description Dimensions (mm)
height
@ :r—‘ ) T 3024 HA Perimeter angle. painted (Global White) 3000
BERC2 Main Runner end retaining clip 50
SJCG Seismic joint clip XL Cross Tee (24 mm)
SIMR15 Seismic joint clip Peakform Main Runner (24 mm)
ES4 Expansion sleeve (24 mm) 100

442 A Vector Seismic clip

% ‘
EN 13964
E1
FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/
@I EN 135011 KM1 (G1,V1, D1,T1)
FZ 123

OTHER
PERFORMANCES

SR J0YEAR
& FEATURES = e

CUSTOM OPTIONS

_ 1N

Colours Dimensions

B _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



PRELUDE 35 & PRELUDE 35 SIXTY= XL~

Exposed 35mm grid systems Application area
Key Attributes Retail outlets / Industrial manufacturing / Circulation
+ Peakform / Double Peakform & patented design for strength / longer spans, stability and areas
easier to cut Physical data
¢ Superlock clip: secure Main Runner connection for better alignment and easier to disconnect * Material: galvanised steel
* Double bent tee bar hanger for stability / improved loadbearing performance in corridors ¢ Surface finish: baked polyester paint / galvanised
* Rotary stitched: strength and extra stability ¢ Colour: available in Global White, Black, galvanised

PRELUDE 35 - PEAKFORM MAIN RUNNER & SUPERLOCK CLIP (bulb-to-bulb connection)

N Item Nr. Dimensions (mm) Standard colours
I \ o Glﬁbal Black Galvanised
white ac alvanise
S z 2 length  width  height slot centres
=i | 4 0 W W

35
— R 244042 3600 35 43 100

PRELUDE 35 SIXTY? - DOUBLE PEAKFORM MAIN RUNNER & SUPERLOCK CLIP (bulb-to-bulb connection)

a
_ B 244893 B/O 3B 6 500
N0 DS NN
e hafee A 20409 300 35 62 300

EN

PRELUDE 35 - XL2 PEAKFORM CROSS TEES (stab system, override)

SUSPENSION SYSTEMS - SPECIFIC SOLUTIONS

N " 240642 1990 35 43
— R e 1800 35 43
= = ) LA
):o: 'E Doms Iq A 243642 1500 35 43 -
35 | - 243042 1200 35 43 600
R 24204 600 35 43
ACCESSORIES
Item Nr. Description Dimensions (mm)
length height
A401G Top Connector Clip accessory for Prelude Sixty?
(Included in the carton)
r‘w AWDN23G Double bent tee bar hanger 57 36
SUSTAINABILITY ) ™
LAY
AR r
- o EN 13964 B \x_
2 A+ E =) e

FIRE REACTION EEA  Euroclass A1 RUS  KMO(NG)/
&’ EN 135011 KM1 (G1,V1, D1,T1)

FZ123
OTHER by
PERFORMANCES % 3£!E‘r\nR
& FEATURES guarantee
CUSTOM OPTIONS D .

Colours Dimensions . _ Product availability may vary. 160
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LONGSPAN

Primary grid system Application area
Key Attributes Industrial / Transport / Buildings with limited suspension points
¢ Create a primary framework underneath beams or between walls Physical data
* |nstall a suspended ceiling below, using fewer suspension points to the structure ¢ Material: galvanised steel
* Surface finish: galvanised
¢ Colour: n/a
PRIMARY CHANNELS
T Item Nr. Dimensions (mm)
o length width height
_ S LP 546 G 5000 40 54
. 8 LP 856 G 5000 40 85
® LP 120G 6500 40 120
a0 | a0 | L0 |
AR 45..
AM 45.. Connetor ?
Wall connector
Steel beam

Threaded rod A 1829 G + Connector

‘l A1839 G + Nut A 1827 G
\ : CA120G

Preformed channel clip

A
e
g%

CC 4000 G
Channel (tie bar)

A182..
Beam flange clip

4510 /

Bent hanger for T profile

Steel beam

LP..
Primary channel

Special holding clamp
Note:

* Two wall connectors AM 45... must be used to fix to walls.
* Two connectors AR 45... must be used when connecting two lengths of Primary Channel together.

* Two preformed channel clips CA 120 G must be installed on the opposites sides of the Primary channel

For full system details, please see the Suspension Systems brochure.

F
SUSTAINABILITY

FIRE REACTION EEA  Euroclass A RUS  KMO (NG)
&’ EN 13501-1 FZ123

B _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



Primary suspension system for modular metal ceiling systems

Key Attributes

¢ Unique plug-in clip for quick and accurate installation

¢ Compatible with multiple suspension profiles or used independently for
Metal D-H 700 and Metal V-P 500 systems

* Full range of accessories to support multiple suspension profiles - uniform
suspension depth for standard systems

Application area
All areas

Physical data

* Material: galvanised steel
* Surface finish: galvanised
¢ Colour: n/a

U-PROFILE SYSTEM

U-PROFILE

= ® = |
LD:IIEZJEI]:]D_SF]D:]D:]D[# Uoﬂ
= =1 =) LN

For a module length of 3750 mm.

Dimensions (mm) Slot centres
length width height
3746 20 31 25/50

SYSTEM DRAWINGS

n Option 1
i M300140

Suspension point

Secondary grid W

M300100

METAL D-H 700, MESH D-H 700 MT

SUSPENSION SYSTEMS - PRIMARY GRID SYSTEMS

-1 2x M300120
M315741

METAL V-P 500

M300372
M300373
M300374
M300375

M300369BK
M300370BK  V-P 500
M300371BK  Baffles

For full system details, please see the Suspension Systems brochure.

SUSTAINABILITY
LA
P .

FIRE REACTION EEA  Euroclass A1 RUS  KMO (NG)
&’ EN 13501-1 FZ 123

OTHER
PERFORMANCES 33,!&5
& FEATURES guarantee

B _ Product availability may vary. 162
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C-CHANNEL + SPRING-T

C-Channel is primary suspension system for modular metal ceiling systems. Application area
Key Attributes Offices / Kitchens /Toilets
*Typically used with C-Channel System for suspension of Metal T-Clip and Metal T-Clip F ceilings Physical data
* Alternative options are direct suspension or to use the U-Profile System ¢ Material: galvanised steel
* Secuirty clip for secure installationss * Surface finish: galvanised
¢ Colour: n/a
C-CHANNEL
C3000H a0 ot Item Nr. Description Dimensions (mm)
% [{ length  width  height
C3000H C Channel 19 x 38 mm 4000 19 38
SPRING-T

! I ! Y Ig Item Nr. Dimensions (mm)
| |

3600 length width height
% C1801H 3000 36 28

C3000H
M311191

1805H

For full system details, please see the Suspension Systems brochure.

" Half Spring-T C1802G also available for C-Channel System.

SUSTAINABILITY @
“ﬂIEI
Spring-T only % A+
FIRE REACTION EEA  Euroclass A1 RUS  KMO (NG)
@/ EN 13501-1 FZ123
OTHER
PERFORMANCES 32!&5
& FEATURES guarantee

. _ Product availability may vary.
Please contact us or visit www.armstrongceilings.co.uk for more information.



U-PROFILE + DP12 A-BAR

Suspension profile for Metal Q-Clip, Metal Q-Clip F, Metal S-Clip F, Metal R-Clip, Metal
R-Clip F, Metal K-Clip, Metal D-Clip, Mesh F-Clip, Mesh R-Clip metal ceiling systems
Key Attributes

* Brackets for swing-down functionality

* Security clip for secure installations

Application area
Offices / Clean rooms / Seismic applications /
Exterior ceilings

Physical data
* Material: galvanised steel
* Surface finish: galvanised

* Colour: n/a
DP12 A-BAR
o) o) fom o) o) o] &Ig Item Nr. Dimensions (mm)
) length width height
L
- 2000 ghury M311022 4000 16 40
SYSTEM DRAWING

Suspension point

M311023

Ry M300138
Option 2 %%
1022

M31

For full system details, please see the Suspension Systems brochure.

SUSTAINABILITY
D B

% @
'- - EALELC] 513964

25 A+ E1
FIRE REACTION EEA  Euroclass A1 RUS  KMO (NG)

&’ EN 13501-1 FZ 123
OTHER
PERFORMANCES 32!&?
& FEATURES gubrantee

SUSPENSION SYSTEMS - PRIMARY GRID SYSTEMS / METAL SUSPENSION SYSTEMS

B _ Product availability may vary. 164
Please contact us or visit www.armstrongceilings.co.uk for more information.
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U-PROFILE + J-BAR

Concealed grid profile for installation with Metal R-H 200,
Mesh R-H 200, Mesh R-H 200 MT system

Key Attributes

¢ Alternative independent suspension options

* Security bracket for secure installations

Application area

Retail / Open plan offices / Laboratories / Transport / Impact Resistance
Physical data

¢ Material: galvanised steel

* Surface finish; galvanised

¢ Colour: n/a

Suspension point

Item Nr. Description
M300100 U-Profile
M300026 J-Bar

For full system details, please see the Suspension Systems brochure.

U-PROFILE + H-PROFILE

Concealed grid profiles for installation with Metal R-H 215,
Mesh R-H 215, Mesh R-H 215 MT system

Key Attributes

¢ Alternative independent suspension options

* Security bracket for secure installations (for Metal ceilings only)

Application area

Retail / Open plan offices / Laboratories / Transport
Physical data

¢ Material: aluminium

¢ Colour: n/a

Suspension point

Item Nr. Description
M300100 U-Profile
M311400 H-Profile 36 mm

For full system details, please see the Suspension Systems brochure.



U-PROFILE + C-PROFLE

Exposed grid profile in a range of different widths for installation Application area

with Metal B-H 300, Mesh B-H 300, Mesh B-H 300 MT system Retail / Open plan offices / Laboratories / Transport
Key Attributes Physical data

¢ Alternative independent suspension options ¢ Material: galvanised steel

* Special C-Profile widths 50 - 300 mm available upon request * C-Profile surface finish: polyester powder painted

¢ Standard colour: RAL 9010
* Other colours available upon request

Item Nr. Description
M300100 U-Profile
M215500 C-Profile

For full system details, please see the Suspension Systems brochure.

C-PROFILE + CROSSING BOX

SUSPENSION SYSTEMS - METAL SUSPENSION SOLUTIONS

Exposed 100mm grid profile for installation with Metal K-H 400, Application area
Mesh K-H 400, Mesh K-H 400 MT system Retail / Open plan offices / Laboratories / Transport
Key Attributes Physical data
¢ Tartan grid layout ¢ Material: galvanised steel
¢ Independent suspension using crossing boxes * Crossing Box + C-Profile surface finish: polyester powder painted
* Special Crossing Box and C-Profile widths 70 - 300 mm available o Standard colour: RAL 9010
upon request » Other colours available upon request
)
Suspension point —} M215004 M300144

M215004 |

Optional M300118
if a0 = >1900 mm

C-profile
M311205

C-profile
Item Nr. Description
M215004 Crossing box
Special C-Profile

For full system details, please see the Suspension Systems brochure. 166



U-PROFILE + L-PROFLE

Exposed 38mm grid profile for installation with Metal R-L 201, Application area

Mesh R-L 201, Mesh R-L 201 MT system Offices

Key Attributes Physical data

¢ Alternative independent suspension options ¢ Material: aluminium

* Providing a slim Bandraster effect * | -Profile surface finish: polyester powder painted

¢ Standard colour: RAL 9010
¢ Other colours available upon request

Suspension point

Item Nr. Description
M300100 U-Profile
M215440 L-Profile

For full system details, please see the Suspension Systems brochure.

WALL BRACKET + DP12 A-BAR

Concealed grid profiles for installation with Metal F-Clip Access, Application area

Mesh F-Clip system Corridor ceilings

Key Attributes Physical data

* Fixed by wall bracket to wall * Material: galvanised steel

* Open shadow gap to wall, optional perimeter trim below the wall bracket e Surface finish: galvanised

* Security clip for secure installations ¢ Custom colours available upon request

Item Nr. Description

M311149 Half DP12 A-Bar
M311007BK Wall bracket (black e-coated)

M311149 )

167 For full system details, please see the Suspension Systems brochure.



WALL BRACKET + J-BAR

Concealed grid profiles for installation with Metal F-Clip Access,
Mesh F-Clip system

Key Attributes

* Fixed by wall bracket to wall

¢ Open shadow gap to wall, optional perimeter trim below the wall bracket
* Security clip for secure installations

Application area
Corridor ceilings

Physical data

* Material: galvanised steel

* Surface finish: galvanised

¢ Custom colours available upon request

M311007BK

WALL BRACKET + G-PROFILE

Concealed grid profiles for installation
with Metal F-H 600 Swing system

Key Attributes

* Fixed by wall bracket to wall

* Swing-down option available

* Open shadow gap to wall, optional perimeter trim below the wall bracket

Item Nr. Description

M300026 J-Bar
M311007BK Wall bracket (black e-coated)

For full system details, please see the Suspension Systems brochure.

Application area
Corridor ceilings

Physical data

* Material: galvanised steel

* G-Profile surface finish: polyester powder painted
¢ Standard Colour: RAL 9010

» Other colours available upon request

M311007BK

M300171

SUSPENSION SYSTEMS - METAL SUSPENSION SOLUTIONS / CORRIDOR SOLUTIONS

Item Nr. Description

M300171 G-Profile
M311007BK Wall bracket (black e-coated)

For full system details, please see the Suspension Systems brochure. 168



FLOATING CEILINGS ACCESSORIES

OPTIMA BAFFLES ACCESSORIES

Y Item Nr. Description Material Dimensions
T mm
B CS5135 Hanging wire kit Galvanised steel 4000
90 ¢
2 CS5547BZC  U-profile hanging kit ¢ 38x22x40

@@ (CS5548BZC  Prelude 24 hanging kit v 12 x 50 x 40

OPTIMA L CANOPY ACCESSORIES

Item Nr. Description Material Dimensions
mm
Cor—d =D :WW CS4979 Basic spiral anchor hanging kit Galvanised steel 4000
OPTIMA CURVED CANOPY ACCESSORIES
M6 %H:]D’lﬂ}:”:':‘:] -@zﬂhW CS6636 Premium spiral anchor hanging kit Galvanised steel 4000
OPTIMA CANOPY GRID
Item Nr. Description Material Dimensions
L 3658 4 mm
| _ oo 1™ i
\ o o o || o o o \ m] E - CS5451 Grouping frame (Black or Global White) Aluminium 3658 x 26 x 26
ACCESSORIES &TOOLS
Item Nr. Description Material Dimensions
mm
M6 CS5452 Frame splice kit (Black or Global White) Aluminium 254 x 18 x 22
]
% CS5453 Frame alignement kit Plastic @63 x 57
T
@ CS5450 Deck hanging kit Galvanised steel 4000
1m1}
% CS5454 Panel hook kit (Black or Global White) Aluminium -
]
o ® . .
A CS5455 Drywall hanging kit “ 91 x26 x 21
CS5588 Wall hanging kit Galvanised steel 64x25x6
METAL & EASY CANOPY ACCESSORIES
Item Nr. Description Material Dimensions
A mm
? CS5550 Metal & Easy Canopy hanging kit Galvanised steel 4000
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OPTIMA BAFFLES SYSTEM DRAWING

/

CS5548BZC

Optional
M311191

Prelude 24
Main Runner

M300120 Optional
CS5135 M311307
Optima
Baffles
Optima
Baffles CS5549
e Optima Baffles
SINGLE SUSPENSION U-PROFILE GROUPING OPTION PRELUDE 24 GROUPING OPTION CONNECTOR DETAIL
OPTIMA L CANOPY OPTIMA CURVED CANOPY
SYSTEM DRAWING ©S4979 SYSTEM DRAWING CS6636

OPTIMA CANOPY SYSTEM DRAWING

CS5450 ‘\

//; AR,
7500 0000
JI02474770.

N E—
AT

WALL HANGING KIT SINGLE SUSPENSION

METAL & EASY CANOPY SYSTEM DRAWING

N
METAL V-K 500

Hangers for Hook-On Baffles system, direct suspended,

cross aligned

Key Attributes

* Direct suspension system and accessories for a Tartan Baffles layout

Application area

Retail / Open plan offices / Transport
Physical data

* Material: galvanised steel

——
METAL CANOPY

I» M311097

$— M311103

M311085 4? 3 M311043

M311041

M311041

BfM311111

F M311097
M311103
é—

EASY CANOPY

SUSPENSION SYSTEMS - FLOATING SUSPENSION SOLUTIONS

For full system details, please see the Suspension Systems brochure. 170



RID SYSTEMS

RYWALL

D
G

DGS - FLAT, CURVED
AND SHORTSPAN




DRYWALL GRID SYSTEM - DGS

w
38 mm grid systems for flat plasterboard ceilings Application area =
Key Attributes Plasterboard ceilings O
* Engineered Main Runner and Cross Tee system: quick and easy to set-out and install Physical data 5
* Reverse hem: prevents screw spin-off - rotary stitched: strength and extra stability * Material: galvanised steel ]
* Full range of accessories: detailing for changes of level - compatible with Axiom for transition * Surface finish: galvanised O
to suspended ceilings ¢ Colour: n/a o
=)
an
PEAKFORM MAIN RUNNER AND SUPERLOCK CLIP (bulb-to-bulb connection) <C
O
Item Nr. Dimensions (mm) an
length width height am
I 7\ H L
a A Main Runners —
{ ‘ T 7940 G slot at 150 mm 3600 38 38 )
o[ © [oR\Ne) (o3 3
GJIFS 4-%))% 4 - 7942 G slot at 150 mm 3000 38 38 <
2 7941 G slot at 100 mm 3600 38 38 o
N %8 CrossTees 9p)
N\ 0 _ [0 q 7930 G 1200 38 38 =
& *@f 9 17 7918 900 38 38 E
2 7920 G 600 38 38
)]
S — 7
- I Unhemmed C channel
40
1 7838 G 3048 (120) 20 40 =
- 32 - o
_ Jz_ Knurled angle trim %)
— L KAM 12 B 3658 (12) 32 32 T
o2 | o
7p)
ACCESSORIES oD
\ (D
DWS50 LT DWACS AG ‘|' MBAC AG
Transition clip13 mm Drywall attachment \ Main Runner adapter clip
plasterboard (1/2) clip :
LP100
| Low plenum hanger bracket 40 mm / 126 mm
DWS58 LTAG 30 45° DW30C AG i i ixi
Transition clip for 15 mm DW45C AG (min/max Girid face-upper fixing)
plasterboard (5/8) 380~ DW60C AG
DW90C AG LP70
0 A 351G (310 mm) Drywall angle clips Low plenum hanger bracket 40mm / 96mm
0 A 352 G (460 mm) (min/max Grid face-upper fixing)
0 waall Grid System (DGS) XTAC AG
Timber Hanger

Cross Tee adapter clip

SUSTAINABILITY

FIRE REACTION EEA  Euroclass A1 RUS  KM1(G1,v1,D1,T1)
EN 13501-1 FZ 123

OTHER 15YEAR

PERFORMANCES product

& FEATURES Quarantee

Product availability may vary. 172

Please contact us or visit www.armstrongceilings.co.uk for more information.



DGS CURVED

43 mm grid systems for curved plasterboard ceilings Application area

Key Attributes Plasterboard ceilings

* Engineered Main Runner and Cross Tee system: quick and easy to set-out and install Physical data

* Reverse hem: prevents screw spin-off - rotary stitched: strength and extra stability * Material: galvanised steel
* Faceted Main Runner: form curved or domed ceilings on site - no pre-ordering curved profiles ¢ Surface finish: galvanised
* Full range of accessories: detailing for changes of level - compatible with Axiom for transition to * Colour: n/a

suspended ceilings

PEAKFORM MAIN RUNNER AND SUPERLOCK CLIP (bulb-to-bulb connection)

Item Nr. Dimensions (mm)
r“ length width height
\ [ \ "8 Faceted Main Runners
oM O [eR\We) 06 @
ORE> %Q ) g- J HD 8906 F08 G 3658 38 03
-2 HD 8906 F16 G 3658 38 43

ACCESSORIES
_—— RC2AG
oo ﬂ oo Radius clip
oo oo
SYSTEM DRAWING
RC2 AG Clip CrossTee RC2 AG Clip
Cross Tee ‘ - Cross Tee
When installing a vault, Cross Tees should be placed
between RC2 AG clips
When installing a valley, Cross Tees should be placed
at the RC2 AG clips
SUSTAINABILITY
FIRE REACTION EEA  Euroclass A1
EN 13501-1
OTHER 15YEAR
PERFORMANCES product
& FEATURES guarantee
173 Product availability may vary.

Please contact us or visit www.armstrongceilings.co.uk for more information.



DGS SHORTSPAN corRIDOR

38 mm grid system for plasterboard ceilings in corridors or small rooms Application area

Key Attributes Plasterboard corridors or small rooms
* | ocking angle trim: quick and easy to set-out Physical data

¢ Shorptspan T-Bars: lock into the Locking Angle Trim for fast installation * Material: galvanised steel

* Reduced number of hangers ¢ Surface finish: Galvanised

* Reverse hem: prevents screw spin-off - rotary stitched: strength and extra stability * Colour: n/a

DRYWALL GRID SYSTEM (DGS) SHORTSPAN PRODUCT RANGE

Item Nr. Designation Dimensions (mm)
length height

ShortspanT-bars

S7708G 2438 (8) 38

S7710G 3048 (107 38

S7712G 3658 (12) 38

S77114G 4267 (14) 38

Locking angle trims
LAT 12 H Locking tabs at 150 mm 3600 32
LAT10H Locking tabs at 100 mm 3000 30

Knurled angle trim
KAM 12 B 3660 (12) 32

The ShortSpan system is designed for use in drywall ceilings where the spans do not exceed 4200 mm.
The individual ShortSpan tees are not designed to be used independent of the locking angle trim (LAT 12 H) or optional knurled angle

trim (KAM 12 B).
SYSTEM DRAWING
' / Alignment
Locking tab crimps
A349G
Drywall Accessory -
Shortspan Connector Clip /. LAT 12/10H

must be screwed
to wall structure  150/10

Locking tabs
at 150/100mm centres.

SUSTAINABILITY

FIRE REACTION EEA  Euroclass A1
&’ EN 135011

OTHER 15YEAR
PERFORMANCES oroduct
& FEATURES guarantee

SUSPENSION SYSTEMS - PLASTERBOARD SOLUTIONS

Product availability may vary. 174

Please contact us or visit www.armstrongceilings.co.uk for more information.



AXIOM PROFILES

Extruded aluminium sections for perimeter detailing, changes of level and lighting features

Key Attributes

* Available in 5 different heights with Axiom corner posts and universal accessories for secure

and easy installation
¢ Compatible with Armstrong exposed ceilings grid systems including Silhouette and Interlude HRC

designer grids
* Plasterboard trims for seamless integration with plasterboard ceilings and Armstrong Drywall Grid System
* Factory finished - no on-site decoration required - save time on plastering, sanding and painting

Application area
All ceilings - Perimeters / Changes in level /
Lighting features

Physical data

* Material: aluminium

* Surface finish; polyester powder painted
* Colour: Global White / RAL 9010

* Other colours available upon request

PRODUCT RANGE
9, Item Nr. Designation Dimensions (mm) Standard colours
= Global White
. white RAL 9010
o, £y length height D D
T T
2 & L
s 524206 G AXIOM Profiles 50 mm 3000 50
,\-1—9-\ S I i
8 E i 5442 06 G AXIOM Profiles 100 mm 3000 100
A 4 RRy . Rl S J:I
56 42 06 G AXIOM Profiles 150 mm 3000 150
| B 584206 G AXIOM Profiles 200 mm 3000 200
18s 18s AXIOM Vector
| 551411 G Profiles 112 mm 3000 112
B B
25 25 AXIOM Profiles
T3213H plasterboard trim 3000 18.5
ACCESSORIES
Item Nr. Designation Standard colours
Global White
white RAL 9010
A334G AXIOM Profiles corner post 50 mm
A335G AXIOM Profiles corner post 100 mm
A336G AXIOM Profiles corner post 150 mm
A337G AXIOM Profiles corner post 200 mm
A345G AXIOM Vector corner post 112 mm
? PERSS A340H AXIOM Universal corner clip
B3
R~ A338H AXIOM Universal splice plate
A3394J AXIOM Universal T bar connector clip
A344H AXIOM Universal hanging clip
A 7935 AXIOM Universal Hold down clip for cut metal tiles

175




SYSTEM DRAWING

A334G
A335G
A 336G
A337G
A345G

A338H

A339J

T ) - | . A340H

o ————A34H

CONCEALED LIGHTING DETAIL

SUSPENSION SYSTEMS - AXIOM SOLUTIONS

Plasterboard

Optional light fixture by others
[ Max.200

50/100

Board / MicroLook / Tegular ‘ 19 ‘

SUSTAINABILITY
1
EN 13964

A+
FIRE REACTION EEA  Euroclass A2-s1,d0

&l EN 13501-1
OTHER — oo =l
PERFORMANCES 2 % 32VZEHR
& FEATURES <4 guarantee

-

CUSTOM OPTIONS

»

Colours

Dimensions -
. _ Product availability may vary. 176
Please contact us or visit www.armstrongceilings.co.uk for more information.



AXIOM TRANSITIONS

Extruded aluminium sections to provide a seamless transition between plasterboard margins
and suspended ceilings

Key Attributes

¢ 12 sections designed for compatibility with different edge details using Axiom universal accessories for secure
and easy installation

¢ Compatible with Armstrong exposed ceiling grid systems including Silhouette and Interlude HRC designer grids

* Plasterboard jointing flange for seamless integration with plasterboard ceings and Armstrong Drywall Grid

Application area
Al ceilings - Perimeters

Physical data

* Material: aluminium

* Surface finish; polyester powder painted
¢ Colour; Global White / RAL 9010

177

System ¢ Other colours available upon request
PRODUCT RANGE Item Nr. Designation Dimensions (mm) Standard colours
Global White
length height Whﬁ Rﬁm
50|
mﬂl T AXIOM Transitions
g5 T3208G for Tegular/MicroLook 3000 50
jj—
50|
i15
B S — T3219G AXIOM Transitions channel 3000 50
AN
50
s AXIOM Transitions
e T3215G shadowline angle 3000 50
Ik
50|
mﬁL AXIOM Transitions
T T3210G for Vector tiles 3000 50
Lk
7\ P AXIOM Transitions
55 597! T3228 shadowline channel 3000 50
)
L AXIOM Transitions upstand
‘ 35“?"* T3230 Channel 13 mm Board 3000 53
J I
30 |35
1L AXIOM Transitions
l15 Shadowline for T-Clip F
40| T3270 (full tiles) 3000 35
o 23
’ -
\ 230 AXIOM Transitions channel for B-H 300
j‘fb T3272 (full tiles) 3000 57
25
68
SL AXIOM Transitions angle
| T3273 with offset 25 mm 3000 68
prE Ty
o 1 AXIOM Transitions
| T Taems Shadowline for B-H 300 (full tiles) 3000 51
]
(3
b AXIOM Transitions for
T3277 S-Clip F, Q-Clip F, R-Clip F (full tiles) 3000 18
5'0 dq
s T 3271 AXIOM Transitions angle 3000 51



SYSTEM DRAWING

SUSPENSION SYSTEMS - AXIOM SOLUTIONS

A321H
; A322H
A340H
A339J
CROSS SECTION
Suspension point i
(various options available) 4‘ o
Armstrong Drywall grid
A339J
T3215G 2x Self drilling screws
Prelude 24 Cross Tee
A AN
7 /// % //// //
MINERAL Board tile 1o | 5| Plasterboard
SUSTAINABILITY
EN 13964
A+ E1
FIRE REACTION ﬁ EEA  Euroclass A2-s1,d0
EN 13501-1
Qz

OTHER E— Komczo
PERFORMANCES £ %ﬁfg 3%&“
& FEATURES cd guarantee
CUSTOM OPTIONS D

Colours Dimensions

Product availability may vary. 178

Please contact us or visit www.armstrongceilings.co.uk for more information.
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AXIOM BLIND BOXES

Extruded aluminium profiles for detailing perimeter blind boxes or concealed lighting
features

Key Attributes
* Pre-engineered profiles using Axiom universal accessories for a secure and easy installation
* Provide a sharp finish to integrate with suspended ceiling tiles or plasterboard ceilings
* Factory finished - no on-site decoration required - save time on plastering, sanding
and painting

Application area
All ceilings - Perimeters / Lighting features

Physical data

¢ Material: aluminium

* Surface finish; polyester powder painted
¢ Colour: Global White / RAL 9010

* Other colours available upon request

PRODUCT RANGE
Item Nr. Designation Dimensions (mm) Standard colours
Global White
length height ﬁ RALng
100 100 1325
— ' T 3250 AXIOM Blind Box - 100mm 3000 132.5
32
T 3251 AXIOM Blind Box Perimeter angle 3000 32
32 [
25
l \ AXIOM Blind Box Transition
- T 3252 upstand 13mm Board 3000 32
32
R —
T 3253 AXIOM Blind Box Transition angle 3000 32
‘ 41
32
T 3254 AXIOM Blind Box Perimeter channel 3000 41
ACCESSORIES
Item Nr. Designation Dimensions (mm)
height
A340H AXIOM Universal corner clip -
A338H AXIOM Universal splice plate -
A344H AXIOM Universall hanging clip -
A 3255 Hanger for AXIOM Blind Box 25




CROSS SECTION

Cross Section
Cut MetalTile

3

W
-— T3250
C 1803

4

T 3254
24 | GutMETAL tile/panel

Cross Section
Plasterboard Vertical

|

|
T Wy
M.

T3250—

N

Plasterboard

N\ AN
ANERTIRNN

T3252

Cross Section
MicroLook /Tegular

3

T
-— T 3250
Prelude 15 / 24 Main Runner

! 19 !MINERALMicroLook/TeguIartiIe

AXIOM Blind Box to Wall

— Optional light
fixture by others

r;;;;
7N
N/
=
Lo

Cross Section
Plasterboard Horizontal

-

Armstrong
Drywall Grid

Suspension point
(various options —
available)

11
- T3250

TS )
% ////////////////////

i T
M Plasterboard

Board / MicroLook / Tegular

G
1
|
|
|
|
|
|
|
|
|
1

100

SUSTAINABILITY

L}
EN 13964

FIRE REACTION

EEA  Euroclass A2-s1,d0
EN 1350t-1

OTHER
PERFORMANCES
& FEATURES

J0YEAR

system
guarantee

-

CUSTOM OPTIONS

3
Z
»

Colours

\

Dimensions

SUSPENSION SYSTEMS - AXIOM SOLUTIONS

Product availability may vary. 180
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AXIOM PERIMETER ANGLES / CHANNELS

Extruded aluminium sections for classic perimeter solutions with mineral, metal

wood or plasterboard ceilings
Key Attributes

* Angle and channel sections designed for compatibility with Axiom universal accessories for secure

and easy installation

¢ Compatible with Armstrong ceiling grid systems including Silhouette and Interlude HRC designer grids

* Plasterboard perimeter trim for finishing plasterboard ceings and Armstrong Drywall Grid System

Application area
All ceilings - Perimeters

Physical data

¢ Material: aluminium

* Surface finish; polyester powder painted
* Colour: Global White / RAL 9010

* Other colours available upon request

PRODUCT RANGE Item Nr. Designation Dimensions (mm) Standard colours
Global White
length height ﬁ Rﬁo
]
— \—‘ ! T 3249 AXIOM Perimeter C profile 41 x 19mm 3000 41
19
I
1:5 AXIOM Perimeter Shadowline
g T T 3226 channel 35 x 15 x 15 x 19mm 3000 50
35
}5 AXIOM Perimeter Shadowline
i T 3227 angle 35 x 15 x 15 x 15mm 3000 50
[ s
35
s.Ls AXIOM Perimeter Shadowline
P — T 3248 angle 35 x 15 x 6.5 x 15mm 3000 40
35
| AXIOM Perimeter angle
T e T 3235 35 x 15mm 3000 35
35]
&l AXIOM Perimeter
T T3225G plasterboard trim 3000 50
50 T
af AXIOM Perimeter for
- R =— T3274 B-H 300 (full tiles) 3000 50
o Jo AXIOM Perimeter
15 | Shadowline for
e T3275 B-H 300 (full tiles) 3000 50
ACCESSORIES
Item Nr. Designation Dimensions (mm)
height
° A340H AXIOM Universal corner clip -
X
X A338H AXIOM Universal splice plate -
(>3 P |
A339J AXIOM Universal T bar connector clip -
A344H AXIOM Universall hanging clip -
A321H AXIOM Transitions suspension clip - straight 79
A322H AXIOM Transitions suspension clip - angled 62
AXIOM Universal Hold down clip for cut
A 7935 metal tiles -




CROSS SECTION

Connector Clip

2x Self drilling screws
A339J

Armstrong Drywall grid

T3235G

200

- ~ T
R A g L

0 RN

15 | Plasterboard

Board to Wall

T 3227 Prelude 24 Main Runner

SUSPENSION SYSTEMS - AXIOM SOLUTIONS

15 ‘ 15 ‘ 15
/| T T

SUSTAINABILITY
[A[ATET<] EN 13964

A+ E1

FIRE REACTION EEA  Euroclass A2-s1,d0
m EN 13501-1

OTHER s
PERFORMANCES L 330!3?
& FEATURES guarantee
CUSTOM OPTIONS m .

Colours Dimensions -
» _ Product availability may vary. 182
Please contact us or visit www.armstrongceilings.co.uk for more information.
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PERIMETER TRIMS

Perimeter trims for Metal and Mesh tiles: Steel and extruded aluminium  Application area: all ceilings - perimeters

sections designed specifically for perimeter detailing of Metal ceiling

Physical data: material: galvanised steel / aluminium

systems » Surface finish: polyester powder painted
Key Attributes: a variety of different angle for a wide choice of perimeter ¢ Colour: RAL 9010
design options ¢ Other colours available upon request

F-PERIMETERTRIMS SYSTEM DRAWING

F-perimeter trim

Cut metal tile

PERIMETERTRIMS
Item Nr. Description Material Dimensions (mm)
length
a}; L
20
M215110 RA 1 perimeter trim Aluminium 4000
o M215111 RA 2 perimeter trim © 4000
M215112 RA 3 shadowline perimeter trim v 4000
q E
M215013 RA 4 F perimeter trim “ 4000
M215014 RA 5 F shadowline perimeter trim v 4000
t
M215015 RA 6 F shadowline perimeter trim v 4000
2y M215233 RA 9 F perimeter trim v 4000
EQF M215213  RA1S perimeter trim Galvanised steel 3000
20
Ll_g M215214 RA 3 S shadowline perimeter trim v 3000
20
ACCESSORIES
Item Nr. Description Material Dimensions (mm)
length width height
2 M311081 Pressure spring Spring steel 54 30 10

Bulkheads: Armstrong also has a choice of bulkhead type for full tile or cut-tile integration.
* Post-coated for colour match with Amstrong metal ceiling systems
¢ Accessories and bracing profile for complete system solution

For more details, please see the Suspension Systems brochure.



Standard perimeter trims for classic perimeter solutions with mineral

and wood ceilings

Key Attributes

¢ Comprehensive range including angle trims, shadowline trims, channels
and F-upstand trims

Application area
All ceilings - Perimeters

Physical data

* Material: steel

¢ Surface finish: baked polyester paint

¢ Colour: all products standard in Global White

¢ Other standard colours available on popular items

PERIMETER DETAILING

Item Nr. Description

T1924 HD  Perimeter angle, painted

T 1924 CA  Perimeter angle, capped

T1924 LB Perimeter angle, corrosive resistant

T2419H  Perimeter angle, painted

L

B

L
T1932HA  Perimeter angle, painted

0

5

5

| ©

T1919HC  Perimeter angle, painted

T2222 HA  Perimeter angle

T2401 HA  Perimeter angle, painted heavy duty

T2424HD  Perimeter angle, painted

T 3024 HA  Perimeter angle, painted

T3030H  Perimeter angle, painted

T1506 H  Shadowline, painted

4
9
2
1
2
2:

L
Ta
<

‘wshs\

T 1508 HB  Shadowline, painted

19 |
24 |
19 |
L.
| 19
[
I 22 |
[
20 |
[
[ 30 |
.
[ 30 |
635
15 |15 |
8

Shadowline, painted, for OPTIMA Vector,
ULTIMA™ Vector, DUNE Vector

7875 G

13
27l 24 |

20

20

T2020 HH  Shadowline, painted

20 | 20 |
? Shadowline, air circulation length of slot:
20 50 mm Distance between slots

" T2121HH 20 mm (ca, 16% open area)

20 | 20 |

40|:
|20 |

B PREeee pR LR @

T2040HB  C channel, painted

Dimensions (mm) Standard colours
Global White Silver

T S white RAL9010  RAL 9006 Black Brass Chrome  Galvanised
3000 0.54

3050 0.60

3050 0.55

3000 0.45

3000 0.45

3000 0.45

3000 0.45

3050 0.70

3050 0.45

3000 0.45

3000 0.54

3050 0.45

3050 0.45

3050 0.45

3000 0.65

3000 0.60

3050 0.45

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

SUSPENSION SYSTEMS - PERIMETER DETAILING

184



PERIMETER DETAILING

Item Nr. Description Dimensions (mm) Standard colours
lenaht thick Global white
eng ickness D
o 7837 C Channel, painted 3050 0.45
@ Llﬁ
.l T1575 HA Unequal U-Profile, painted 3050 0.45
@ as F Upstand trim, painted,
R 7856 H for 16 mm thick panels 3050 0.45
@ e “ F Upstand trim, painted,
- - 7852 H for 13 mm thick panels 3050 0.45
|27 |
FLEXIBLE PERIMETER TRIMS
_t [temNr. Dimensions (mm) Standard colours
length height Glo%me ﬁ
FT 2424 2500 24
FT 1929 2500 29
- ‘ 24/19 |=
Item Nr. Description Dimensions (mm)
length
A328G Inside corner 19 mm (Global White) 58
A329G Outside corner 19 mm (Global White) 65.5
A330G Inside corner 24 mm (Global White) 58
A331G OQutside corner 24 mm (Global White) 65.5
A332G Inside corner for shadowline T 1508 HB (Global White) 72
A333G Outside corner for shadowline T 1508 HB (Global White) 572
TS A 0415 G MicroLook border clip 19
|
R
! 2478
‘ A0324 G Tegular border clip 29
% 5-5\\/ Perimeter fill-in clip for 15 mm grid -
I A156 G MicroLook (75° angled)
Fiﬁ s\\/ Perimeter fill-in clip for 24 mm grid -
A246 G Tegular (75° angled)
% @3/ Perimeter fill-in clip for 15 mm grid -
A 157 MicroLook 90 / Metal MicroLook 8 (90° angled) 15
%ﬁ %/ Perimeter fill-in clip for 24 mm grid-
A 247 Tegular 90 / Metal Tegular 8 (90° angled) 24
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SUSPENSION & ACCESSORIES

Item Nr.

AW950 G

A1843G

A1829G

A1839G

A1827G

i)
= =\

& AwWDN20H

A14G

& AWDN21H

)

® AwoN23 G

A 11030 G

A 11020 G

KB
ﬁ A 11040 G

A11070 G

A 11090 G

@ A 12030 G
A 12020 G
A12040G

A12070G

\J A 12090 G

ACCESSORIES

Description

Suspension wire dia, 2 mm

Expanded bolt for threaded rod dia, 6 mm

Threaded rod dia, 6 mm

Connection for threaded rod dia, 6 mm

Nut for threaded rod

Bent tee bar hanger for threaded rod

Universal clip

T bar hanger

Double bent T bar hanger with 2 sizes of diameter hole

Quick hanger - hook (2 hooks)

Quick hanger - hook (2 hooks)

Quick hanger - hook (2 hooks)

Quick hanger - hook (2 hooks)

Quick hanger - hook (2 hooks)

Quick hanger - eye (1 hook +1 eye)

Quick hanger - eye (1 hook +1 eye)

Quick hanger - eye (1 hook +1 eye)

Quick hanger - eye (1 hook +1 eye)

Quick hanger - eye (1 hook +1 eye)

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

Dimensions (mm)

length

ca, 200 metres

25

1000

20

57

40

57

165-280

215-380

315-580

415-780

515-980

165-280

215-380

315-580

415-780

515-980

SUSPENSION SYSTEMS - PERIMETER DETAILING
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ACCESSORIES

A=84-116

A=102-137

>

A =130-169

b
2
:
o

Qoe

| 60 |

L e

5

| 200011700 |
\

—_—

»

D)

Item Nr.

A 10202 H

A 10203 H

A 10204 H

A 10205 H

A 10206 H

A 10208 H

A 10230 G

A 10300 G

A 10301 G

A 10302 G

A 10229 G

A952 G

A1052 G

AB26G

AB27G

AN11G

Description

Upper part of nonius
Upper part of nonius
Upper part of nonius
Upper part of nonius
Upper part of nonius

Upper part of nonius

Bottom part of nonius hanger

Short Nonius hanger (upper & lower part) 84-116 mm

Short Nonius hanger (upper & lower part) 102-137 mm

Short Nonius hanger (upper & lower part) 130-169 mm

Pin to connect bottom & upper part of nonius

Suspension angle

Bent Residential strap hanger

2 m hanger with hook

1.7 m hanger with hook

Small hook

Butterfly

Suspension hanger for T bar

Dimensions

length (mm)
300
400
500
600
700

800

190

60

3600

73

2000

1700

125

55
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SUSPENSION & HOLD DOWN CLIPS

A 1829 Item Nr.

A1837G

A 1838 H

A1820G

A1821G

A1822G

A1823G

& 780G

2 As9G

& 21060

Description Dimensions
length (mm)

Rocking hanger 80

Hanger for wooden beam 148

Beam flange clip 1.6 - 4.8 mm thickness -

Beam flange clip 4.8 - 9.5 mm thickness -

Clip for quick hanger 1.6 - 4.8 mm thickness -

Clip for quick hanger 4.8 - 9.5 mm thickness -

Universal hold down clip -

Locking hold down clip, 6-30 mm tiles
(Peakform & Square bulb) 64

T35 Hold down clip for panels up to 110 mm thick -

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

ACCESSORIES
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ACCESSORIES

HOLD DOWN CLIPS & ACCESSORIES

ltem Nr. Description Dimensions
length (mm)
= ML <Lé
70 > 102
\
%8 EHDC58AG Exterior hold down clip (Peakform & Square bulb) 102
66
— e ATI12G Hold down clip for 40 mm soft fibre panels 68
50
/@ — V“ AT7902G Hold down clip for 18-25 mm soft fibre panels 40
_ % A425G Board Access clip for standard 24 mm T-bar
— ~

1218 = A426G Board Access clip for Clean Room 24 T-Bar (Global White) -

440 B Ultima+ Vector Border Clip -

441 A Optima Vector Border Clip -

442 A Vector Seismic clip -

AT7930G Last tile clip Tegular (Global White) 40
AT7931G Last tile clip MicroLook (Global White) 40
MCC4 G Mitre closure clip for 6 mm Silhouette (Global White) -
Peakform Corner support of lay-in light
8 LFCG (Silhouette & 15 mm grid)
8 A131G

T bar saddle clip (Peakform & Square bulb)

98
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ADDITIONAL ACCESSORIES

Item Nr.

A1796 G
C 1803 J

24 mm

grid

15mm

grid
UPC AG

® C1430G

AT876 A
ASPH
STAC
CHDC

Description

Border wedge

Border / perimeter wedge

Universal partition clip

Variable placement hook end detail to suit on site

Slot tool for hour glass slots

Grid touch-up paint

Single Tee Adapter Clip

PVC Hold down clip for Clean Room grids

Product availability may vary. Please contact us or visit www.armstrongceilings.co.uk for more information.

Dimensions
length (mm)

63.5

ACCESSORIES
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INSTALLATION & MAINTENANCE

Installation guide 1a
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For more information, please contact us or visit the Installation & Maintenance page on Armstrong’s website.

' MANUFACTURER’S RECOMMENDATIONS

Many specifications call for the ceiling to be installed in accordance with the “manufacturer’s recommendations” and this approach is now
adopted in BS EN 13964:2004 + A1:2006 “Suspended ceilings - Requirements and test methods” which refers to “Supplier’s instructions”.
The recommendations are given as a guide to such requirements which should be consulted prior to installation.

Where a specific point is not mentioned or for further information on those that are, please contact us or visit Armstrong’s website.

' REACTIONTO FIRE

Fire reaction is an important consideration for every : A BUILDING REGULATIONS

ceiling system - no matter how simple or complex. : Fire reaction performance for suspended ceilings is shown using the Euroclass
Our ceiling tiles are engineered to meet the most : fire reaction classification. Most Armstrong Ceilings products are reaching
stringent industry standards. Select from a broad © A2-s1,d0, which is above B-s2,d3 defined as Class 0 in the Building Regulations
range of looks and acoustic options to meet your © - meaning they can be used in all areas of the building - a performance that is
design and fire reaction requirements. : easily met by all Armstrong ceiling products.

Fore more information, please contact us or visit Armstrong’s website.
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CLEANING MATRIX

WET METHODS
REHETHOES (tiles must be cleaned using dry methods before wet cleaning)
y g
= = = =
=% S B g & 3 2 g0 E
532 | ee| BoE 3.% g £ £g%
s s 33 SEE 2EE F = 2 T =
S3 | 3 |BE| 2s¢ ££1 e 2 3 =
= € 2 | o3 £% e 22 E %8 g 238
22 S |eg| 253 E3 _ = = §5%
s & £ g = £28 2 S S E 2 9d%
25 8 S o 5 S 2 282 =5 2 T oy
5cE ) o 2 283 2 oo S o 8§ 2% _
= 3 3 3 T = 2275 £ E§ o £ = 2S8R
S8 S S g 2295 S8 S ) =y 228«
RO G5 L3 =< 3 Qa3 8 £ e £ 0 E
=42 T | £& 253 883 a3 w 5338
ULTIMA+, ULTIMA+ dB, ULTIMA+ OP v Daily v v Weekly v Weekly
A1 &A3 . B2
OPTIMA | oy | Dally v Only | Weekty
PERLA, PERLA dB, PERLA OP 0.95, .
2 PERLAOP1.00, PERLAOPdB | ¥ | Daly v |Monthly | v | Weekly
S
E NEEVA .
2 COLORTONENEEVA | | Dally v
wn
-
E SIERRA/SIERRAOP | v/ Daily v v | Monthly | v | Weekly
=
s
DUNE eVo, DUNE eVo dB, DUNE eVo MAX .
COLORTONE Duneevo | ¥ | Dally v | Weeky
PLAIN, GRAPHIS v Daily v
FINE FISSURED v Daily v
BIOGUARD ACOUSTIC | v/ Daily v v Daily v Daily v | Weekly v Daily
BIOGUARD PLAIN v Daily v v Monthly v Weekly v Weekly
(2}
= CLEANROOMFL | v Daily v vV | Weekly | v | Weekly v | Weekly
5
—
o . " Twice
g PARAFON HYGIEN v Daily v v Weekly v Weekly v Yearly
S
?} HYDROBOARD v Daily v
CERAMAGUARD v Daily v v Weekly v Daily
NEWTONE v Daily v v Weekly
2 Plain surface for all veneers v Dail B1 Weekl
o) 8 v Only Y
23 . B
] Perforated surfaces for all veneers v Daily Only Weekly
Plain surface for all edge details | v/ Daily v v Daily v Daily ve mﬁ‘; v Daily
0w
=
o Plain surface with TrioGuard™ .
'é coating for all edge details v Daily v
e}
wn H b
= iermted S””a"esfgggffg;ésgggﬂl v | Daiy v v | Dpaly | v | Daly v | Daiy
=
Perforated s“rfacesfﬁrgjfgg'gsgggﬁg v | Day v Voo Weeky | v | Weekly v | Weekly
Wipeable with a dry Can be cleaned using Wipeable with i Washable with a sponge ) Special instructions are
cloth / soft brush. %3 focus compressed air. a moist cloth. 1 dampened in water containing available - Please consult us.
(A1-A2-A3) (Ad) B1-C1) ; Egéd_sggf or diluted detergent. @0nly Q-Clip and R-Clip when
sealed with silicone
mastic - Special instructions are
e Scrubbable with water , V Can be cleaned using Can be cleaned with available - Please consult us.
965 -‘“‘.’, containing mild soap or < ahigh pressure water disinfectants commonly
\\\\\“ diluted detergent. 4 spray. .\+ used in healthcare premises.
— (D) ) @)
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_al WEIGHTED SOUND ABSORPTION COEFFICIENT, O,

A single-number rating for random incidence sound absorption
coefficients calculated by reference to EN ISO 11654. With this
method measured values obtained in accordance with EN ISO

354, are converted into octave bands at 250, 500, 1000, 2000 and
4000Hz and are plotted onto a graph. A standard reference curve

is then shifted towards the measured values in steps of 0.05 until a
“best fit” is obtained. The derived value of o, will vary between

0.00 and 1.00 but is only expressed in multiples of 0.05, eg o, = 0.65.

_f SHAPE INDICATOR

With reference to EN ISO 11654, the calculated value of w may

be qualified by one or more letters (in brackets) to indicate if the
product has excess sound absorption at low (L), medium (M) or high
(H) frequencies.

. SOUND ABSORPTION CLASS

With reference to EN ISO 11654, the calculated value of w may
additionally be allocated into one of six descriptive classes in
accordance with the following table:

Sound absorption Class Oy

0.90; 0.95; 1.00

0.80; 0.85

0.60; 0.65; 0.70; 0.75

0.30; 0.35; 0.40; 0.45; 0.50; 0.55
0.15; 0.20; 0.25

0.00; 0.05; 0.10

m o o W >

Not Classified

_af WEIGHTED SUSPENDED CEILING NORMALISED LEVEL
DIFFERENCE, Dpcy
A single-number rating of the laboratory measurement of room-to-
room (horizontal) airborne sound insulation of a suspended ceiling
above adjacent rooms sharing a common ceiling plenum. It is
determined in accordance with EN ISO 717-1 from measurements
made in accordance with EN 20140-9. Note: EN 20149-9 has now
been withdrawn and superseded by EN ISO 10848-2. (see D),
although Dy test results still continue to be valid.

_afl WEIGHTED SUSPENDED CEILING NORMALISED FLANKING
LEVEL DIFFERENCE, Dpfy

A single-number rating of the laboratory measurement of room-
to-room (horizontal) airborne flanking sound transmission of a
suspended ceiling above adjacent rooms sharing a common ceiling
plenum. It is determined in accordance with EN ISO 717-1 from
measurements made in accordance with EN ISO 10848-2. This has
now superseded EN 20149- 9. (see Dyyqy)-

ACOUSTICALTECHNICAL GLOSSARY

_d WEIGHTED SOUND REDUCTION INDEX, R,

A single-number rating of the laboratory measurement of (vertical)
airborne sound reduction of a suspended ceiling. It is determined by
reference to EN ISO 717-1 from measurements of sound reduction
index made in accordance with EN ISO 140-3.

_ RAIN NOISE SOUND INTENSITY LEVEL, L,

The laboratory measurement of the sound intensity in a room below
a roof construction when subjected to rainfall. It is determined

by reference to EN ISO 140-18:2006 - Laboratory measurement
of sound generated by rainfall on building elements. The roof’s
performance can be tested with or without a suspended ceiling
beneath. The intensity of the rainfall tested can be selected from
the options given in the standard. A combined A-weighted single-
number (LIA) can also be determined. Unlike Dnfw and Rw data,
where the higher the value the better the insulation provided, the
lower the intensity value (weighted LIA) the better the insulation
performance of the ceiling and roof combination.

_a SOUND ATTENUATION

A term used in relation to the horizontal transmission of sound
through a suspended ceiling above adjacent rooms sharing a
common ceiling plenum.

- SOUND REDUCTION

A term used in relation to the vertical transmission of sound through
a suspended ceiling.

_ad NOISE REDUCTION COEFFICIENT, NRC

A single-number descriptor of random incidence sound absorption
coefficients. Defined in ASTM C423 as the arithmetical average,

to the nearest multiple of 0.05, of the measured sound absorption
coefficients for the four one-third octave band centre frequencies of
250, 500, 1,000 and 2,000 Hz.

_f SABINE / EQUIVALENT ABSORPTION AREA (EAA)

A Sabine is a measure of the total sound absorption provided by
discrete objects (canopies, screens, furniture, etc) when installed
in an architectural space. Because these types of absorbers

have more than one surface and may be irregular in form, it is not
meaningful to assign sound absorption coefficients to them. Hence
the Equivalent Absorption Area per unit (measured in Sabines) is
preferred to characterise the absorption provided by an individual
‘space absorber’.
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WESTERN
FEUROPE

Belgium & Luxembourg
Amstrong Building Products B.V.
Verkoopkantoor Benelux

Postbus 3803

4800 DV Breda - Netherlands

Tel.: (+32) 02 22300 72

Fax: (+31) 076 521 04 07

e-mail: benelux-info@armstrong.com
www.armstrongplafonds.be

Germany & Switzerland
Amstrong Building Products
Kundenservice

Office Building Quadrium
Claudius Prinsenlaan 126
4818 CP Breda - Nethertands
Tel.: +49 (0) 261 7603 210
Fax: +49 (0) 251 7603 593
e-mail: deutsche-info@armstrong.com
www.armstrongdecken.de
www.amstrongdecken.at
www.amstrongeelings.ch

Firmensitz

Armstrong Building Products GmbH
Robert-Bosch-Str. 10

48153 Munster - Germany

Amstrong Metalldecken AG
Breitfeldstrasse 8

90156 St. Gallen - Switzerland
Tel: +41(0) 71 3136363
Fax: +41(0) 71 31364 00
e-mail: gema@armstrong.com
www.armstrongeeilings.ch

Zentralschweiz

Amstrong Metalldecken AG
Buro / Lager Zentralschweiz
Grossweid 9

6026 Rain - Switzerland

Tel.: +41(0) 41 921 63 63
Fax: +41(0) 41 9216380
e-mail: gema@armstrong.com
www.amstrongeelings.ch

Amstrong Plafonds Meétalliques SA
Bureau et Depot Suisse Romande
Avenue de Chatelaine 87

1219 Chatelaine - Suisse

Tel: +41(0) 227316070

Fax: +41(0) 22 73160 74

e-mall: gema@armstrong.com
www.armstrongeeilings.ch

Austria

Armstrong Metalldecken GmbH
Bundesstrasse 70

6830 Rankwel - Austria

Tel.: +43 (0) 55 22 34 44-0

Fax: +43 (0) 65 22 34 44-8

e-mail: gema@armstrong-decken.at
www.armstrongdecken. at

Amstrong Metalldecken GmbH
Messendorferstrasse 6

8041 Graz - Austria

Tel.: +43 (0) 316 471 584

Fax; +43 (0) 316 471 584-10

Spain & Portugal

Armstrong Building Products SAS
Immeuble Paryseine

3 Allee de la Seine

94854 ry-sur-Seine Cedex - France
Phone: +34 91 642 04 99
info-espana@armstrong.com
www.armstrongtechos.es

France & French Speaking Africa
Armstrong Building Products SAS
Bureaux Commerciaux France
Immeuble Paryseine

3 Allee de la Seine

94854 hry-sur-Seine - France

Tel.: 0800 41 36 43

Fax:+33 1452104 11

e-mall: info-France@armstrong.com
www.amstrongplafonds.fr

Siege social

Armstrong Building Products SAS
67 rue de Salins - CS 20089
25302 Pontarlier Cedex - France

Italy & Greece

Armstrong Building Products
Ufficio Commerciale ltalia
Immeuble Paryseine

3 Allee de la Seine

94854 ry-sur-Seine - France
Tel.: 800 118 085

Fax: +3902 66 20 14 27
e-mall: info-italla@armstrong.com
www.ammstrongsoffitt.it

Netherlands

Armstrong Bulding Products BV
Bister 53 4817 HZ Breda
Netherlands

Tel.: (+31) 076 523 02 00

Fax: (+31) 076 621 04 07

e-mal: benelux-info@armstrong.com
www.amstrong-plafonds.nl

United Kingdom

Armstrong World Industries Ltd
Buiding Products Division

Harman House

1 George Street

Uxbridge UB8 1QQ - United Kingdom
Tel.: 0800 371849

Fax: +44 1895 274287

e-mall: sales-support@armstrong.com
www.armstrongceilings.co.uk

Republic of Ireland

Amstrong World Industries Ltd.

108 Greenlea Road

Terenure

Co Dublin 6W - Ireland

Tel.: 1800 409002

Tel.: (+353) 1499 1701

Fax: (+353) 1490 7061

e-mail: sales-support@armstrong.com
www.amstrongcelings.ie

MIDDLE EAST /

AFRICA / TURKEY

Armstrong World Industries Ltd
Africa Middle East Turkey Division
Harman House

1 George Street

Uxbridge UB8 1QQ - United Kingdom
Tel.: +44 01895 202097

Fax: +44 01895 272928

e-mail: sales-support@armstrong.com
www.armstrongcelings.eu

Israel: www.armstrong.co.i

South Africa: www.armstrongeelings.co.za

Middle East Regional Office,
Dubai, UAE

Office No. 2003, 20th Floor
Gold Crest Executive Tower
Jumeirah Lakes Towers
P.0. Box 73831

Dubai, United Arab Emirates
Tel.: 4971 4 453 4545

Fax; +971 4 453 4546
info-me@armstrong.com
www.armstrong.ae

Turkey

FSM Mah, Poligon Cad No:8

Buyaka 3 kulesi D:1 - Workinton Office
34771 Unmraniye/istanbul - Turkey
Tel: +90542 772 49 22

Tel.: +90 544 293 5931

e-mail: sgonc@armstrongceilings.com
etulpar@armstrongcelings.com
www.armstrong.com.tr

CENTRAL EUROPE
NORTH
& SCANDINAVIA

(DK/EE/FIN/IS/LT/LV/N/PL/S)

Armstrong Building Products BV

Sp. z 0.0. Oddzial w Polsce

ul. Domaniewska 37

(02-672 Warszawa - Poland

Tel.: (+48) 22 337 86 10/ 86 11

Fax: (+48) 22 337 86 12

e-mail: service-ce@armstrong.com

Latvia; www.armstrongeeilings.com/latvia
Lithuania: www.armstronglubos. it

Norway: www.armstrongcellings.com/norway
Poland: www.armstrongsufity.pl

Sweden: www.armstrongcelings.com/sweden

CENTRAL
FUROPE SOUTH

(AL/BA/BG/CZ/HR/HU/KO/
MD/ME/MK/RO/RS/SK/SI)

Amstrong Building Products

Florentinum,

Na Florenci 2116/15,

11000 Praha 1 - Czech Republic

Tel.: +420 725 477 583

e-mail: service-ce@armstrong.com

Czech Republic: www.armstrongstropnipodhledy.cz
Hungary: www.armstrongmennyezet.nu
Romania; www.armstrongtavane.ro

Serbia: www.armstrongplafoni.rs

Slovakia: www.armstrongcelings.com/slovakia
Slovenia: www.armstrongstropnisistemi.si
www.armstrongcelings.eu

FASTERN EUROPE

CIs

Amstrong Moscow GmbbH

Mosfilmovskaya Street 38A,

Moscow 119285, Russian Federation

Tel.: +7 (495) 258 5100

Fax: + 7 (495) 268 5103

e-mall: info-cis@armstrong.com

Russian Federation: www.armstrongceiings.ru

Advisory note

All photographic and design elements supplied in this brochure do not necessarily reflect any recommendation by any of the companies named in this brochure as to the proper
use or recommended methods of installation of suspended ceilings and are supplied only as informative material. For technical reasons in printing, differences may appear
between colours printed in this brochure and the actual product. The choice of colours should always be made from a sample of the product. All statements and technical
information contained in this brochure, or any publication of the companies named in this brochure, relating to Armstrong ceilings are based on results obtained under laboratory
test conditions. It is the responsability of the user to verify with the seller of the products in writing that such statements and information are appropriate to the specific use
intended. Sales of the products and liability of the selling companies are in accordance with the terms and conditions of sale of the selling company. All product specifications
are subject to modifications without prior notice.
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@ CEILINGS

AND WALLS
Browse by material or
products to find the best
ceiling solution.

@) SUSPENSION
SYSTEMS

Find a suspension system by

category or installation type

and get a full system solution.

Inspiring Great Spaces*

BROAD PORTFOLIC.
= |MDUSTRY LEADERSHIP.
1 DESIGNS THAT WORK.

€ INTEGRATED
SOLUTIONS

Discover Armstrong’s
integrated Ceiling Solutions to
deliver an improved aesthetic
design for your space.

@ APPLICATIONS

Browse by segment or special
application to accurately
match your ceiling space
requirements.

6 PERFORMANCES
Search by performance or
sustainability criteria, with best
solutions visible at a glance.

(@ PHOTOS &VIDEOS

Be inspired by on-line tools
such as the global project
gallery and video library.

@ TECHNICAL &
DOWNLOADS

Full access to technical
information such as guide
specifications, acoustic

and fire test reports, BIM
objects, CAD drawings as
well as brochures, product
datasheets and declaration of
performance certificates.

www.armstrongceilings.co.uk R

(Armstrong

CEILING SOLUTIONS



