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XX Remove slide plate XX Clip slide plate open XX Set 

1

2

2

1

PH2

90°

GEZE TS 5000

Sec

Display 
Door closer size

Leaf width
 [mm] 

2 up to 850 
3 850 - 950
4 950 - 1100
5 1100 - 1250
6 1250 - 1400

1	 Door closer size 
2	 Closing speed
3	L atching action 
4	 Back check 
5	 Delayed closing action (only with TS 

5000 S) 

Light-running door must be closed
completely by the closer! 

GEZE TS 4000

Sec

Display 
Door closer size

Leaf width 
[mm]

1 up to 750 
2 750 - 850
3 850 - 950
4 950 - 1100
5 1100 - 1250
6 1250 - 1400

1	 Door closer size 
2	 Closing speed
3	L atching action (only with TS 4000 S) 
4	 Back check 
5	 Delayed closing action (only with TS 

4000 S) 

Light-running door must be closed
completely by the closer!

Setting 
latching action

with latching 
action

without 
latching action

Recommended settings for GEZE door closers
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GEZE TS 3000 V

Sec

Setting 
Door closer size

Leaf width [mm] 

Buffer - up to 750 
2.5 revolutions 750 - 850
5 revolutions 850 - 950
Buffer  + 950 - 1100

Light-running door must be closed 
completely by the closer! 

1	 Door closer size 
2	 Closing speed 
3	L atching action  
4	 Back check (only with TS 3000 VBC) 

GEZE TS 2000 V

1

2 4 5 2 4 5

2

Sec

Setting 
Door closer size

Leaf width [mm]  

2 Size 2 750 - 850

4 Size 4 850 - 1100

5 Size 5 1100 - 1250

Light-running door must be closed
completely by the closer! 

Setting of door closer size through 
offset installation 

1	 Closing speed 
2	 Back check (only with TS 2000 VBC
             otherwise using link arms) 

Setting 
latching action

with latching 
action

without latching 
action

GEZE TS 2000 NV

Sec

Setting 
Door closer size

Leaf width [mm]  

Buffer  - up to 850 
4 revolutions  850 - 950
Buffer  + up to 1100

Light-running door must be 
closed completely by the closer! 1	 Door closer size 

2	 Closing speed 
3	L atching action 
4	 Back check (only with TS 2000 NV BC) 

GEZE TS 1500

1

2

Sec

Setting 
Door closer size

Leaf width [mm]  

A
9
0
°

850 - 950

B
9
0
°

950 - 1100
Setting of door closer size by turning 
the top of the link arm 

Light-running door must be closed 
completely by the closer! 

1	 Closing speed 
2	 Latching action 
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Textile and Industry Museum, Augsburg

Installation on opposite hinge side

X

X-dimension =  max. 100 mm

O
ve

rla
p 

m
ax

. 1
5 

m
m

Fl
us

h 
do

or

Limit maximum door opening angle by 
a door stopper or by the use of the 
GEZE T-Stop guide rail. 
(For usage limits of T-Stop guide rail
see overall brochure TS 3000/5000.)

Door opening angle

(X describes the 
distance from 
pivot point to 
contact area of guide rail) 

Door opening angle

Single-leaf systems Double-leaf systems

Note!

Guide rail door closer TS 3000/5000

Link arm door closer TS 2000/4000

B
A

Dimension A = Soffit depth
Dimension B = Soffit depth +2 door thickness
                 +2 pivot point distance

The door can only be opened up to 180° if    
Dimension A = 70 mm and
Dimension B = 200 mm
are not exceeded
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GEZE TS 1500

Door leaf installation hinge side

TS 1500 Door leaf installation/hinge side

Application range •• Closing force 3/4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 1500 Closer
Size EN 3/4 (without link arms) silver-coloured 101792

Link arms TS 1500/1000C
Standard silver-coloured 101878

Link arms TS 1500/1000C
with mechanical hold-open silver-coloured 101815

Accessories

Mounting plate door closer
for TS 1500 silver-coloured 029682

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 1500

Transom installation opposite hinge side

TS 1500 Transom installation/opposite hinge side

Application range •• Closing force 3/4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 1500 Closer
Size EN 3/4 (without link arms) silver-coloured 101792

Link arms TS 1500/1000C 
Standard silver-coloured 101878

Link arms TS 1500/1000C
with mechanical hold-open silver-coloured 101815

Accessories

Mounting plate door closer
for TS 1500 silver-coloured 029682

Note: See our system catalogues for further accessories and colour variants.



9

Overhead door closers

geze installation options

Installation options overhead door closers

GEZE


 
do

or
  

te
ch

no
lo

gy

In
st

al
la

tio
n 

op
tio

ns
 

ov
er

he
ad

 d
oo

r 
cl

os
er

s

GEZE TS 1500 G

Door leaf installation hinge side

TS 1500 G Door leaf installation/hinge side

Application range •• Closing force 1 according to EN 1154, leaf width up to 750 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 1500 G Closer
Size EN 1 (without guide rail and lever) silver-coloured 101792

Guide rail TS 1500 G
with lever silver-coloured 101885

Guide rail TS 1500 G/F
with mechanical hold-open and lever silver-coloured 101889

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for TS 1500 G silver-coloured 072333

Mounting plate door closer
for TS 1500 silver-coloured 029682

Note: See our system catalogues for further accessories and colour variants.



      10

Overhead door closers

geze installation options

GEZE DOOR TECHNOLOGY AND GLASS SYSTEMS

GEZE


 
do

or
  

te
ch

no
lo

gy

In
st

al
la

tio
n 

op
tio

ns
 

ov
er

he
ad

 d
oo

r 
cl

os
er

s

GEZE TS 1500 G

Transom installation hinge side

TS 1500 G Transom installation/hinge side

Application range •• Closing force 1 according to EN 1154, leaf width up to 750 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 1500 G Closer
Size EN 1 (without guide rail and lever) silver-coloured 101792

Guide rail TS 1500 G
with lever silver-coloured 101885

Guide rail TS 1500 G/F
with mechanical hold-open and lever silver-coloured 101889

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for TS 1500 G silver-coloured 072333

Mounting plate door closer
for TS 1500 silver-coloured 029682

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Door leaf installation hinge side

TS 2000 V Door leaf installation/hinge side

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate door closer
for TS 2000 V 055756

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Door leaf installation opposite hinge side with PA bracket for parallel arm installation

TS 2000 V Door leaf installation/opposite hinge side parallel arm installation

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion
•• Note for emergency exit routes, restriction of passage height by approx. 30 mm

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate link arms
for TS 4000/TS 2000, for parallel arm installation silver-coloured 053318

Mounting plate door closer
for TS 2000 V 055756

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Door leaf installation hinge side with mounting plate for segmental arch door

TS 2000 Door leaf installation/hinge side segmental arch

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion
•• Semi/segmental arch doors, max. arch height approx. 130 mm

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate segmental arch door
for TS 2000 V, arch height max. 130mm silver-coloured 059044

Note: See our system catalogues for further accessories and colour variants..
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GEZE TS 2000 V / V BC

Door leaf installation hinge side with clamping shoe for all-glass door

TS 2000 V Door leaf installation/hinge side clamping shoe glass

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion
•• Clamping shoe, glass thickness 8-10 mm

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Glass clamping shoe door closer
for TS 2000 V silver-coloured 055773

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Door leaf installation hinge side with mounting plate for link arms on slim frames

TS 2000 V Door leaf installation/hinge side MP slim frame

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate link arms
for TS 4000/TS 2000, with slim frames silver-coloured 057109

Mounting plate door closer
for TS 2000 V 055756

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Transom installation opposite hinge side

TS 2000 V Transom installation/opposite hinge side

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate door closer
for TS 2000 V 055756

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 V / V BC

Transom installation opposite hinge side with lintel casing bracket

TS 2000 Transom installation/opposite hinge side lintel casing bracket

Application range •• Closing force 2/4/5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion
•• Note for emergency exit routes, restriction of passage height by approx. 100 mm

Order information

Description Version ID.No.

GEZE TS 2000 VBC Closer
Size EN 2/4/5 with back check (without link arms) silver-coloured 103392

GEZE TS 2000 V Closer
Size EN 2/4/5 (without link arms) silver-coloured 103386

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Lintel casing bracket transom installation BG
for TS 2000 V silver-coloured 055766

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Door leaf installation hinge side

TS 2000 NV Door leaf installation/hinge side

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate door closer
for TS 2000 NV & NV BC with hole pattern according to DIN EN 1154 Supplement 1 126234

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Door leaf installation opposite hinge side with PA bracket for parallel arm installation

TS 2000 NV Door leaf installation/opposite hinge side parallel arm installation

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• Note for emergency exit routes, restriction of passage height by approx. 30 mm

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate link arms
for TS 4000/TS 2000, for parallel arm installation silver-coloured 053318

Mounting plate door closer
for TS 2000 NV & NV BC with hole pattern according to DIN EN 1154 Supplement 1 126234

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Door leaf installation hinge side with mounting plate for segmental arch door

TS 2000 NV Door leaf installation/hinge side segmental arch

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• Semi/segmental arch doors, max. arch height approx. 130 mm

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate segmental arch door
for TS 2000 NV, arch height max. 130 mm silver-coloured 127434

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Door leaf installation hinge side with clamping shoe for all-glass door

TS 2000 NV Door leaf installation/hinge side clamping shoe glass

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• Clamping shoe, glass thickness 8-10 mm
•• Variant mounting and counterplate also possible, glass thickness 10 / 12 mm

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Glass clamping shoe door closer
for TS 3000/TS 2000 NV silver-coloured 014835

Mounting and counterplate for all-glass door
for TS 3000/TS 2000 NV silver-coloured 090259

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Door leaf installation hinge side with mounting plate for link arms on slim frames

TS 2000 NV Door leaf installation/hinge side MP slim frame

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate link arms
for TS 4000/TS 2000, with slim frames silver-coloured 057109

Mounting plate door closer
for TS 2000 NV & NV BC with hole pattern according to DIN EN 1154 Supplement 1 126234

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Transom installation opposite hinge side

TS 2000 NV Transom installation/opposite hinge side

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate door closer
for TS 2000 NV & NV BC with hole pattern according to DIN EN 1154 Supplement 1 126234

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 2000 NV / NV BC

Transom installation opposite hinge side with lintel casing bracket

TS 2000 NV Transom installation/opposite hinge side lintel casing bracket

Application range •• Closing force 2-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• Note for emergency exit routes, restriction of passage height by approx. 100 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 2000 NV BC Closer
Size EN 2-4 with back check (without link arms) silver-coloured 124944

GEZE TS 2000 NV Closer
Size EN 2-4 (without link arms) silver-coloured 128885

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Lintel casing bracket transom installation BG
for TS 2000 NV / TS 3000 V silver-coloured 127432

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Door leaf installation hinge side

TS 3000 V Door leaf installation/hinge side

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 3000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 011230

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Door leaf installation opposite hinge side

TS 3000 V Door leaf installation/opposite hinge side

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• Installation with lintel casing bracket possible

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail BG TS 5000/TS 3000
Standard, with lever, use with closer on leaf installation on the opposite hinge side silver-coloured 025655

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Mounting plate guide rail BG
for standard / ECline / T-Stop / EFS guide rail silver-coloured 124683

Mounting plate door closer
for TS 3000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 011230

Lintel casing bracket guide rail BG
for standard guide rail silver-coloured 025657

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Door leaf installation hinge side with mounting and counterplate for all-glass door

TS 3000 V Door leaf installation/hinge side counterplate glass

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• Mounting and counterplate, glass thickness 10 / 12 mm

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Accessories

Mounting and counterplate for all-glass door
for TS 3000/TS 2000 NV silver-coloured 090259

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Door leaf installation hinge side with clamping shoe for all-glass door

TS 3000 V Door leaf installation/hinge side clamping shoe glass

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• Clamping shoe, glass thickness 8-10 mm

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Accessories

Glass clamping shoe door closer
for TS 3000/TS 2000 NV silver-coloured 014835

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Transom installation hinge side

TS 3000 V Transom installation/hinge side

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 3000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 011230

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Transom installation opposite hinge side

TS 3000 V Transom installation/opposite hinge side

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Guide rail TS 5000/3000, riveted
fixed riveted sliding block, with lever silver-coloured 069650

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 3000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 011230

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 3000 V / V BC / EN3

Transom installation opposite hinge side with lintel casing bracket

TS 3000 V Transom installation/opposite hinge side lintel casing bracket

Application range •• Closing force 1-4 according to EN 1154, leaf width up to 1100 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 3000 EN3 for leaf widths up to 950 mm
•• Note for emergency exit routes, restriction of passage height by approx. 100 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 3000 V Closer
Size EN 1-4 (without guide rail and lever) silver-coloured 028348

GEZE TS 3000 EN3 Closer
Size EN 3 (without guide rail and lever) silver-coloured 102247

GEZE TS 3000 V BC Closer
Size EN 1-4, with back check (without guide rail and lever) silver-coloured 109326

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Guide rail TS 5000/3000, riveted
fixed riveted sliding block, with lever silver-coloured 069650

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Lintel casing bracket transom installation BG
for TS 2000 NV / TS 3000 V silver-coloured 127432

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S / E / EFS

Door leaf installation hinge side

TS 4000 Door leaf installation/hinge side

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

GEZE TS 4000 E Closer
Size EN 1-6, door leaf installation hinge side, with electric hold-open device and connector box 
(without link arms)

silver-coloured 105211

GEZE TS 4000 EFS Closer
Size EN 1-6, door leaf installation hinge side, with electric hold-open device for free swing 
function and connector box (without freeswing arms)

silver-coloured 105211

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Link arms TS 4000 EFS/RFS
with freeswing function / freeswing silver-coloured 106460

Accessories

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 
Supplement 1

silver-coloured 059107

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S / E / EFS

Door leaf installation hinge side with mounting plate for link arms on slim frames

TS 4000 Door leaf installation/hinge side MP slim frame

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

GEZE TS 4000 E Closer
Size EN 1-6, door leaf installation hinge side, with electric hold-open device and connector box 
(without link arms)

silver-coloured 105211

GEZE TS 4000 EFS Closer
Size EN 1-6, door leaf installation hinge side, with electric hold-open device for free swing 
function and connector box (without freeswing arms)

silver-coloured 105211

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Link arms TS 4000 EFS/RFS
with freeswing function / freeswing silver-coloured 106460

Accessories

Mounting plate link arms
for TS 4000/TS 2000, with slim frames silver-coloured 057109

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 
Supplement 1

silver-coloured 059107

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S / E / EFS / R / RFS

Transom installation opposite hinge side

TS 4000 Transom installation/opposite hinge side

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

GEZE TS 4000 E KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with electric hold-open device (without 
link arms)

silver-coloured 105213

GEZE TS 4000 EFS KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with electric hold-open device for 
freeswing function (without freeswing arms)

silver-coloured 105213

GEZE TS 4000 R KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with electric hold-open device and integ-
rated smoke switch control unit (without link arms)

silver-coloured 105241

GEZE TS 4000 RFS KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with electric hold-open device for 
freeswing function and integrated smoke switch control unit (without freeswing arms)

silver-coloured 105241

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Link arms TS 4000 EFS/RFS
with freeswing function / freeswing silver-coloured 106460

Accessories

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 
Supplement 1

silver-coloured 059107

Mounting plate door closer
for TS 5000 RFS KM/ TS 4000 R & R-IS with hole pattern according to DIN EN 1154 Supplement 1 black 058808

Note: See our system catalogues for further accessories and colour variants..
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GEZE TS 4000 / S

Door leaf installation opposite hinge side with PA bracket for parallel arm installation

TS 4000 Door leaf installation/opposite hinge side parallel arm installation

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm
•• Note for emergency exit routes, restriction of passage height by approx. 30 mm
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate link arms
for TS 4000/TS 2000, for parallel arm installation silver-coloured 053318

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S

Door leaf installation hinge side with mounting plate for segmental arch door

TS 4000 Door leaf installation/hinge side segmental arch

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm
•• Semi/segmental arch doors, max. arch height approx. 130 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting plate segmental arch door
for TS 2000, arch height max. 130 mm silver-coloured 058782

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S

Door leaf installation hinge side with mounting and counterplate for all-glass door

TS 4000 Door leaf installation/hinge side counterplate glass

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm
•• Mounting and counterplate, glass thickness 10 / 12 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Mounting and counterplate for all-glass door
for TS 5000/TS 4000 silver-coloured 007923

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S

Door leaf installation hinge side with clamping shoe for all-glass door

TS 4000 Door leaf installation/hinge side clamping plate glass

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm
•• Clamping shoe, glass thickness 8-10 mm

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Glass clamping shoe door closer
for TS 5000/TS 4000 silver-coloured 057126

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 / S

Transom installation opposite hinge side with lintel casing bracket

TS 4000 Transom installation/opposite hinge side lintel casing bracket

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• GEZE TS 4000 EN 5-7 for leaf widths up to 1600 mm
•• Note for emergency exit routes, restriction of passage height by approx. 100 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 4000 Closer
Size EN 1-6 with back check (without link arms) silver-coloured 102789

GEZE TS 4000 S Closer
Size EN 1-6 with delayed closing action and back check (without link arms) silver-coloured 107745

GEZE TS 4000 Closer
Size EN 5-7 with back check (without link arms) silver-coloured 102837

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Lintel casing bracket transom installation BG
for TS 5000/TS 4000 silver-coloured 049240

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 IS / E-IS

Door leaf installation hinge side, double-leaf

TS 4000 Door leaf installation/hinge side, double-leaf

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 4000 IS Closer
Size EN 1-6 with integrated closing sequence control (without release mechanism and link 
arms)

silver-coloured 102798

GEZE TS 4000 E-IS Closer
Size EN 1-6, door leaf installation hinge side, with electric hold-open device, connector box, 
integrated closing sequence control and mounting plate (without release mechanism and link 
arms)

silver-coloured 105237

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Release mechanism closing sequence control
for TS 4000 IS / E-IS / R-IS

058306

058307

058308

058309

058310

058311

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 4000 IS / E-IS / R-IS

Transom installation opposite hinge side, double-leaf

TS 4000 Transom installation/opposite hinge side, double-leaf

Application range •• Closing force 1-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 4000 IS Closer
Size EN 1-6 with integrated closing sequence control (without release mechanism and link 
arms)

silver-coloured 102798

GEZE TS 4000 E-IS KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with electric hold-open device, integra-
ted closing sequence control and mounting plate (without link arms and connector box)

silver-coloured 105239

GEZE TS 4000 R-IS KM BG Closer
Size EN 1-6, transom installation opposite hinge side, with integrated closing sequence control, 
electric hold-open device and smoke switch control unit (without link arms and release me-
chanism)

silver-coloured 105244

Link arms TS 4000/2000
Standard silver-coloured 102421

Link arms TS 4000/2000
with mechanical hold-open for optional use silver-coloured 102445

Link arms TS 4000/2000
with mechanical hold-open silver-coloured 102454

Accessories

Release mechanism closing sequence control
for TS 4000 IS / E-IS / R-IS

058306

058307

058308

058309

058310

058311

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 / S / E / R / EFS / RFS

Door leaf installation hinge side

TS 5000 Door leaf installation/hinge side

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• GEZE TS 5000 EFS/RFS for leaf widths up to 1250 mm with closing force 2-5 according to EN 1154

Order information

Description Version ID.No.

GEZE TS 5000 S Closer
Size EN 2-6, with delayed closing action and back check (without guide rail and lever) silver-coloured 107935

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

GEZE TS 5000 EFS complete package for leaf installation
Size EN 2-5, door leaf installation on the hinge side, with electric freeswing function, with guide 
rail and lever

silver-coloured 095076

GEZE TS 5000 RFS complete package for door leaf installation
Size EN 2-5, door leaf installation on the hinge side, with electric freeswing function, guide rail 
with integrated smoke switch control unit and lever

silver-coloured 121817

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

E-guide rail TS 5000
with electric hold-open device and lever silver-coloured 116295

R-guide rail TS 5000
with electric hold-open device, integrated smoke switch control unit and lever silver-coloured 116300

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Guide rail mounting plate
for E-guide rail silver-coloured 123294

Guide rail mounting plate
for R / RFS-guide rail silver-coloured 123296

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 Supplement 
1

silver-coloured 059107

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 EFS / RFS

Transom installation hinge side

TS 5000 Transom installation/hinge side

Application range •• Closing force 2-5 according to EN 1154, leaf width up to 1250 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fire protection doors

Order information

Description Version ID.No.

GEZE TS 5000 EFS complete package for transom installation
Size EN 2-5, transom installation on the hinge side, with electric freeswing function, with guide 
rail and lever

silver-coloured 093556

GEZE TS 5000 RFS complete package for transom installation
Size EN 2-5, transom installation on the hinge side, with electric freeswing function, integrated 
smoke switch control unit, guide rail and lever

silver-coloured 115200

Accessories

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 
Supplement 1

silver-coloured 059107

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 / S

Transom installation opposite hinge side

TS 5000 Transom installation/opposite hinge side

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 5000 S Closer
Size EN 2-6, with delayed closing action and back check (without guide rail and lever) silver-coloured 107935

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Guide rail TS 5000/3000, riveted
fixed riveted sliding block, with lever silver-coloured 069650

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Flexible opening restrictor for lightweight doors
for riveted guide rail, standard guide rail BG & Boxer 20.7 mm guide rail 069780

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 / S

Transom installation opposite hinge side with lintel casing bracket

TS 5000 Transom installation/opposite hinge side lintel casing bracket

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• Note for emergency exit routes, restriction of passage height by approx. 100 mm
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 5000 S Closer
Size EN 2-6, with delayed closing action and back check (without guide rail and lever) silver-coloured 107935

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Guide rail TS 5000/3000, riveted
fixed riveted sliding block, with lever silver-coloured 069650

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Flexible opening restrictor for lightweight doors
for riveted guide rail, standard guide rail BG & Boxer 20.7 mm guide rail 069780

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Lintel casing bracket transom installation BG
for TS 5000/TS 4000 silver-coloured 049240

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 / S / E

Door leaf installation hinge side with mounting and counterplate for all-glass door

TS 5000 Door leaf installation/hinge side counterplate glass

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• Mounting and counterplate, glass thickness 10 / 12 mm

Order information

Description Version ID.No.

GEZE TS 5000 S Closer
Size EN 2-6, with delayed closing action and back check (without guide rail and lever) silver-coloured 107935

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

E-guide rail TS 5000
with electric hold-open device and lever silver-coloured 116295

Accessories

Mounting and counterplate for all-glass door
for TS 5000/TS 4000 silver-coloured 007923

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Guide rail mounting plate
for E-guide rail silver-coloured 123294

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 / S / E

Door leaf installation hinge side with clamping shoe for all-glass door

TS 5000 Door leaf installation/hinge side clamping plate glass

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• Clamping shoe, glass thickness 8-10 mm

Order information

Description Version ID.No.

GEZE TS 5000 S Closer
Size EN 2-6, with delayed closing action and back check (without guide rail and lever) silver-coloured 107935

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

E-guide rail TS 5000
with electric hold-open device and lever silver-coloured 116295

Accessories

Glass clamping shoe door closer
for TS 5000/TS 4000 silver-coloured 057126

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Guide rail mounting plate
for E-guide rail silver-coloured 123294

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 ISM / E-ISM / R-ISM / ISM-EFS / R-ISM-EFS

Door leaf installation hinge side, double-leaf

TS 5000 Door leaf installation/hinge side, double-leaf

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 5000 Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027333

GEZE TS 5000 E-HY Closer
Size EN 2-5, door leaf installation on the hinge side, with electric freeswing function for 
freeswing function (with guide rail and lever)

silver-coloured 121389

TS 5000 ISM guide rail
continuous, with integrated closing sequence control and levers silver-coloured 115549

ISM-EFS guide rail TS 5000
continuous, with integrated closing sequence control, freeswing lever on the active leaf, nor-
mal lever on the fixed leaf

silver-coloured 121449

E-ISM-guide rail TS 5000
continuous, with integrated closing sequence control, electric hold-open device and levers on 
both sides

silver-coloured 115600

R-ISM-guide rail TS 5000
continuous, with integrated closing sequence control, electric hold-open device, smoke switch 
control unit and levers on both sides

silver-coloured 115614

R-ISM-EFS-guide rail TS 5000
continuous, with integrated closing sequence control, smoke switch control unit, freeswing 
lever on the active leaf, normal lever on the fixed leaf

silver-coloured 121453

Accessories

Mechanical hold-open unit
for ISM-guide rail, retention force adjustable, can be overridden 118437

Guide rail mounting plate
for ISM / E-ISM-guide rail silver-coloured 118702

Guide rail mounting plate
for R-ISM-guide rail silver-coloured 118690

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Mounting plate door closer
for TS 5000 EFS/RFS/E-HY / TS 4000 E with hole pattern according to DIN EN 1154 
Supplement 1

silver-coloured 059107

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 L

Transom installation hinge side

TS 5000 L Transom installation/hinge side

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fire protection doors with respective suitability certificate

Order information

Description Version ID.No.

GEZE TS 5000 L Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027351

Guide rail TS 5000/TS 3000
Standard, with lever silver-coloured 068221

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 L / L-E / L-R

Door leaf installation opposite hinge side

TS 5000 L Door leaf installation/opposite hinge side

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 5000 L Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027351

Guide rail BG TS 5000/TS 3000
Standard, with lever, use with closer on leaf installation on the opposite hinge side silver-coloured 025655

E-guide rail BG TS 5000
with electric hold-open device and lever silver-coloured 120039

R-guide rail BG TS 5000
with electric hold-open device, integrated smoke switch control unit and lever silver-coloured 120073

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Mounting plate guide rail BG
for E-guide rail silver-coloured 123289

Mounting plate guide rail BG
for R-guide rail silver-coloured 123311

Mounting plate guide rail BG
for standard / ECline / T-Stop / EFS guide rail silver-coloured 124683

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 L / L-E / L-R

Door leaf installation opposite hinge side with lintel casing bracket

TS 5000 L Kopfmontage/Bandgegenseite Sturzfutterwinkel

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)
•• Note for emergency exit routes, restriction of passage height by approx. 40 mm

Order information

Description Version ID.No.

GEZE TS 5000 L Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027351

Guide rail BG TS 5000/TS 3000
Standard, with lever, use with closer on leaf installation on the opposite hinge side silver-coloured 025655

E-guide rail BG TS 5000
with electric hold-open device and lever silver-coloured 120039

R-guide rail BG TS 5000
with electric hold-open device, integrated smoke switch control unit and lever silver-coloured 120073

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Lintel casing bracket guide rail BG
for standard guide rail silver-coloured 025657

Lintel casing bracket guide rail BG
for E-guide rail silver-coloured 123322

Lintel casing bracket guide rail BG
for R-guide rail silver-coloured 123324

Note: See our system catalogues for further accessories and colour variants.
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GEZE TS 5000 L-ISM / L-E-ISM / L-R-ISM / L-ISM VPK / L-E-ISM VP / L-R-ISM VP 

Door leaf installation opposite hinge side, double-leaf

TS 5000 L Door leaf installation/opposite hinge side

Application range •• Closing force 2-6 according to EN 1154, leaf width up to 1400 mm
•• Can be used for doors mounted on the right or left without conversion
•• For fireproof doors (door closer with mounting plate)

Order information

Description Version ID.No.

GEZE TS 5000 L Closer
Size EN 2-6, with back check (without guide rail and lever) silver-coloured 027351

ISM-guide rail BG TS 5000
continuous, with integrated closing sequence control and levers silver-coloured 115594

ISM-guide rail BG VPK TS 5000 complete package
System solution for general use on full panic doors comprising 1 x TS 5000 L, 1 x TS 5000 L-IS, 1 
x ISM BG guide rail, continuous, with integrated release mechanism and levers

silver-coloured 133093

E-ISM-guide rail BG TS 5000
continuous, with integrated closing sequence control, electric hold-open device and levers on 
both sides

silver-coloured 115608

E-ISM-guide rail BG VP TS 5000
continuous, with integrated closing sequence control, electric hold-open device and levers 
on both sides, especially for full panic doors. Note: maximum X-dimension (centre of hinge – 
contact area of guide rail) 100 mm including mounting plate

silver-coloured 133667

R-ISM-guide rail BG TS 5000
continuous, with integrated closing sequence control, electric hold-open device, smoke switch 
control unit and levers on both sides

silver-coloured 115622

R-ISM-guide rail BG VP TS 5000
continuous, with integrated closing sequence control, electric hold-open device and levers on 
both sides, smoke switch control unit and levers, especially for full panic doors. Note: maxi-
mum X-dimension (centre of hinge – contact area of guide rail) 100mm including mounting 
plate

silver-coloured 133711

Accessories

Mounting plate guide rail BG
for ISM / E-ISM / R-ISM-guide rail BG & VP versions silver-coloured 118704

Mounting plate guide rail BG
for ISM-BG VPK guide rail silver-coloured 139757

Mounting plate door closer
for TS 5000/TS 4000 with hole pattern according to DIN EN 1154 Supplement 1 silver-coloured 049185

Lintel casing bracket guide rail BG
for ISM / E-ISM / R-ISM-guide rail BG silver-coloured 118706

Lintel casing bracket guide rail BG
for ISM / E-ISM / R-ISM-guide rail VP silver-coloured 134816

Lintel casing bracket guide rail BG
for ISM-BG VPK guide rail silver-coloured 139710

Note: See our system catalogues for further accessories and colour variants.
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GEZE T-Stop guide rail with pivot bearing

Door leaf installation hinge side

T-Stop guide rail pivot bearing door leaf installation hinge side

Application range •• Opening restrictor for single-action doors without door closers
•• Can be used for doors mounted on the right or left without conversion

Order information

Description Version ID.No.

Pivot bearing for T-Stop guide rail
supported silver-coloured 112688

T-Stop guide rail TS 5000/TS 3000
with integrated opening restrictor and lever silver-coloured 102363

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Note: See our system catalogues for further accessories and colour variants.
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GEZE T-Stop guide rail with pivot bearing

Door leaf installation opposite hinge side

T-Stop guide rail pivot bearing door leaf installation/opposite hinge side

Application range •• Opening restrictor for single-action doors without door closers
•• Can be used for doors mounted on the right or left without conversion
•• Installation with lintel casing bracket possible

Order information

Description Version ID.No.

Pivot bearing for T-Stop guide rail
supported silver-coloured 112688

T-Stop guide rail BG TS 5000/TS 3000
with integrated opening restrictor and lever, use with closer on leaf installation on the opposite 
hinge side or with pivot bearing in leaf and transom installation opposite hinge side

silver-coloured 102366

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Mounting plate guide rail BG
for standard / ECline / T-Stop / EFS guide rail silver-coloured 124683

Lintel casing bracket guide rail BG
for ECline and T-Stop guide rail silver-coloured 115006

Note: See our system catalogues for further accessories and colour variants.
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GEZE T-Stop guide rail with pivot bearing

Transom installation hinge side

T-Stop guide rail pivot bearing transom installation/hinge side

Application range •• Opening restrictor for single-action doors without door closers
•• Can be used for doors mounted on the right or left without conversion
•• Variant transom installation opposite hinge side possible

Order information

Description Version ID.No.

Pivot bearing for T-Stop guide rail
supported silver-coloured 112688

T-Stop guide rail TS 5000/TS 3000
with integrated opening restrictor and lever silver-coloured 102363

Accessories

Mechanical hold-open unit
for Standard / T-Stop / Boxer 20.7 mm guide rail, adjustable holding force, can be switched on 
and off, can be overridden

071924

Guide rail mounting plate
for standard / ECline / T-Stop / EFS guide rail silver-coloured 001512

Note: See our system catalogues for further accessories and colour variants.
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