
Application

 Suitable for most types of inward or outward opening doors

Description

 Available for floor or wall mounting
 Holds door open by means of a hook and catch
 Supplied with a catchment plate which is fitted to the door leaf
 Holds door firmly in open position
 D8584 suits approximately 125° to 160° opening angles

DOOR HOLDERS / ACCESSORIES
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*D700 and D800 should not be used on fire doors

VARIANTS

D7174

D8184

Wall mounted (BZP) 37

Wall mounted (SSS) 14

Floor mounted (BZP) 37

Floor mounted (SSS) 14

Floor mounted (BZP) 37

LH wall mounted (SSS) 14

Wall mounted (BZP) 37

RH wall mounted (SSS) 14

D7374

D8584-01

D7274

D8284

D7474

D8584-02

D700 & D800

Finishes

Zinc plated steel (BZP) 37

Stainless steel (SSS) 14



Application

 For Timber, Aluminium or PVC-U doors

Description

 Doors can be held open at required position
 Foot operated spring loaded plunger allowing downward pressure  
 of pedal to locate rubber foot on floor holding door open
 Foot operated auto release catch
 Dimensions: D2003 = 120mm / D2004 = 180mm
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D2003 Small door holder / D2004 Large door holder

Exit Alert: EA1998-1 (Single door) /EA1998-2 (Double door)

Materials

Brass casting 
Steel 
Rubber

Finishes

Polished brass (PB) 40
Satin Chrome plated on Brass (SCPB) 32 

Description

 Self-contained and self-powered security device
 Gives audible indication of unauthorised use of a protected door
 Versatile, reliable and easy to fit
 97dB alarm is emitted when doors are opened
 Key operated override facility is incorporated into the front of the unit   
 allowing authorised use of the door
 Options for instant or delayed alarm are built into the unit
 Injection moulded in red or green flame retardant polycarbonate
 4 alternative magnetic reed positions so it can be fitted on left or right hand side  
 or at the top of the door
 Double door version available (EA1998-2) including alarm unit, magnets and  
 contacts allowing fitment to each leaf
 Dimensions 136(w) x 136(h) x 50mm(d)

D2003 - 25mm
D2004 - 35mm

D2003 - 25mm
D2004 - 40mm

D2003 - 25mm
D2004 - 33mm
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