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Product EXEMPLAR-LED

LED Options 
(600mmx600mm) Nominal dimension

CW
Cool white LED’s

WW
Warm white LED’s

LED Options
(1200mmx300mm) Nominal dimension

CW
Cool white

WW
Warm white LED’s

Control Gear ND
Non dimming

HFDI
DALI digital dimming

DMX
DMX control

Central Diffuser CMP
Central microprism

CET
Central satin etched diffuser

Outer Diffusers OMP
Outer microprism

OET
Outer satin etched diffuser

Diffuser Layout Options V1
Angled diffuser panel

V2
Recessed diffuser with 
large central panel

V3
Recessed diffuser with 
small central panel

V4
Drop diffuser panel with large central 
panel

V5
Drop diffuser panel with small central 
panel

Options AH
Air handling

Emergency Options E
3 hour integrated self 
contained conversion kit 
with green LED indicator

EM-PRO
3 hour integrated self 
contained EM-PRO 
conversion kit with green 
LED indicator

AT
3 hour integrated self 
contained Auto-test 
conversion kit with 
green LED indicator

To Specify:    600 x 600mm luminaire to suit cool white LEDs, DALI digital dimming control 
gear with a central and outer microprism diffuser. Recessed diffuser with large central 
panel. Catalogue No EXEMPLAR-LED/600CW/HFDI/CMP/OMP/V2

92 93

EXEMPLAR-LED

EXEMPLAR-LED marks an evolutionary step in office 
lighting. Designed from the outset to obtain the absolute 
best performance from LED, T5 and PL lamps. Uses high 
transmission technical lenses to produce even illumination in 
the workplace environment.

• Lenses allow improved rendering of light on walls and 
   ceiling
• Microprism or satin etched diffuser
• A variety of front faces
• Air handling
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LOR

82%

PART
L2 2010

NOMINAL 
SIZE

300mm x
1200mm

LED
NOMINAL 

SIZE

600mm x
600mm

RECESS
DEPTH
100mm

Polar Curve Dimensions
Dimension show a 600mm x 600mm module.

EXEMPLAR is manufactured from 0.9mm zintec mild steel powder coated 
RAL9010 20% gloss and will suit most recessed ceiling types. 

Angled diffuser panel-Suffix V1

Recessed diffuser, with large
central panel-Suffix V2

Recessed diffuser, with small
central panel-Suffix V3

Drop diffuser, with large
central panel-Suffix V4

Drop diffuser, with small
central panel-Suffix V5

Other versions available are:
1200mm x 300mm

600mm x 600mm

EXEMPLAR Body Variations EXEMPLAR-LED is available in 5 
styles, please select the style at time 
of ordering.

Please contact us if you require alternative dimensions. This may be accommodated.

BUILT
IN

BRITAIN

600mm x 600mm 1200mm x 300mm




