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Specification Guide

G-Rail 5100

Cubicle curtain track - silver anodised / white powder coat finish to include dust-cover 4145 and glider-hooks 4006 at 10/mtr. secured to fittings listed below. Nylon wall support 5150 - twice screwed / drilled and plugged to wall - secured to track.

Wall bracket 5141 - silver anodised / white powder coat finish - twice screwed / drilled and plugged to wall and secured to track.

Nylon end cover 5153 - secured to track. 
End stops 4002 - secured to track. 
Connection bridge 5165 - silver anodised / white powder coat finish - secured to track. 
T-Junction 5130 - silver chrome / white powder coat finish - with hollow end cap 5152 - secured to track. 
Internal connection bridge 5152/N - secured to track. 
Ceiling fixing plate 5135 - silver chrome / white powder coat finish once screwed / drilled and plugged to ceiling and secured to track.

Vertical hanger assembly 4155 - silver anodised / white powder coat finish - ... mm drop once screwed / drilled and plugged to ceiling and screwed to track. 
V-hanger assembly 4160 I 4161 - silver anodised I white powder coat finish - ... mm drop twice screwed / drilled and plugged to ceiling and secured to track. 
Pre-formed bends in running length - 90° / 135° 
Timber noggins in hollow partitions and above suspended ceilings supplied by others.

Insert special colour / finish as appropriate. Suitable for all curtain weights.

Can be bent - minimum radius - 15 cms.
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