
Place cable grip 50mm from end of 
unit furthest from cable exit. Do not 
place cable grip in front of, or behind 
unit.
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Cutout dimensions

1 or 2 per box 
(dependant on quantity)
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Max thickness of desk with recess: 40mm
Min thickness of desk with recess: 9mm
Max thickness of desk without recess: 37mm
Min thickness of desk without recess: 6mm

Wire supplied on request
Fil Fourni en requete
Gelieferd auf wunsch

Earthing (BS6396)

Queries / Questions / Fragen:
+44 (0) 1924 367255

oe electrics ltd
OE House, Thomas Maddison Lane, Calder Park, 

Wakefield, West Yorkshire, WF4 3GH
Tel: +44 (0) 1924 367255 Fax: +44 (0) 1924 290652 

Email: sales@oeelectrics.co.uk    www.oeelectrics.com

W2
L2
W1
L1
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DO NOT OVER TIGHTEN.
Tighten screw only to the point where clamps 
touch table

Use screw provided to fi x cable grip to 
underside of table.
If table is less than 15mm thick please use an 
alternative
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D1 = 9-40mm
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D2 = 6-37mm
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PIVOT installation instructions
electrics

IMPORTANT
In order to ensure proper operation of unit, 
cutout MUST have smooth straight sides

90°
All 4corners

R5 MAX


