
Certain STANDARD RANGE handles are held in stock.
Handles comply with DDA & Document M requirements.

Standard Range



More ordering and fixing information can be found at the back of this catalogue

ASH100  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH100

3

ASH100 . (38) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 100

ASH 100

ASH 100

ASH100

ASH 100

ASH 100

Diameter ø

16

19

25

32

38**

50***

Centres(A)

250 - 300

250 - 1250

250 - 1500

300 - 2000

300 - 2500

600 - 3000

Projection(B)

65

65

80

80

80

110

Throw(C)

-

-

-

-

-

-

Overrun(D)

-

-

-

-

-

-

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B



More ordering and fixing information can be found at the back of this catalogueASH103

ASH103  Standard Range

Technical Specification

Detailed Photography Technical Illustration4

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH103 . (38) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 103

ASH 103

ASH 103

ASH 103

ASH 103

Diameter ø

19

25

32

38**

50***

Centres(A)

250 -1250

250 - 1500

250 - 2000

300 - 2500

600 -3000

Projection(B)

65

80

80

80

110

Throw(C)

75

130

150

170

220

Overrun(D)

-

-

-

-

-

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B C



More ordering and fixing information can be found at the back of this catalogue

ASH106  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH106

5

ASH106 . (38) . 250 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 106

ASH 106

ASH 106

ASH 106

ASH 106

Diameter ø

19

25

32

38**

50**

Centres(A)

250 - 1250

250 - 1500

250 - 2000

300 - 2500

600 - 3000

Projection(B)

65

80

80

80

110

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

NA

NA

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

A

B



More ordering and fixing information can be found at the back of this catalogueASH107

ASH107  Standard Range

Technical Specification

Detailed Photography Technical Illustration6

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH107 . (38) . 350 . SB . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 107

ASH 107

ASH 107

ASH 107

ASH 107

Diameter ø

32

32

32

32

38

Centres(A)

200

250

300

350

350

Projection(B)

80

80

80

80

80

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

NA

NA

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B



More ordering and fixing information can be found at the back of this catalogue

ASH109  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH109

7

ASH109 . (38) . 300 . SS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 109

ASH 109

ASH 109

ASH 109

Diameter ø

19**

25**

32**

38**

Centres(A)

300 - 500

300 - 500

300 - 1000

350 - 1250

Projection(B)

65

80

80

80

Throw(C)

NA

NA

NA

NA

Overrun(D)

NA

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

B

A



More ordering and fixing information can be found at the back of this catalogueASH112

ASH112  Standard Range

Technical Specification

Detailed Photography Technical Illustration8

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH112 . (38) . 300 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 112

ASH 112

ASH 112

ASH 112

Diameter ø

19

25

32

38

Centres(A)

250 - 300

250 - 350

250 - 400

300 - 450

Projection(B)

65

80

80

80

Throw(C)

NA

NA

NA

NA

Overrun(D)

NA

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B



More ordering and fixing information can be found at the back of this catalogue

ASH115  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH115

9

ASH115 . (38) . 400 . SS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 115

ASH 115

ASH 115

ASH 115

ASH 115

Diameter ø

19

25

32

38

50*

Centres(A)

250 - 300

250 - 450

300 - 500

300 - 500

400 - 500

Projection(B)

65

80

80

80

95

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

NA

NA

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B



More ordering and fixing information can be found at the back of this catalogueASH118

ASH118  Standard Range

Technical Specification

Detailed Photography Technical Illustration10

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH118 . (38) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 118

ASH 118

ASH 118

ASH 118

ASH 118

Diameter ø

19**

25**

32**

38**

50**

Centres(A)

500 - 1250

500 - 1500

900 - 2000

900 - 2500

1200 - 3000

Projection(B)

65

65

80

80

95

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

25

25

25

25

25

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

A

B

D

D



More ordering and fixing information can be found at the back of this catalogue

ASH120  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH120

11

ASH120 . (38) . 1500 . SB . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 120

ASH 120

ASH 120

ASH 120

Diameter ø

25

32

38

50**

Centres(A)

up to 1500

up to 2100

up to 2500

up to 3000

Projection(B)

75

80

83

88

Throw(C)

95

102

108

120

Overrun(D)

85

85

85

85

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

A

B C

D

D



More ordering and fixing information can be found at the back of this catalogueASH121

ASH121  Standard Range

Technical Specification

Detailed Photography Technical Illustration12

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH121 . (38) . 2200 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 121

ASH 121

ASH 121

ASH 121

ASH 121

Diameter ø

19

25

32

38

50**

Centres(A)

up to 1250

up to 1500

up to 2100

up to 2500

up to 3000

Projection(B)

65

65

80

80

95

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

85

85

85

85

85

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

B

D

D



More ordering and fixing information can be found at the back of this catalogue

ASH122  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH122

13

ASH122 . (44) . 2200 . SS . F6A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.
 All stainless handles have bright polished aluminium brackets.

Style

ASH 122

Diameter ø

44**

Centres(A)

300 - 2750

Projection(B)

82

Bracket(F)

38

Overrun(D)

19

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

BD

D

F



More ordering and fixing information can be found at the back of this catalogueASH122c

ASH122c  Standard Range

Technical Specification

Detailed Photography Technical Illustration14

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.
 All stainless handles have bright polished aluminium brackets.

ASH122c . (44) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 122c

Diameter ø

44**

Centres(A)

300 - 2750

Projection(B)

85

Bracket(F)

38

Overrun(D)

19

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

A

BD

D

F



More ordering and fixing information can be found at the back of this catalogue

ASH123  Standard Range

Technical Specification

Detailed Photography Technical Illustration - 60° offset

ASH123

15

ASH123 . (38) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 123

ASH 123

ASH 123

ASH 123

Diameter ø

25

32

38

50**

Centres(A)

500 - 1500

500 - 2000

600 - 2500

1200 - 3000

Projection(B)

80

96

98

110

Throw(C)

NA

NA

NA

NA

Overrun(D)

85

85

85

85

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

A

B

D

D



More ordering and fixing information can be found at the back of this catalogueASH125

ASH125  Standard Range

Technical Specification

Detailed Photography Technical Illustration16

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH125 . (38) . 900 . SS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 125

ASH 125

ASH 125

ASH 125

Diameter ø

19**

25**

32**

38**

Centres(A)

500 - 1250

500 - 1500

900 - 2000

900 - 2500

Projection(B)

65

65

80

80

Throw(C)

NA

NA

NA

NA

Overrun(D)

25

25

25

25

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

D

D

A

B



More ordering and fixing information can be found at the back of this catalogue

ASH128  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH128

17

ASH128 . (38) . 400 . PB . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 128

ASH 128

ASH 128

ASH 128

ASH 128

Diameter ø

19

25

32

38**

50*

Centres(A)

250 - 1250

250 - 1500

250 - 2000

300 - 2500

600 - 3000

Projection(B)

65

65

80

80

95

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

20

20

20

20

20

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

B

A

D

D



More ordering and fixing information can be found at the back of this catalogueASH135

ASH135  Standard Range

Technical Specification

Detailed Photography Technical Illustration18

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH135 . (38) . 500 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 135

ASH 135

Diameter ø

32

38

Centres(A)

300 - 2000

350 - 2500

Projection(B)

106

106

Throw(C)

85

88

Overrun(D)

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

C

B

A



More ordering and fixing information can be found at the back of this catalogue

ASH137  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH137

19

ASH137 . (38) . 350 . SS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.
*** Contact office for details.

Style

ASH 137

ASH 137

ASH 137

Diameter ø

25

32

38

Centres(A)

250 - 400

250 - 450

300 - 500

Projection(B)

***

***

***

Throw(C)

NA

NA

NA

Overrun(D)

85

85

85

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

B

A

D

D



More ordering and fixing information can be found at the back of this catalogueASH140

ASH140  Standard Range

Technical Specification

Detailed Photography Technical Illustration20

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance. 

ASH140 . (38) . 900 . SB . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 140

ASH 140

ASH 140

ASH 140

ASH 140

Diameter ø

19

25

32

38

50

Centres(A)

250 - 1250

250 - 1500

250 - 2000

300 - 2500

600 - 3000

Projection(B)

73

78

96

99

120

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

85

85

85

85

85

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

B

A

D

D



More ordering and fixing information can be found at the back of this catalogue

ASH143  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH143

21

ASH143 . (38) . 400 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

*  Denotes not available in SAA or COL
**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 143

ASH 143

ASH 143

Diameter ø

25

32

38

Centres(A)

250 - 1500

250 - 2000

300 - 2500

Projection(B)

65

80

80

Throw(C)

95

95

130

Overrun(D)

NA

NA

NA

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Satin Anodised

Colour Coated

Code

PS

SS

PB

SB

SAA

COL

B C

A



More ordering and fixing information can be found at the back of this catalogueASH145

ASH145  Standard Range

Technical Specification

Detailed Photography Technical Illustration22

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH145 . (38) . 300 . SS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 145

Diameter ø

50 x 8mm

Centres(A)

250 - 1250

Projection(B)

56

Throw(C)

NA

Overrun(D)

150

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

B

A

D

D



More ordering and fixing information can be found at the back of this catalogue

ASH146  Standard Range

Technical Specification

Detailed Photography Technical Illustration

ASH146

23

ASH146 . (8) . 200 . PS . F2A

Style

Diameter

Centres

Finish

Fixing kit

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

Style

ASH 146

Diameter ø

8mm

Centres(A)

200 - 300

Projection(B)

56

Overrun(D)

50

(E)

25

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

B E

A

D

D



More ordering and fixing information can be found at the back of this catalogueASH147

ASH147  Standard Range

Technical Specification

Detailed Photography Technical Illustration24

Ordering Guide
Please use the following guide as an example when
placing an order.

**  Extra fixing points may be required on some sizes. 
 Contact our technical department for assistance.

ASH147 . (38) . 500 . PB . F2A

Style

Diameter

Centres

Finish

Fixing kit

Style

ASH 147

ASH 147

ASH 147

ASH 147

ASH 147

Diameter ø

19**

25**

32**

38**

50**

Centres(A)

300 - 1250

500 - 1500

500 - 2000

600 - 2500

1500 - 3000

Projection(B)

65

65

80

80

95

Throw(C)

NA

NA

NA

NA

NA

Overrun(D)

50

50

50

50

50

Finish

Polished Stainless

Satin Stainless

Polished Brass

Satin Brass

Code

PS

SS

PB

SB

B

A

D

D
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