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Swivel chair linea 112.2000


including seat depth adjustment and seat inclination
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            base:
seat:
- 
standard: black plastic.
- 
cushion support made of polypropylene, cushions made of pu cold moulded 

-
(700 mm load controlled braked twin- castors

foam density 62,55; 55 mm thick, strain hardness 6,8 kp a.



en 12529.
-
corresponding to california fire protection standard



as well as the mvss 302=motor vehicle safety 


height adjustment:
-     covering applied free of adhesives, therefore completely recycable

-
top activated gas cylinder with conical plug-in connection,

and breathable.


-
adjustable by approx. 120 mm, from 410 to 530 mm.
 -    fabrics see viasit collection.




backrest:



mechanism (maintenance free):
-
cuhsion support made of polypropylene, cushions made of pu-


-
point-synchro mechansim .

cold moulded foam, density 50; 30 mm thick, strain hardness 6,0 kp a.


-
seat support made of die cast aluminium and plastic, 
-
backrest shell made of black, scratch resistant polypropylene



can be adjusted in 5 positions.
-
backrest support made of polyamide with glasfibre.



-
tension control   45 - 120 kg by a lateral crank 




-
max. seat inclination backwards 10°.
-
height adjustment by an easy no touch - system



-
basic seat inclination   0°.

adjustable in 5 positions, 620-690 mm .


-
backrest inclination  90°-118°.
-
covering applied free of adhesives, therefore completely recycable


-
seat depth adjustment 6 cm.
-
and breathable . fabrics see viasit collection.


-  
seat inclination forwards adjustable until -3° 

Seat width: 460 mm


Seat depth :  450 mm


Seat depth adjustment:


390-450 mm


backrest height:  520 mm


backrest width: 450 mm





option










