Urinals

Introduction

Stainless steel urinals are durable, vandal resistant, easy to maintain and hygienic and are suitable for use in new installations and refurbishment projects. In many instances stainless steel urinals are a more economic alternative to traditional ceramic products, particularly when comparing the total installed cost. Also when installed in locations subject to misuse or vandalism, the installed life of a stainless steel product can be significantly longer. Stainless steel urinals are ideal for installation in public toilets, factories, schools and educational establishments, leisure facilities, sports stadia, entertainment venues, penal institutions, military camps, hospitals, offices, in fact all public, commercial, industrial and institutional applications. Selected urinals are available with a coloured Enviro-Glaze finish, giving the products the appearance of ceramic, but the durability and strength of stainless steel.

Special Features

· DURABLE AND VANDAL RESISTANT DESIGNS

· HYGIENIC ONE PIECE CONSTRUCTION

· EASILY AND QUICKLY INSTALLED

· COMPETITIVELY PRICED

· OPTIONAL Enviro-Glaze FINISH ON SELECTED PRODUCTS

Designs

Wall hung trough urinal

Floor standing slab urinal
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Trough urinal is wall hung leaving floor clear for ease of cleaning. Ideal replacement for ceramic bowl urinals. Easily installed at variable heights to suit adult or junior applications.


[image: image2.png]



Full height slab urinal with raised channel to allow drainage pipe-work to be installed above floor level. No excavation of the floor is required and pipework is concealed behind a removable access panel.



Floor recessed slab urinal

Bowl urinal
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Full height slab urinal, with channel installed below floor level. Ideal replacement for traditional fireclay designs.
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Individual bowl urinal is wall hung and is ideal replacement for ceramic models. Easily installed at variable heights to suit adult or junior applications.



Installation

All urinals are manufactured in one piece making installation quick and easy. Urinals must be installed with their top edge horizontal and ends vertical. The edges of the urinals should be sealed against the walls and floors with a permanent impermeable joint. Detailed installation instructions are supplied with each product.

Maintenance

Routine cleaning is necessary to maintain the appearance of stainless steel. Washing with soap or a mild detergent and warm water, applied with a sponge or bristle brush, followed by a clear water rinse is all that is required. Unless specifically formulated for use on stainless steel, bleaches, abrasive or chemi​cal cleaners should not be used.

Earthing Continuity

All urinals are provided with a number of fixing points on to which an earthing continuity wire with an end terminal can be secured.

As improvements in the design and performance of Acorn Powell Limited products is continuous specifications may be subject to change without notice.
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