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7340 / 7350 mounted with 7350-4:

Specification Guide

Roller panel system 7300 offers a contemporary alternative to the

classic curtain. Using flat fabric panels, intricate designs and 

textures are shown to their fullest extent. The system offers several

methods of operation. Free unlinked panels provide shading where 

needed whilst still maintaining a visual aspect. Linked panels are used

with electrical (in combination with G-Rail 6200), corded or draw-rod 

operation and can also be used as a room divider providing flexible

accommodation. Discover the sophisticated versatility of the 7300-series!

ROLLER PANEL
SYSTEMS

# 7300-SERIES
Installation

Material: 
Aluminium 606035-T6-F22. (Higher specification than DIN 1725).
Shape and size tolerances are in accordance with DIN 17615. 
Satin silver anodised or white powder coat RAL 9010 in accordance
with the Qualicoat standard. 
Special colours available on request.
Rail weight 7320: 378 gr/m.
Rail weight 7330: 539 gr/m.
Rail weight 7340: 707 gr/m. 
Rail weight 7350: 852 gr/m.

Accessories:
Sliding Velcro profile 7301-N (148 gr/m) or 7301-W (143 gr/m). 
2 - 3 rollers 7304 or gliders 7310 (only in white rail) per panel. Bottom
weight profile 7490-203R (165 gr/m) or 7490-206R (318 gr/m).
Hand operated systems: end stop 4002, single angle 7302, double
angle 7303 and universal end cap 7353-UNI. 
Loose panels: universal end cap 7353-UNI. 
Cord operated systems: end stop 4002, single angle 7302, double
angle 7303, Pilot runner 7374, cord 1210-3.5 and cord guide set
7353-2, 3, 4 or 5.
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G-Rail is a registered Trademark.

Standard colours: White RAL 9010, natural. Special colours on request.
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To allow rotation of the fixing clamps a

minimum clearance of 17 mm (a) must be

provided between the rail and the wall.

To allow rotation of the fixing clamps a

minimum clearance of 21 mm (b) must be

provided between the rail and the wall.

The contemporary roller panel system,

7320 / 7330 mounted with 7350:

Mounting with extension bracket 7317. Projection to front face of rail.

Installation:
Ceiling fixing using clamps 7350 or 7350-4 in accordance with 
following table or the G-Standard. Wall fixing with extension 
brackets 7317. Cord operated systems require 1 extra bracket at the
operating side.

light  medium  heavy
7320 100 75 55 cm
7330 160 110 80 cm
7340 130 100 70 cm
7350 150 150 100 cm

for sophisticated light control.
7300-series>
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G-Standard (bracket fixing guide)


