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Designed to conform to:

BS EN 16139: 2013 - Strength, durability
and safety for Non-Domestic Seating

BS EN 1728: 2012 —Static load & fatigue test

Manufactured in accordance to:
ISO 14001: 2004 - Environmental Management Systems.
BS EN ISO 9001: 2008 - Quality Management Systems.

Materials:
Seat and back produced from Polypropylene for strength and
durability. These also provide a ‘wipe-down’ surface.

Tubular Steel framework is 25mm diameter, 1.5mm thick
and is designed to conform to UNI 10305-3: 2003. These
epoxy powder coated or chromium plated to match other
metalwork items.

Arms are produced in Polypropylene to match the seat and
back pans. Seat and back pans can be fitted with optional
upholstered panels, which have CMHR (combustion modified
high resilient) foam pads covered with fabric.
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Heritage:

Over thirty years of in-house manufacturing experience of
this type of furniture supplied successfully into educational
establishments throughout the U.K

Considerations:

Available in a selection of seat and back colours.
Available with plain plastic, upholstered or mesh

back options.

Available with plain plastic or upholstered seat options.
Upholstery available in a selection of fabrics - must be
specified at point of order.

Available with four legged, four legged with castors,
cantilever or five-star swivel base.

Standard model can be fitted with optional fixed arms
at point of order.

Optional retractable linking device available.

All models stack.

Designed to accommodate users of up to 110kg.

SJXLNK - Retractable link set
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