
Egger PerfectSense Topmatt 
 The hard-wearing matt laminate
for horizontal surfaces.



Topmatt is the latest addition to 
the PerfectSense range of premium 
high-gloss and matt products from 
EGGER. 

This supermatt laminate, cured 
using electron beam technology, 
is anti-fingerprint and scratch-
resistant. This makes it ideal for 
horizontal surfaces in high-traffic 
application areas such as kitchens, 
offices and hotels.

The smooth surface is velvety 
to the touch and hard-wearing, 
giving a high quality, on-trend, 
matt finish.

Topmatt 
looks good for longer.

PerfectSense from EGGER 
Choose the most appropriate material for your intended application from this range of PerfectSense 
Matt products: pre-finished MDF board for furniture, matt laminate for vertical applications, Topmatt 
laminate for horizontal applications and matching matt edging. 

Product range

PerfectSense Matt Lacquered Boards PerfectSense Matt Laminate PerfectSense Topmatt Laminate PerfectSense Matt Edging (ABS/PMMA)



PerfectSense Matt Edging (ABS/PMMA)
 → Processing advice and further information  
 available on www.egger.com/laminate

PerfectSense Topmatt Laminate is based on 
curable resins. The top paper layer is lacquered 
using a special production process and cured 
using electron beams.

Product structure
Decor paper

Paper layer

 Electron beam cured  
acrylic resin lacquer  
coating

Impregnated soda 
kraft paper

Stock range 
PerfectSense Topmatt Laminates are available from stock in nine decors in 3050 × 1310× 0.8 mm.

Decor overview

U702 PT
Cashmere Grey

U222 PT
Crema Beige

U961 PT
Graphite Grey

U999 PT
Black

W1000 PT
Premium White

U708 PT
Light Grey

U727 PT
Stone Grey

U732 PT
Dust Grey

W1100 PT
Alpine White

Key Properties
(Test standard EN 438-2:2016)

PerfectSense Topmatt Laminate PerfectSense Matt Laminate 

Resistance to scratching ≥ 4 3

Resistance to water vapour 4 4

Resistance to dry heat (160˚) 4 4

Resistance to surface wear 150 revolutions (min.) 150 revolutions (min.)

Recommended Application horizontal vertical

Grade HGS HGP

Postforming  – ü

Thickness 0.8 mm 0.8 mm

Sheet size 3050 × 1310 mm 3050 × 1310 mm

Product comparison table
Tests show that PerfectSense Topmatt Laminate is highly resistant to surface wear, impact and scratches. This table  
highlights the key differences between Matt and Topmatt Laminates and the recommended application. 

PerfectSense Matt Lacquered Board is suitable for vertical application and is available in 2800 × 2070 × 19 mm.

Technical properties
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www.egger.com

Lawcris Panel Products
Knowsthorpe Gate, 

Cross Green Industrial Estate,

Leeds, LS9 0NP

t 0113 217 7177  

sales@lawcris.co.uk

www.lawcris.co.uk


