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NB Elastic 1C White  
 

1 component, elastic, mineral waterproofing 
 
Features 
KÖSTER NB Elastic 1C White is a light-coloured, waterproof, 

elastic, wear-resistant waterproofing with excellent adhesion to all 

mineral substrates. The material can bridge cracks. It is abrasion-

resistant and resistant to concrete-corroding waters. 

 

Technical data 

Density (powder with mixing) approx. 1.4 g / cm³ 

Colour light beige 

Application temperature min. + 2 °C  

Adhesive tensile strength > 0.5 N / mm² 

Pot life approx. 2 hours 

Resistant to foot traffic resistant after approx. 24 hours 

Application of next layer after approx. 24 hours 

Crack bridging (2mm layer thickness) < 0.4 mm 

 

Field of application 
Coatings made of KÖSTER NB Elastic 1C White are wear-proof, 

elastic and waterproof. Such coatings can be used for areas 

subject to mechanical stresses and for areas which might be 

subject to cracking, e. g. waterproofing layers on terraces and 

balconies, as protection for concrete surfaces which can be 

walked on, wet- and damp-rooms underneath tile and ceramic 

coverings. 

If a waterproofing (2 layers) is made of KÖSTER NB Elastic 1C, 

then the material can also be used (applied as a third layer) as tile 

adhesive. It is not suited for waterproofing against negative side 

water pressure. 

 

Substrate preparation 

The substrate has to be sound and solid and clean. 

Absorbent substrates should be primed with KÖSTER Polysil® TG 

500. Non-absorbent substrates are pre-wetted so that they are 

damp. Avoid standing water on the area to be sealed. 

 

Application 
Fill clean mixing water into a container suitable for mixing. Add the 

powder component to the mixing water and mix it in using a slowly 

rotating stirring device. Make sure that the resulting consistency is 

lump-free. Per 25 kg bag of KÖSTER NB Elastic 1C White, 4.5 to 

5.5 l of water are needed. 

KÖSTER NB Elastic 1C White is applied in at least two coats 

using a trowel or a brush. 

On areas which are especially in danger of cracking, KÖSTER 

Flex Fabric is embedded into the first coat. Then apply at least a 

second coat on top. 

On wall / floor junctions and in corners, KÖSTER BD Flex Tape K 

120 is embedded into the first layer and the excess width of the 

fabric is worked over with KÖSTER NB Elastic 1C White. 

When continually exposed to sunlight, discolouration is possible. 

 

Consumption  

Minimum 3 kg / m² 

Maximum 3.5 kg / m² 

 

Cleaning of tools 

Clean tools with water immediately after use. 

 

Packaging 

25 kg bag 

 

Storage 
Store the material cool and frost free; in originally sealed 

packages, the material can be stored for approx. 12 month. 

 

Safety precautions 

Wear protective gloves and goggles during processing/application. 

 

Technical guidelines cited 

KÖSTER Polysil® TG 500 Art.-No.  4.011 

KÖSTER BD Flex Tape K 120 Art.-No.  11.03 

KÖSTER Flex Fabric Art.-No.  11.05 


